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DECOMMISSIONING OPERATIONS PLAN FOR THE 779 CLUSTER
INTERIM MEASURE/INTERIM REMEDIAL ACTION

1.0 PURPOSE, INTRODUCTION AND SCOPE

1.0.1 PURPOSE

The purpose of this document is to meet the intent and requirements of both a Decommussioning
Operations Plan (DOP) and an Intenm Measure\intenm Remedial Action (IM\IRA) in accordance
with the Rocky Flats Cleanup Agreement By integrating the elements of an IM\IRA, this DOP 1s
meant to be a stand alone document (independent of the Decommissioning Program Plan identified
in RFCA) for the 779 Cluster decommussioning The beneht of structunng the DOP in this manner
1s two fold It will facilitate accomplishing two major objectives while still maintaining compliance
with RFCA The first objective i1s to establish a decommissioning pilot project which s flexible
enough to allow for minor modifications dunng implementation yet structured enough to ensure
adequate interface and communication with the regulators and stakeholders The second
objective I1s refine the decommissioning process under RFCA such that the process is
transferrable to higher nsk facilites The working relationships and interfaces established
between the RFETS organizations and between RFETS and Stakeholders will be defined and
refined in the changing environment of an in-process project The defined relationships and
processes developed and tested dunng the pilot program will be integrated into the overall
decommussioning process such that the Site cleanup mission will be attained in a safe, timely,
cost effective manner

1.0.2 PROPOSED ACTION

The Proposed Action in this document ts to decommussion the 779 Cluster Facilities by removing
the intenor equipment , decontaminating the remaining structures, and dismantiing the facilihes

This effort would leave the 779 Cluster faciities' foundations, basements and underground utilities
in place The remaining structures would go through a final closure when the Environmental
Restoration group remediate the area.

1.0.3 INTENT OF PROPOSED ACTION
The objective of the Proposed Action is two fold The Proposed Action objective will reduce the
overall RFETS mortgage by removal of facilities that no longer have a mission Additionally, the

Proposed Action is in accordance with the current RFCA viston  The achion is consistent with the
RFCA and current RFETS management direction

Decommussioning of the 779 Cluster includes

J Removal of equipment and matenal from within the facilities

. Charactenzing the matenals leaving the facilites and handling the matenals appropnatety

. Decontaminating equipment (as necessary), size reducton and packaging the removed
equipment and handing the matenal appropnately in accordance with approved RFETS
procedures

. Decontaminating the facility surfaces and building structural members, packaging the

removed matenal and handing the matenal appropnately

. Charactenzing the remaining building surfaces
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. Dismanting/demolishing the 779 Cluster structures Throughout this document, the word

contammnation 1s used Where the word contamination 1s used, it s meant as radioactive
contamination unless otherwise specified

1.0.4 NATURE OF CONTAMINATION

The major contaminant of concem in the 779 Cluster 1s plutorium 239 Plutonium was introduced
into the 779 Cluster to complete expenments related to the earier RFETS mission of weapons
production The plutonium is in an oxidized state and distnbuted throughout several rooms and
systems The estmated amount of Piutonium contained in the 779 Cluster i1s 4377 grams but, due
to measurement uncertainties, there may as much as 7695 grams The location of the matenal has
been 1dentified by completing non-destructive assay of the gloveboxes, B-boxes, the ventilation
systemn, and related piping systems A summary of plutomum concentration and location, by
room, Is contained in Appendix C, 779 Cluster Charactenzation And Work Summary Matnx
Plutonium emits alpha and neutron radiation as it decays The radiation levels in the 779 Cluster
associated with plutonium 1s a minor radiological hazard (<1milirem) in its current locaton and form

Pnmary contaminants of concem have been identified for the 779 Cluster They are plutonium,
amencium, uranium, lead, asbestos, berylhum and PCBs The basis for identfication of these
contaminants has been evaluation of process knowled?e and the building specific WSRIC,
review of analytical data and radiological surveys, and faciity walkdowns Available radiological
survey information, as well as additional survey data generated dunng deactivation of the 779
Cluster has been reviewed and considered in the contaminant evaluation process

The health hazards associated with the pnmary contaminants of concem are descnbed below In
addition, controls and mitigation methods are bnefly discussed

Plutonium

Plutonium is a radioactive, silvery, metallic transuranic element, that was used in weapons
production at RFETS Itis considered a human carcinogen and is toxic to the human system in
relatively low doses The carcinogenic properties of plutonium are attnbuted to the disruption of
human tissue incurred by alpha particie bombardment The amount of issue damage s relative
to the particle size and the energy released to the tissue Tissue damage associated with
exposure to plutonium 1s gene caused by inhalation, injection and absorption Plutonwum 1s
spectfically absorbed by bone marrow upon entenng the body The overall toxicity 1s chiefly
attnbuted to the radioactive properties of plutonium

Americium
Amencium is a white transuranic metal element that was used in the production of weapons at
RFETS Itis considered a human carcinogen and 1s toxic to the human system Health effects
associated with exposure to amencium are increased cancer nsk, specifically lung cancer The
toxicity is chiefly attnbuted to the radioactive properties of amencium and inhalation of particulate
The amount of disruption of human tissue caused by alpha particie bombardment is relative to the
%mde size and energy released to the issue Amencium also emits low energy gamma radiation
e extemal exposure and the resulting dose from this gamma radiation may be a health hazard
to the worker if present in gram quantities
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Uranium

Uranium 1s a heavy siivery white metal used in weapons production at RFETS  itis considered
a human carcinogen and is toxic to the human system Health effects associated with exposure
to uranium through inhalation are increased cancer nsk, spectfically lung cancer The toxicity of
uranium 1s chiefly attnbuted to its radioactive properties The amount of disruption of human tissue
caused by alpha particle bombardment is relative to the particle size and energy available for
release

The Site Radiological Control Program is responsible for implementing the requirements of 10 CFR
835, Occupational Radiation Protection, which include regulatory dose limits and application of the
As Low As Reasonably Achievable (ALARA) principal by workers Because the tOXICl%
associated with these transuranic elements is directly related to personnel exposure, DOE
maintains Site personnel exposure levels well below regulatory dose imits by integrating ALARA
into work practices

An ALARA review will be prepared for the 779 Cluster and dose imits will be identified pnor to

commencing the decommissioning process Work activities are planned such that ALARA is

integral to the task at hand, thereby limiting exposure to the worker Administrative, engineenng

hand e%hysmal controls will be implemented and are the pnmary means whereby exposure will be
mit

Lead

Lead i1s a toxic metal that has been detected in virtually all biological systems Lead is toxic to
most living things and generally acts as a neurotoxin Neuropathy and hypertension may occur
in adults exposed to toxic levels of lead The level of toxicity i1s related to the age and
carcumstances of the effected individual The pnmary exposure route for lead i1s ngestion, while
inhalaton and injection are lesser exposure routes

Occupational Safety and Health Act (OSHA) guidelines will be implemented to minimize worker
exposure to lead Activites will be performed using requirements identified in the 779 Cluster
Health and Safety Plan and integrated through the AHA and work control practices

Asbestos

Asbestos ts considered a human carcinogen Large amounts of inhaled asbestos leads to
mesothelioma Ingeston of asbestos fibers has been linked to cancer of the gastrointestinal tract
When inhaled, fibers remain permanently in the body

Asbestos exposure limits are regulated by OSHA and are controlled on-site through procedures
and work practices Charactenzation, sampling/survey, and abatement will be performed by
qualified personnel in accordance with the requirements of OSHA, EPA and NIOSH The
clearance standard or maximum allowable asbestos level (MAAL) for areas after abatement is
performed, for which the 779 Cluster project will adhere to, is as follows

. 0 01 fibers/cc2 utizing the phase contrast microscope means of analytical technique
. 70 structures/mm utiizing the transmission electron microscopy technique
Beryihum (BE)

Berylhum is a lightweight, corrosion-resistant, ngid, steel-gray metallic element that was used in
weapons production at RFETS Beryllium s considered a human carcinogen [nhalation of
berylhum particulate has been attnbuted to lung cancer and berythosis, an acute pulmonary
disease
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Beryllium particulate is controlled at RFETS through housekeeping and air monitoring  Work areas
and equipment where berylhium has been identified or suspected of being present will be
surveyed prior to disruption or removal of such items or surfaces Housekeeping will be
performed by trained personnel, wearng the approprnate personnel protective equipment, in the
event that beryllium contamination levels are exceeded The surface contamination housekeeping

limit for berylhum is 25 mg/t2

Current RFETS practice for protecting personnel! from beryllium s to utilize the ALARA pnnciple
This includes using engineering controls to minimize exposure, medical screening of personnel,
and the reduction of limits and the proposed establishment of lower action levels The limit for
beryllium i1s currently being reviewed and a lower action level is being considered to ensure
worker safety

Polychi

Polychlonnated biphenyl, also referred to as PCB, 1s a term given to a senes of chemical
compounds produced industnally by the chiornnation of biphenyl with anhydrous chlonne and iron
filngs or fernc chionde as a catalyst. PCBs have been linked to liver damage and to a lesser
degree, kidney damage

Human exposure levels to PCBs are regulated by OSHA OSHA guidelines will be
implemented, as approprnate, to minimize worker exposure to PCBs  Other than the potential for
PCBs in oil (contained in equipment), adhesives and paints (in high temperature areas) and
highting ballasts, no additional contamination is suspected In any event, OSHA guidelines will
be implemented, where PCBs are identified, and the appropnated PPE will be donned by
workers The 779 Cluster project will adhere to the TSCA regulatory imit of 50 ppm for release
of PCB containing matenal.

in addition to identification of the pnmary contaminants of concem, the general location of these
contaminants 1s summanzed below

Contaminant _Location

Piutonwum - Intenor of gloveboxes and ventlation systems, isolated locations on building surfaces
Amencum - Intenor of gloveboxes and ventilation systems, tsolated locations on building surfaces
Uranium - Intenor of gloveboxes and ventilation systems, isolated locations on building surfaces
Lead - Painted surfaces, lead bricks and shielding

Asbestos - Thermal system piping insulation, transite, tile, adhesive

Beryllum - Bulding and equipment surfaces

PCBs - Electrical ighting ballasts, paints, oils, tar, adhesives (high temperature areas)

Charactenzation is an ongoing process with respect to the 779 Cluster. As surface areas in the facility

become accessible or hazards are removed as a result of the decommisstoning process, additional

charactenzation, also referred as in-process charactenzation, will be perform In the event that other

contaminants are identified dunng the in-process charactenzation process, these contaminants will be
evaluated with respect to worker health and safety, activities to be performed, and facility

decommussioning cnitena  The resulting evaluation may result in any of the following. additional or fewer

health and safety related precautions taken by workers, engineering changes, or implementation of a
different decommissioning process
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The 779 Cluster Decommissioning Project Specific Health and Safety Plan focus on the specific safety
concems (chemical, radiological, industnal and hazardous) in the 779 Cluster which exist or are created
dunng the decommissioning process It descnbes the controls and monitonng programs to be utilized
dunng the decommussioning of the 779 Cluster which will ensure protection of the decommissioning
employees, surrounding workers, the public and environment from potential and real hazards dunng the
decommissioning process The program will be implemented in accordance with all appropnate
ARARS, OSHA standards and in accordance with the appropnate site specific plans and procedures

1.1 INTRODUCTION

On July 19,1996, the Rocky Flats Clean-up Agreement (RFCA) was signed by the Department of
Energy (DOE), Colorado Department of Public Health and the Environment (CDPHE) and the
Environmental Protection Agency (EPA) RFCA s the document which will govem the clean-up and
decommissioning of the Rocké lats Environmental Technology Site (RFETS) facilities The clean-up
actions will be completed as Comprehensive Environmental Response, Compensation, and Liability
Act (CERCLA) removal actions The 779 Cluster project will be conducted as an IM/IRA due to the
estimated tme (>6 months) from commencement of physical remedial work to completion In comphance
with RFCA, DOE has developed this DOP which outlines how the RFETS decommuissioning activities
for the 779 Cluster will be managed and controlled RFCA also requires that a Decommissioning
Operations Plan (DOP) be developed for the most hazardous facilities at RFETS As the integrating
contractor at RFETS, Kaiser-Hill Company, L L C (Kaiser-Hill) has developed a Decommissioning
Program Management Pian (DPMP) to identify how the RFETS decommissioning program will be
implemented and monitored

RFCA identifies seven facilities which will require a DOP and states that other facilities may require a
DOP The necessity for a DOP is based on the hazards identffied in the faciities’ Reconnaissance
Level Charactenzation Report (RLCR) and as negotiated with the Lead Regulatory Agency (LRA)
The 779 Cluster (identified in Figure 1-1 and 1-2) i1s not one of the seven facilities identified in RFCA as
requinng a DOP, but because the 779 Cluster is the first plutonium operations buillding to be
decommussioned, it was chosen for the first DOP The 779 Cluster DOP will be used to define the
detail required in a DOP, how the DOP should be structured, and how the DOP will be used dunng the
decommissioning impiementation This document is the DOP for the 779 Cluster The hierarchy of
decommissioning documents to be used in completing the 779 Cluster decommussioning 1s identified in
Figure 1-3 of this document The shaded boxes in Figure 1-3 identify the site procedures that are
incorporated into the Integrated Work Control Process

Pnor to start of the decommissioning actvities, the 779 Cluster will go through a deactivation process
as descnbed in RFCA, Decommissioning Program Management Plan (DPMP) and the 779 Cluster
Deactivation c:?lan The deactivation process will remove many of the higher nsk hazards through
activities such as

. Consolidation and removal of significant amounts of special nuclear matenals (SNM) as part of
the SNM Consolidation Program

. Removal of excess chemicals

. identification, sampling and draining of solutions as part of the idle Equipment Program

The condition of the 779 Cluster at the end of deactivation and start of decommissioning 1s defined on
an area (room-by-room) basis This detailed descnption (Deactivation End Points) of each area 1s
contained in the “Building 779 Work Summary Plan” The Decommussioning Work Area Descniptions in
Section 3 1 2 of this document are from a walkdown of the tacilities, information obtained for the RLCR,
and actions completed or to be completed dunng deactivation to achieve the identified Deactivation End
Points
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The 779 Cluster Decommissioning Project is estimated to be completed over a 2 year penod with a
cost of approximately 12 mullion (unburdened) dollars

i2 SCOPE
The following provides a bnef discussion of the DOP structure, content, and scope

Section 1 0 provides an introduction to the goveming documents for decommussioning at RFETS and a
summary of Building 779 history, facility layout, and processes Detailed information on the vanous
room/areas associated with the 779 Cluster are presented in Appendix A

Section 2 0 identifies the organizational structure, responsibiliies and lines of communication which will
be used to complete the 779 Cluster decommissioning activities

Section 3 0 presents a descnption of the areas to be decommissioned and of the planned
decontamination/decommissioning activities Section 3 0 provides a descnption of the Research and
Development (R&D) processes and associated equipment that are in Building 779 and dentifies
hazards, by work area, which will be considered dunng the work planning process A more detailed
descnption of the work areas s provided to establish the base scope and magnitude of the
decommissioning effort

Finally, a descnption on how decommissioning work packages will be developed, the types of
decontamination techniques to be used (Appendix B), and the control mechanisms built into the
process which will ensure protection of the workers, public and environment Section 3 0 descnbes the
imvihal engineenng assessment for the 779 Cluster

Section 4 0 descnbes the facility charactenzation phases which will be completed dunng
decommissioning This section describes the relatonship between charactenzation and the hazards
dentfied within the 779 Cluster The charactenzation nformation is re%wed to properly pian the
decommissioning activites. A summary of the Reconnaissance Level Characterization phase
informatton 1s provided in Appendix C Appendix C, in a summary fashion, demonstrates how
charactenzation information will be used to assess a specific room/work area hazard dunng work
package preparation

Section 5 O states how the facility release cntena i1s determined The 779 Cluster must be
decontaminated and surveyed to demonstrate the building surfaces are below the release cntena pnor (
to being dismantied

Section 6 0 1s a discussion of how the nuclear safety operational controls shift from the Building 779
Safety Analysis Report (SAR) to the Basis of intenm Operation (BIO) dunng 779 Cluster
Decontamination and Decommissioning (D&D)

Section 7 0 descnbes controls and programs which will be used throughout the decommissioning
process, (in conjunction with the work packages) to ensure worker health and safety dunng
decommissioning operations It also defines how workers will be properly trained to accomplish their
assigned tasks Section 7 0 contains the Preliminary Hazard Analysis (PHA) for the 779 Ciuster

Section 8 0 introduces the types and volumes of wastes which the project expects to generate, and
how the waste will be managed when 1t 1s generated

Section 9 O descnbes the regulatory considerations for the CERCLA This section discussed RCRA
closure, identifies applicable or relevant and appropnate requirements (ARARS), descnbes
performance monitonng obligations and addresses NEPA concems
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Section 10 0 establishes the quality controls and management attnbutes which will be implemented
dunng the decommissioning process

Section 11 0 provides an overview of the secunty requirements for the 779 Cluster

Section 12 0 gives an overview of the project's schedule development and describes how the
estimated project costs were obtained Section 12 0 identfies the means by which project were
estimated costs for this project

Appendix A contains current baseline knowledge for the 779 Cluster and systems

Appendix B 1s an overview of decontamination techniques which may be used dunng the 779 Cluster
decommuissioning

Appendix C cross references the charactenzaton information to the type of work which will be
completed in each area

Attachment 1 contains the project schedule
1.2.1 BUILDING 779

Bmldmg 779 was onginally constructed in 1965 The building was expanded in 1968 and again in
1973 The additions are referred to as Building 779-A, and Building 779-B. Since all three additions are
physically connected, and share resources and mission, any reference to Building 779 should be
understood to include all three additions

The first addition to Building 779 was completed in 1968 The addition added office space, laboratory
area dedicated to pyrochemical technology, hydnde operations, physical metallography, joining
technology, and the necessary heating, ventiation, and air condtioning (HVAC) equipment to
supplement the existing HVAC system The 1968 addition s a single story facility attached to the
north end of Building 779

The second addition to Building 779 was made in 1973 The addition 1s a two-story facility added to
the south side of the onginal Building 779 Although both additions are architecturally and structurally
different from the onginal Buillding 779, they are functionally tied to the onginal building

Building 779 was used as a R&D center Building 779 contained process equipment which could mimic
some of the production facilities’ mission, and laboratory equipment to conduct matenal and
environmental testing

Q more detailled descnption of Building 779's capabilities and structural layout 1s contained in Appendix

1.2.2 BUILDING 779 SUPPORT FACILITIES
The Building 779 Support faciliies are identified on Figure 1-2 and descnbed below

Along with the two building additions, two filter plenum buildings were constructed after Building 779
was completed Building 729 was constructed in 1971, and contains a filter plenum and an emergency
electncal power generator Bunldm?t729 1s connected to Building 779 via a second story bndge
Building 729 has dimenstons of 72 it x 38 ft. and ts located nmmedlatelzl south of Building 779 Building
782 was constructed in 1973, and serves as the second filter plenum for Buliding 779 Building 782
covers 60 feet x 99 feet and s located east of Building 779 The emergency generator for Building 782
was located in the separate Building 727, located north of Building 782
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The following buildings are located adjacent to each other, north-east of Building 779, and north of
Building 727 (see Figure 1 2)

Building 783 (A,B,C,D) - Cooling Tower Pump House
Building 784 - Cooling Tower

Building 785 - Cooling Tower

Building 786 - Cooling Tower West Chiller
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Building 779 Cluster < OCIATED STRUCTURES

PROTECTED AREA

Figure 1-1 Site Map South
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Figure 1-2 Building 779 Cluster Layout
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Building 787 - Cooling Tower East Chiller
Building 780 - Paint/Storage Facility
Butilding 780-A - Metal Storage Facnl«g
Building 780-B - Gas Bottle Storage Facility

123 FACILITIES DESCRIPTIONS
A thorough description of the 779 Cluster work areas 1s provided in Section 3 1 and Appendix A

2.0 779 DECOMMISSIONING ORGANIZATION AND RESPONSIBILITIES

21 ORGANIZATION

The 779 Cluster Decommissioning Project will be authonzed by the DOE, integrated by Kaiser-
Hill, and executed by the Safe Sites of Colorado (SSOC) and Rocky Mountain Remediation
Services (RMRS) subcontractors Oversight will be conducted by DOE and Kaiser-Hill and by
the Environmental, Safety, Health, and Quality (ESH&Q) Departments of the subcontractors
The inttial organizational structure is llustrated in Figure 2-1 This will evolve as the emphasis
changes, however, certain fundamental features will not be altered. These are (1) a clear chain of
command, (2) a clear demarcation of responsibilites, (3) stnct configuration control that will not
allow work to proceed uniess it meets the safety and regulatory requirements, and (4) an
environment that encourages the worker to understand their work, their nsks, and to participate in
developing the approach to the work

2.1.1 Closure Project Manager

The Closure Project Manager 1s responsibie for the overall management of the project  This
person sets the expectations for performance in worker and public safety, regulatory compliance,
cost and schedule and performance improvement He or she establishes the principles o
behavior, such as teamwork, participation, integnty, etc and also provides the pnmary senior
external interface for the closure project to the Kaiser-Hill integrator

2.1.2 Deputy Closure Project Manager

The Deputy Closure Project Manager assumes the responsibility for the project in the absence of
the Closure Project Manager and pays special attention to the integration of the project and the
day-to-day work activities

2.1.3 Integration Manager

The Integration Manager is the pnmary interface to exteral organizations that are working on the
Protected Area execution plan and the Ten Year Plan Within the closure project, this person has
the responsibility to maintain the project ciosure plan and to coordinate the planning for distributed
resources to the work teams The distrnibution of personnel resources ts completed through the
Technical Section Manager

Therefore, the Integration Manager is the focal point of day-to-day work planning and execution
prionties The Integration Manger sets prionties for and coordinates the Plan-of-the-Day and
Plan-of-the-Week meetings The Integration Manager I1s the pnmary owner of the budget and will
authonze, track and report on project spending
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2.1.4 RadCon Manager

The RadCon Manager is responsible to ensure an effective radiation protection program is
implemented as required by the RFETS Radiological Controls Manual *“RCM) The RadCon
Manager’s responstbilities also include

. Completing ALARA reviews

. Coordinating activities and prionties of the Radiological Engineers and Radiation Control
Technicians (RCTs)

. Ensure adequate preparation and review of radiation work permits (RWP)

. Coordinate the completion of routine building radiation surveys and project related
surveys

J Develop project completion survey requirements to ensure compliance with established
project end point cntena

. Maintain/manage and venfy quality of all radiological data

. Coordinate project completion surveys

2.1.5 Occupational Safety Officer

The Occupational Safety Officer responsibilities include

. Monitoring and review of facility and project safety cntena to ensure activities are being
completed within the applicable safety guidelines

. Participate in work package development to ensure requirements are factored into project
work packages

. Monutor field activities to ensure the work activities are being completed in a safe manner.

2.1.6 Work Release Manager

The Work Release Manager is the single point of contact to release work in the field and as such
runs the Plan-of-the-Day meetings for the Integration Manager. He or she Is responsible to
ensure that the proposed work scope ts within the allowed safety or regulatory safety envelope
before being released

2.1.7 Surveillance and Maintenance Manager

The Surveillance and Maintenance Manager s responstble for conducting the required safety and
regulatory surveillances, identifying and completing the necessary maintenance, and to operate
the utiiies He or She advises the Work Release Manager of the readiness of the facility to do
work

2.1.8 Waste Manager

The Waste Manager s responsible for managing the waste flow within and from the facility to
ensure that the waste Is properly characterized and moved This person is the pnmary contact
;Nlth the site waste organizations to ensure the waste s properly staged and shipped from the
acility
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2.1.9 Decommissioning Manager

The Decommissioning Manager or Managers provide the direct supervision of the worker teams
The number of managers or leads Is a function of the amount of work being conducted in the
project and the number of shifts of work This person has the responsibility of ensuring that the
workers are completing their assignments safely and effectively Decommissioning Managers will
get authonzation to proceed from the Integration and Work Release Managers

Specific responsibilities of the Decommissioning Manager are

. Review of project scoping and engineering design documents (1 e , EOs, HASP, IWCPs,
and Characterization Records)

. Review and approval of pre-evolution requirements including Activity Hazard Analysis
(AHA), RWPs training documentation, and sub-contractor planned activiies

. Comphiance with Conduct of Operations dunng field operations

. Acquire and manage craft labor for decommissioning, decontamination, and waste handiing
activities

. Manage the day-to-day activities of subcontract personnel

. Maintaining daily logbook

. Reviewing out-of-tolerance documentation

. Ensunng personnel maintain required tratning certification

. Conducting daily-weekly project status and training meetings
. Completing occurrence notifications

. Providing support for development of compliance documentation and project close-out

. Work with the Regulatory Compliance Engineer to ensure all project activities are
completed within the requirements of applicable regulations

2.1.10 Technical Support Manager

The Technical Support Manager maintains the project’s center of excellence on safety
authonization basis, industnal safety, environmental compliance, radiological control, cnticality
safety, and quality assurance The Technical Section also serves as the location for engineering
and procurement. The people resources associated with these functions will be matnxed directly
into the work teams as necessary The matnxed personnel become an integral part of the co-
located work team The Techrucal Support Manager works with the Integration and Work Release
Managers to ensure that the released work is in full regulatory complhiance and provides a safe
environment for the workers He or she s also the pnmary interface to the extemal environmental,
and quality assurance organizations
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3.0 AREA DESCRIPTIONS AND PLANNED ACTIVITIES

3.1 AREA DESCRIPTIONS

The information provided in this section gives a bnef description of the processes which were
performed in Buillding 779 and establishes the current condition within each of the work areas

The room descnptions and charactenzation information (Section 3 1.2 and Appendix C)will be
used dunng the work package development discussed in Section 3 2 In addition, Appendix C
identifies whether rooms, or equipment in rooms are radioactively contaminated and presents gram
estimates of plutonium for the respective room/equipment

3.1.1 History of Processes Conducted in Building 779

This section describes the research, development, and support operations which were conducted
in Buillding 779 This information is provided as an overview of the processes, equipment used,
and hazards that may be encountered dunng building decommissioning The information provided
in this section 1s historical None of these processes are currently being conducted in Building
779 The descnption of previous Building 779 operations are separated into five basic
categones

1 Process Chemistry Technology
2 Physical Metallurgy

3 Machining and Gauging

4, Joining Technology

5 Hydnding Operations

Process Chemistry Technology

The chemistry laboratones in Building 779 were engaged in production process development,
stockpile reliability testing, and methods development for recovenng, separating, and punfying
actinides from waste streams and residues Some research activities and operations were
performed on a continuous basis in production-scale faciities Other activites were short-term
and were performed on a laboratory scale using more highly specialized equipment

lon Exchange Technology

lon exchange resins were tested for the punfication and separation of plutonium from other
actinides

Plutonium Precipitation Technology

The plutonium peroxide precipitation and calcination process was simulated on a laboratory scale
The process converted plutonium solutions to a plutonium peroxide precipitate The precipitate
was then calcined to a plutonium oxide powder



DECOMMISSIONING OPERATIONS PLAN RF/RMRS-97-085 UN
FOR THE 779 CLUSTER INTERIM MEASURE/ Rev 0, Page 17 of 96
INTERIM REMEDIAL ACTION Date Effective 09/25/97

Thermodynamics Studies

Thermodynamics studies of nuclear materials were conducted on a laboratory scale Expenments
involved measurement of chemical energy changes associated with certain chemical reactions, as
wecz’ll as the determination of heat capacities and enthalpies of matenals, some of which were
radioactive

Solvent Extraction

Solvent extractants were tested for the separation and removal of actinides from acid and salt
wastes Aqueous and organic wastes were transferred to Waste Operations for disposal
Solvent extraction involved contacting aqueous and organic phases in small vials

Thermogravimetric Analysis

Equipment 1s in place which was used for charactenzing solids and their interactions and reactons
with solids and vapors at sub-atmospheric pressure and at subzero, ambient, and high
temperature These capabiliies used vacuum microbalances, differental thermal analysis, and
Thermogravimetnc equipment Radioactive, nonradioactive, and air sensitive matenals were
studied Sample sizes were generally less than 5 grams

Surface Studies

Methods used to study the surface of solid samples included auger electron spectroscopy, low
energy electron diffraction, electron spectroscopy for chemical analysts, and ellpsometry Both
radioactive and nonradioactive matenals were examined

Radiation Effects on Materials

Effects of radiation on vanous solids, iquids, and gases were evaluated using gamma, beta, and
alpha irradiation sources These studies determined the radiation stability of matenals.

Compatibility Studies

Compatibility and chemical studies were performed with plutonium and urantum samples.
Equipment used Iin these tests included pressure volume--temperature systems, dynamic gas
analyses systems, and high vacuum-, gas, and acid-handling systems. The laboratory per-
formed kinetic tests and, using gravimetric methods, tests for corrosion These sometimes
involved chemical reagents not normally used in other operations in the building

Product Testing and Surveillance

Product testing included process development research, production support expenmentation, and
stockpile reliability evaluations These processes, typically, involved coupon-size samples
used for determining reactivity and reaction mechanisms.

Production support expenmentation was typified by testing of matenals proposed for production
use Each matenal was tested for compatibiity with other production matenals before it was

approved for use

Plutonium products were tested under a vanety of field-simulated conditions of temperature,
pressure, and chemical environment This area of work included short-term operational cycle
expenments, as well as accelerated aging studies and subzero temperature shelf-lIife testing
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Evaporative Separation

A high-temperature furnace was used to develop methods for distilfation of saits and volatile
metals from plutonium and amencium alloys and residues Volatile metals were mostly zinc and
magnesium

Pyrochemical Processes

Pyrochemical process development was assoctated with production equipment and production
process applications of the pyrochemical techniques. This group expenmented with moiten sait
extraction, salt sparging, direct oxide reduction, and electro-refining.

Molten salt extraction was performed to remove impuntes (1.e , undesirable radionuclides) from
plutomum The molten salt extraction operation was performed at an elevated temperature to meit
the plutonium metal Molten metal was combined with a salt mixture that contained magnesium
chionde, which served to oxidize the impunties in the plutonium metal Once molten, the mixture
was separated into a salt phase (which contains the impunties) and a metal phase Upon
cooling, the salt was removed and processed for reuse The punfied plutonium button was
returned to production

Spent salts from several pyrochemical processes were meited and combined with various metals
to reduce the plutonium and amencium contained in the salt to a metal foorm A
metal/plutonlum/amencium alloy resulted, along with the spent salt. The salt was disposed of if
plutonium levels were low enough The metal alloy button was either placed into storage or sent
to the Savannah River Site as feed matenal

Direct oxide reduction was a one-step process for converting plutonium oxide into plutorium
metal plutonium oxide, calcium chionde, and calcium metal were placed into a crucible and melted
The molten mixture was stirred to allow the reduction reaction to take place The molten products
were allowed to cool and solidify Breakout of the cooled contents yielded a plutonium metal
button and a discardable salt

Electro-refining was another method of plutonium punfication based on the mobility of plutonium
ons in the presence of an electnc current  Plutonium was heated to a molten state in the presence
of molten salt A direct current source was applied to the molten mixture through a tantalum anode
placed in the mixture. The molten metal mixture acted as the anode. Plutonium tons collected at
the cathode and were reduced to pure plutonium metal. Impurnties remained in the molten sait
phase The resultant piutonium metal was returned to production, and the spent salt was sent to
salt sparging for reprocessing

Physical Metaliurgy

Physical Metallurgy conducted research on vanous metals, alloys, and matenals required by plant
missions The group also supported different research groups, design agencies, plant
production, and others in metallurgical studies of matenals and manufactunng techniques for
components and processes Support operations included optical and electron metallography,
microprobe analysis, X-ray diffraction, tensile testing, hardness testing, and dilatometry.

Physical Metallurgy personnel expenimented with small samples of metals, such as plutonium,
uranium, beryliium, steel alloys, copper, and vanous ceramics and glasses Laboratones with
gloveboxes were used for handiing radioactive matenals Tensile testing and electron
metallography facilities were housed in special laboratory rooms.
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Machining And Gauging

Machining operations within the buildings were conducted in three shops, two general machine
shops and a general machining laboratory

One general machine shop supported Joining Technology The work consisted of making tooling,
fixtures, and special order parts of steel, cast iron, and other common matenals Shop equipment
included lathes, mills, tool grinders, a beit sander, and a power hack saw Standard shop
practices, monthly safety inspections, and trained operating personnel provided a safe working
environment Only non-nuclear matenal was handled in the general machine shop

The second general machine shop was a maintenance shop used in support operations Itis
equipped with a lathe, mill, drill press, and tool grinders  General machining tasks employed
commo&matenals such as aluminum, brass, copper, and steel Again, only non-nuclear matenals
are handled

The general machining laboratory was used for high-precision machining, machining tests, and
general machining jobs It was equipped with a direct numencally controlied lathe, tracer lathe,
straight lathe, mill, ng borer, dnll press, electrodischarge machine, band saw, surface gnnder,
monoset grinder, and tool gninders

Joining Technology

Joining activities included electron-beam welding, gas-tungsten-arc welding, pressure gas-metal-
arc welding, gas welding, brazing, metallography, machining, dimensional inspection, and
electronics development

The Coatings facility in Building 779, had three hot-hollow cathode systems and associated
hardware The function of this facility was to define the required parameters associated with the
deposition of vanous matenals onto specified substrate geometnes The matenal most often
deposited was silver However, other materials, such as gold, silicon dioxide, and silicon
monoxide, were also deposited

Substrate matenals were usually Vascomax, steel, stainless steel, beryllium, and uranium-238, in
a vanety of forms At no time were the substrate matenals mechanically worked on, as in
sectioning or grinding, in thus facility Coatings were deposited onto the substrates in a closed
chamber and under partial vacuum

Hazardous matenals used in the Coatings facility were methanol, nitnic acid, and sodium
hydroxide These matenals were present in small quantities

Hydriding Operations

Hydride Operations received parts with recoverable piutonium, and through the process of
hydriding, removed plutonium from the part in the form of plutonium hydnde This hydnde was
then dehydrated and converted to plutonium metal or oxidized to plutonium oxide

In the hydnding process, the procedure vaned depending upon the matenal being processed,
however, the general procedure is outlined below The part was placed in the hydnding vessel,
which was evacuated and backfilled with pure hydrogen In the hydnding reaction, the hydrogen
gas In the vessel was consumed in the reaction, therefore, hydrogen was continuously added by
an automatic controller to maintain proper operation pressures
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Upon completion of the reaction, the hydride was placed in the oxidation reactor Oxidation
occurred by passing air through the oxidation reactor When oxidation was complete, the matenal
was burned In the presence of pure oxygen, to ensure that all the hydride was converted to
oxide

3.1.2 Decommissioning Work Area Description

This section identifies the current conditions within the 779 Cluster work areas The discussion Is
broken down by buildings and then further divided into a room-by-room description (for a
summary of charactenzation information by room see Appendix C) Note that these room
descnptions are a single point in time  Deactivation activities to remove chemcals and other
matenal i1s continuing The walkdowns discussed in Section 3 2 2 will revenfy room status pnor to
starting decommussioning work The descriptions which follow are not all inclusive but, do cover
the areas with the greatest potential health-based for nsk Rooms not identified in this section are
histed in Appendix C See Section 4 for a more thorough discussion of facility charactenzation

B779, Room 123

Room 123 1s a decontamination room The drains from this room will be treated as potentially
containing radioactive matenal

B779, Room 124

This room was a RCT office  Radiation sources were stored in lockers in the center of the room
The radiation sources have been removed from the building

3.1.2.3 B779, Room 125

This room was an RCT office  This room was used to calibrate and repair radiation instruments
and contained radiation sources The radiation sources have been removed from Room 125

B779, Room 126

Room 126 is a utility area Initial surveys indicate there 1s no loose surface contamination in this
area The room has gloveboxes connected to the house vacuum and contains an uninterrupted
emergency power supply (UPS) The UPS lead acid battenes have been removed during the
building deactivation activity The gloveboxes are clean or have low levels of contamination
(Reference Appendix C for plutonium gram estimates) The UPS s not operational The Room
126 helium tank system and scrubber on the west wall was for a helium inert glovebox in Room
133 The helium system was never put into service and was abandoned in place The room has
an abandoned water still which was used for producing distilled water from the potable water
system The cooling water from the system drained into Tank 5 (T-5) The still i1s not expected to
be radioactively contaminated

The sub-basement below Room 126 contatns process piping for T-5 (1 e , holding tank for all
Buillding 779 process drains including all fab sinks) Formerly regulated under the RCRA, this tank
has been flushed, triple nnsed and fully RCRA closed Now T-5 receives sanitary, eyewash
hiquids, low level radioactive solutions, water from chillers, condensate water, and water from
satety showers The room above T-5 houses pumps and two cooling water system tanks
There are two other sumps in addition to the one containing T-5 that are accessed from the pump
room These sumps are labeled as contaminated There are asbestos insulated pipes,
(condensate, steam lines) in the pump room overhead Two old concrete pump bases exist
(pumps have been removed) which have been painted over It is possible that there is
radioactive contamination underneath the paint
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8779, Room 127

Room 127 is a utility room containing chillers and part of the filter plenum The filter plenum is
contaminated There 1s asbestos insulated pipe in the room The chillers are not expected to be
radioactively contaminated

B779, Room 125

Room 125 was used for repair of radiation instruments Radiation sources were stored in this
room, but the radiation sources have been removed from the building

B779, Room 128

Room 128 was an office used by Nuclear Matenal Control (NMC)

B779, Room 131

Room 131 was an aqueous lab supporting plutonium pyrochemical technology

Within Room 131 glovebox 961 (GB-961) was brought on-line in the mid-80's GB-961 was

used to high fire (calcine) piutonium oxide The box is ined with lead which has been epoxied

onto the exterior of the glovebox The windows are etched from the chemical exposures There

ﬁre two furnaces in this ine  GB-961 has an airlock with a vacuum line, filter and an uncertified
oist inside

Gloveboxes 131-A through E (GB-131C 1s a B-Box) form an aqueous line Varnious aqueous
processing was performed ranging from cleaning tantalum stir rods with hydrochloric acid (HCI) to
use of i1on exchange resin The boxes are lined with lead which has been epoxied onto the
exterior of the boxes The A-Boxes are connected to a vacuum pug1dp which is suspected to
have internal contamination Windows on these boxes are scratched, dirty, and difficult to see
through The general cleanliness of the aqueous line components is poor

The fume hood in the northeast comer of Room 131 was a general hood for stoning volatile
chemicals There Is a fume scrubber system in the northeast comner next to the hood and a
caustic scrggber on the northwest side of the hood The scrubber system is potentially
contaminat

There are three wall storage cabinets on the south wall. The storage cabinet contained oxidizers,
low reactivity chemicals, non-flammabie organics, inorganic bases, and other chemicals. The
lower cabinets contained additional chemicals and supplies. Excess chemical removal is an on-
gotng deactivation activity

B779, Room 132

Room 132 housed an auger spectrometer which has been removed Room 132 is now being
used as a calibration room/office Sources were stored in a cabinet on the south wall The
sources have been removed from the room

B779, Room 133

Room 133 was a laboratory for R&D of plutonium pyrochemical processes A number of small
and medium scale furnaces were used for these operations, including Direct Oxide Reducton
(DOR), Electro-refiming (ER), Vacuum Melting, Molten Salt Extraction (MSE), and salt scrub
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The following gloveboxes are in Room 133

Glovebox 953 was designed for a can-counter, but the glovebox was never used It is lined
with lead which has been epoxied onto the exterior of the giovebox The glovebox is believed
to contain very low levels of contamination There is a covered well in the bottom of the box

Glovebox 954 is lead-lined with the lead bolted onto the glovebox exterior The box has an
airlock on the south side which 1s empty There are two filters in the box to filter recirculating
nitrogen The six position storage rack in the glovebox is empty The box shows some signs of
corrosnczjn and equipment within the glovebox i1s corroded The glovebox floor 1s dented and
corrode

Glovebox 995 i1s lead-lined with the lead bolted onto the glovebox extenor There I1s a vacuum
melt furnace on the north end with a well below this section which s surrounded by its own box
The bottom s filled with sand, corrosion, and signs of former spills The furnace itself has a
domed cap There is a criticality drain in the bottom of the vacuum melt fumace The glovebox
contains a can of MgO sand There i1s a can sealer in the south end of the box. The glovebox
has an emergency booster exhaust whose filter holder is corroded There is a hoist in the
glovebox at the south end The hoist 1s on a rail in the glovebox which runs along the length of
the box This glovebox was used in the late 70's and 80's to remove amencium

Glovebox 956 has two stationary furnaces with wells on the south and north end of the
glovebox The box i1s lead-lined with the lead shielding screwed onto the glovebox exterior In
the middle of the box is an old furnace well undemeath the box with a flat plate welded into the
floor The glovebox 1s contaminated inside with plutonium There I1s a vacuum system at the
north end under the box whose line has been welded shut at the bottom of the box

Glovebox 957 has a six position empty storage rack The glovebox has two exhaust lines, one
with a filter, one without a filter The line without the filter s partially open The airlock on the
northwest corner is empty There i1s a muffle furnace on the northeast end which is closed to
inspection The bag-in bag-out port has corrosion particles on top of the bag and there are
corrosion matenals on the floor of the box There is a filter housing outside and under the
glovebox on the northeast comer Glovebox 958 has a vacuum cleaner inside the glovebox and
an awrlock on the north end Glovebox 958 went into service in 1985.

Glovebox 959 1s lined with lead which has been epoxied onto the glovebox exterior and it has
two furnace wells There 1s an empty storage rack at the south end which can hold ten
containers The rack has five lower storage positions and five upper storage positions The
racks are water filled This water-walled storage rack was commissioned in 1985 The exhaust
line in the center of the box has no filter (not designed for one) The exhaust line on the northeast
end 1s filtered The box contains miscellaneous crucibles, tantalum, and ceramics The glovebox
1s dirty and radioactively contaminated.

There are four control panels on the east wall, two of which may be internally radioactively
contaminated

On the south wall are three wall cabinets which did contain reactive metals including calcium,
magnesium, zinc, tin, and aluminum The metals were stored in plastic bottles Ceramic crucibles
were also stored in these cabinets The lower cabinet contains miscellaneous equipment and
crucibles

B779, Room 134

Room 134 was onginally office space which was later converted to store chemicais It contained
three flammable chemical storage cabinets
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B779, Room 135
Room 135 has been used for storage by the RCTs
B779, Room 137

Room 137 was an aqueous R&D laboratory Gloveboxes 106-1 through 106-6 formed an
aqueous processing line along the east wall The aqueous processing included use of nitric acid
and chloride processing. Consequently some boxes are coated for corrosion resistance
Glovebox 106-6 on the north wall was used for microwave degradation

Glovebox 106-1 has lead shielding that has been bolted in place. The glovebox contains
balances and an intake filter The glovebox has an airlock that ts clean and empty

Hood 106-1 ts located in the Southwest corner of Room 137 The hood 1s radioactively
contaminated HCI acid was stored in three one gallon glass bottles in the hood The sump
pump for the process drain i1s contaminated (under the sink in the southwest corner of the room)

Glovebox 106-2 has lead shielding that has been bolted in place There s a recessed ledge in
the back of the box for the exhaust line which has some sort of buildup on the ledge

Hood 106-2 1s located in the west-center of the room Several chemicals were used in this hood
including phosphonc acid and non-flammable organics

Cabinets 4 and 5 contain chemicals, including reactive metals of aluminum, zinc, calcium,
potassium, and cadmium as well as flammables

Cabinet 1 in the northeast comer of the room is thought to have contained organic acids

Glovebox 106-6 contains a furnace but unlike other gloveboxes it is not lead-lined The
glovebox is connected to the line through an ailock. Gloveboxes contain miscellaneous
equipment, glassware, and the glovebox floor 1s dirty and exhibits corrosion There Is calcium
chionde in the box Cabinet number 3 is under this glovebox. The cabinet contained bases
(ammonium hydroxide) and sodium silicate Glovebox 106-5 has lead shielding that has been
bolted in place The coating on the glovebox floor ts coming off.

Glovebox 106-4 has lead shielding that has been bolted in place The box contained varnous
chemicals and SNM including enn uranium in nitnc acid and etching solution The inside lining
is completely corroded away. There is a recessed ledge in the back of the box going to the
exhaust filter which 1s external to the box

The B-Box between 106-4 and 106-3 had no lead lining Radioactive contamination is present
within the B-Box Glovebox 106-3 has lead shielding bolted in place The lining inside the
glovebox has corroded away The exhaust line has a recess built into the box which has
buildup on the floor of the recess

B779, Room 138

Room 138 was used to store excess chemicals Routine surface contamination surveys indicate
no loose radioactive contamination is present in the room Excess chemicals have been removed

from the buiiding
B779, Room 139

Room 139 was a soil analysis laboratory It has extremely low levels of contamination
(Reference Appendix C)
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Cabinet one contains equipment Cabinet two through eight contained chemicals The cabinet
on the south wall next to the sink has radioactively contaminated soil samples on top of the
cabinet The sump pump under the sink has been triple nnsed

lHood 139-S (SW) has a large magnet in the hood The hood Is radioactively contaminated at low
evels

There is a control panel in front of Hood 139-S which contains radioactively contaminated
equipment The west cabinet contained eight sources in small bottles The sources have been

removed.
The center table contained chemicals, tools, resins, and soil samples

No SNM was allowed into B-Box 139-4 The exhaust line connects to a large filter housing
overhead |2c:he room B-Box 139-4 contains absorbent columns and glassware The box is
contaminat

Box 139-3 contains two round exhaust filters There is an airfock on the outside of the north
exhaust filter for inserting new filters The box 1s connected to the house vacuum system There
1s a small amount of residue in the comers

No SNM was allowed in B-Box 139-2. B-Box 139-2 contains a furnace, tumbler, bottles, and
pans B-Box 139-1 was used with plutonium, amencium, and depleted uranium

B779, Room 140

Room 140 was a sample preparation laboratory for metal analysis, weld failure analysis, etc.
There was some beryllium work performed in Room 140, however most was stainless steel work
In the southwest comer of the room are two hoods (140SD and 140SE), which have radioactive
contamination These hoods were used to prepare depleted uranium and beryllium samples
Surpius equipment is currently stored in the hoods which were used to prepare the depleted
uranium samples

The 140SE hood has beryiium and uranium contaminaton

The 140 SW hood was used for polishing. Hood 140SW is also beryilium and uranium
contaminated The hood is full of equipment and tools The exhaust plenum 1s connected at the

back of the hood
B779, Room 140A

Room 140A was a support room for a scanning electron microscope (SEM) Room 140A houses
a metallograph and miscellaneous supplies area

B779, Room 140B

Room 140B houses a SEM The SEM was used to analyze coated samples, such as saltcrete
and cement and has been moved to Buillding 707

B779, Room 141

This room contains an Electron Spectroscopy for Chemical Analysis (ESCA) instrument which is
used for non-radioactive analysis



DECOMMISSIONING OPERATIONS PLAN RF/RMRS-97-085 UN
FOR THE 779 CLUSTER INTERIM MEASURE/ Rev 0, Page 25 of 96
INTERIM REMEDIAL ACTION Date Effective 09/25/97

B779, Room 141A

Room 141A houses a microprobe instrument The inside of the microprobe chamber 1s
contaminated with plutonium The microprobe 1s non-functional The filtered vacuum system for
this unit 1s connected to the Health Physics vacuum system

8779, Room 1418

Room 141B contains a SEM The SEM is not believed to be radioactively contaminated

B779, Room 141C

Room 141C contains a metallograph and optical reduction equipment This equipment was used
to photograph samples and i1s not believed to be radioactively contaminated

B779, Room 142

Room 142 1s a building utiiies room Room 142 i1s used as a sateilite accumulation area for
florescent light bulbs

B779, Room 171, 172

These two rooms were SNM storage vaults A chainveyor vault is located in Room 172 and
Room 171 has Benelex-shielded cubicles The rooms are not known to have been radioactively
contaminated

B779, Room 217

Room 217 contains a radioactively contaminated auger and ESCA The ESCA was attached to a
relatively new (late 1980s) stainless steel, non-lead-ined glovebox (Glovebox 330-371)

Glovebox 963 contains miscellaneous furnaces and balances Glovebox 963 is not lead-lined A
vacuum pump 1s located under the glovebox which is likely to have internal radioactive
contamination The glovebox contains miscellaneous equipment

Glovebox 964 1s a supporting non-lead-lined glovebox which was used to store SNM

Giovebox 964 i1s expected to be highly contaminated with radioactive matenal This glovebox
was used for molten piutonium studies Two vacuum pumps are located under glovebox 964
and are likely to have internal plutonium contamination There i1s possible asbestos-containing
matenais in the glovebox A h#raullc pressure pump under the glovebox may also be internally
contaminated with plutonium. The glovebox also contains miscellaneous equipment.

Glovebox 330-371 is not lead lined The glovebox contains miscellaneous tools and an auger
which 1s internally contaminated with plutontum This glovebox has glove-ports in its plexiglas
windows The glovebox has an atrlock which 1s empty

The E hood has fixed contamination on a gnill outside of the hood The hood contains two small
fumaces Miscellaneous equipment is stored undemeath the hood

A vault 1s located in the northwest corner of Room 217 The vault was used to store Uranium
B779, Room 218
Hood 218SE is located on the southeast side of Room 218 Hood 218SE s radioactively

contaminated and houses a microbalance There i1s a vacuum pump under the hood which is
likely to have internal radioactive contamination The hood is coated inside to minimize/prevent
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corroston The hood appears to have an old criticality dramn, which is capped on the bottom and
taped over on the top inside of the box The hood work surface 1s full of equipment Hood 218S
and 218SW were used for preparing polymer and cementation samples which were shightly
contaminated with plutorium The 218SW hood 1s not lead-lined It contains balances, mixers,
beakers, tools, and Portland cement

Glovebox 970 (GB-970) was used for plutorium storage and studies Glovebox 970 i1s hughly
contaminated with plutomum GB-970 has lead tape on the exterior front GB-970 has a bagout
port on the bottom of the box There is a vacuum pump undemeath the glovebox which is
disconnected, but has internal plutornum contamination There is an empty three position storage
rack, miscellaneous tools, and a balance inside the glovebox The filter (inside the glovebox) has
crystals growing on its surface GB-970 has an airlock

Glovebox 971 (GB-971) 1s not lead-lined Low level contamination is anticipated in GB-971
This glovebox was used for plutonium studies There are miscellaneous tools on the south side
of the glovebox The glovebox contains a reaction vessel In the northwest corner of Room 218
sits a (Qzamma Cell which has a Cobalt 60 source (21,632 cunes The Cobalt 60 source was
used for matenals radiation studies

B779, Room 220

Hood 220SE ts located on the southeast side of Room 220 Hood 220SE 1s contaminated Hood
220SE was used for material storage and entry to Glovebox 463 (GB-463) Hood 220 SE 1s
non-lead-lined GB-463 exhaust is to an external filter overhead in the southwest corner of Room
220

Glovebox 463 1s non-lead-lined It was used for plutonium oxidation and waste disposal (i e , all
samples were bumed here) The box contains a muffle furace, tools, cans, check weights and a
four positton heat detector

Glovebox 462 (GB-462) has lead lining which is bolted in place GB-462 has a vacuum system
The glovebox was used for uranmum/piutonium studies GB-462 i1s tagged “Out of Service” GB-
462 contains a small muffie fumace and hot plate The glovebox has an airlock.

Hood 220C 1s non-lead-lined it 1s posted with contamination levels The hood has a vacuum
system and contains miscellaneous items

Glovebox 974 (GB-974) is lead lined with the lead epoxied onto the glovebox exterior GB-974
was used for plutonium studies GB-974 contains a three position heat detector and contains
miscellaneous equipment and tools There is a vacuum system connected to the glovebox which
1s radioactively contaminated The glovebox has an arrlock Several cabinets on the south end
of the room contain glassware and supplies

B779, Rooms 221A, 221B, 273, 277, 275, 274

Rooms 221A, 221B, 227, 273, 275 and 274 were used as offices and study areas The rooms
contain miscellaneous furniture and equipment

B779, Room 222

Room 222 contains several gloveboxes and analytical hoods as identified below
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Glovebox 975 (GB-975) was used for plutonium studies This glovebox is divided n the middle
and contains gloveports in the plexiglas windows GB-875 contains balances, checkweights,
cans, and tools The south end of the floor beneath the glovebox 1s contaminated around the
vacuum pump and there 1s fixed contamination on the outside of the glovebox window A
vacuum system (disconnected) is located under the glovebox airlock The vacuum chamber is
radioactively contaminated internally

Glovebox 976 (GB-976) was used to complete some R&D studies on reactive species
Glovebox 976 contains a 3 position heat detector, a vacuum furnace, balance, and miscellaneous
tools A vacuum line connected to the airfock does not have a fiter There are in-line sealed fiters
to and from the adjacent argon supply cabinet A vacuum pump and chiller are servicing this
glovebox

Glovebox 977 (GB-977) is lead lined with the lead epoxied onto glovebox extenior The box Is
not radioactively contamnated and is identified as being out of service There are no gloves on
the box The glovebox is coated inside and contains an empty three position heat detector
storage unit

Glovebox 330-371 1s a two part glovebox One part was used for sample preparation and
contains an analytical balance The other side has a solution calonmeter This glovebox was
used for research Both box parts are radioactively contaminated The glovebox well on the
west end 1s aimost full with the calonmeter The glovebox has an airlock Room 222 contains an
X-ray refractometer which is not radioactively contaminated

B-Box 981 was not used extensively, but the glovebox is radioactively contaminated The box
1s not lead-lined

Glovebox 980 (GB-980) 1s a nitrogen inert glovebox with an automatic dump valve and fiow
through system There may have been some R&D studies on reactive species completed in the
glovebox The glovebox contains an anaiytical microbalance, tools, glassware and check
weights The box has an airlock which i1s empty

Glovebox 982 (GB-982) contains a muffle furnace, miscellaneous tools, and items in the airlock
Beneath the box i1s an air sample bottie connected to piping entering the box

B-Box 105 s radioactively contaminated and was used as an entry for gloveboxes 105 and 106.

Glovebox 105 (GB-105) was used for plutonium studies The glovebox s lead lined with the
lead bolted in place and the lining seams were lead taped The glovebox contains a one-posttion
heat detector There 1s a muffie furnace in the glovebox and what appears to be a sheet of
transite (asbestos) on the southeast glovebox floor Glovebox 106 (GB-106) is radioactively
contaminated GB-106 was used for storage of SNM and equipment

Hood 222NC was used for miscellaneous uranium and non-plutonium studies, pnmanly uranium
studies Some of these R&D studies may have involved reactive species It was utilized as a
non-contaminated box Expernments were conducted with encapsulated matenals There 1s some
radioactive contamination inside the hood There are also some glass, and supplies undemeath
the hood

Glovebox 460 was designed for gas and solid reactions Radioactive contamination levels inside
460 should be very low The box is lead lined with the lead bolted in place The glovebox
contains miscellaneous tools An airlock is attached There is a vacuum pump under the box
which s likely to have radioactive internal contamination
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Glovebox (GB-983) was used for compatibility studies and is not expected to be radioactively
contaminated The glovebox is non-lead-lined This glovebox has gloveports in it's plexiglas
window Glovebox 03339 1s not contaminated and was never put into service The glovebox
was to be used for a calorimeter but was never used It s lead-lined with the lead epoxied onto
glovebox exterior

Glovebox 017 is radioactively contaminated and is not connected to the building ventilation
system

Glovebox 985 (GB-985) was used in support of plutonium compatibility studies and is similar to
Glovebox 975 The glovebox is not lead lined GB-985 contains a three position storage unit, a
sample vial rack, a balance, laboratory press, and miscellaneous tools At the east end of the
glovebox there appears to be a capped off exhaust line and filter housing Both inlet and
exhaust filters are external to the glovebox tn separate housings

GB-986 has moderate to very low uranium contamination The glovebox internal surface 1s
coated with a protective matenal

Hood 555 s attached to a “Cary” Ultra Violet Mass Spectrometer It has low level radioactive
contamination and has not been used since 1969

Glovebox 230 (GB-230) 1s blanked off, but radioactively contaminated. The bolts are silicone
sealed The box s lead-lined and the lead is bolted in place There appears to be no exhaust to
the line (closed off) The line contains a pig tailed bag of trash in the south end The floor
appears to have been swept There is a pile of tools in the center of the glovebox

Glovebox 989 and 990 are the same glovebox The glovebox contains two tube furnaces
There 1s a capped vacuum line on the south end of the glovebox The glovebox airlock 1s empty
The glovebox vacuum pump s under the glovebox and is likely to have internal radioactive
contamination Glovebox 992 (GB-992) contains a large lab press, polishing equipment and
balance in the glovebox An enerpac hydraulic pump is undemeath the glovebox which services
the press. The hydraulic system 1s likely to be radioactively contaminated intemally. There 1s a
metal plate under the press (not welded to the glovebox floor) which has been silicone sealed
along the edge The glovebox has an empty airlock.

Glovebox 991 (GB-991) contains miscellaneous tools, check weights, and a balance The
glovebox floor is clean However, the floor under the glovebox is contaminated on the north end

B779, Room 223

Hood 223-1 was used for beryllum work The floor in front of the hood ts radioactively
contaminated and there is probable radioactive contamination in the exhaust line from the hood
The hood 1s dirty inside and contains cans and beakers

There 1s fixed contamination on the sink top next to the hood

In the northwest corner there is a heater attached to a vent Lead tape covers the holes in the
south side of the heater cabinet There is fixed radioactive contamination on the front of the filters
leading into the cabinet

A vacuum coating surface ts in the south center of Room 223 The inside of the furnace Is open to
the room through an open side port The furnace exhausts directly to the room

Radioactive contamination has been identified in the lab on the north wall There are large
vacuum systems on the east wall that may be internally contaminated
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B779, Room 225

Although there are no gloveboxes or hoods in Room 225 There s radioactive contamination on
the northeast cabinet and a hot spot on the floor next to the vacuum system

B779, Room 228

This room was used for sample preparation for X-ray analyses, plutonium metallurgy and tensile
testing

Glovebox 045 (GB-45) contains an Instron testing machine It contains a six position and a two
pﬁsmon heat detector and miscellaneous tools There is a glovebox well under the south end of
the box

B-Box A-1 has low level radioactive internal contamination The B-Box contains two diamond
cutoff saws and a vacuum bell jar A metal plate with lead tape covers a hole in the box floor
The lead tape 1s around the plate edges and attaches to the glovebox floor GB-192 contains six
tube fumaces and miscellaneous tools Four of the fumaces appear dated and could contain
asbestos The glovebox has an airiock

Glovebox 202 contains a constant temperature bath on the east end with other miscellaneous
items GB-202 has an airiock which 1s empty There is lead tape around the windows

Hood 202 contains polishing and cutting machines The hood'’s exhaust line runs to a large
overhead room filter plenum

Hood 468 S contains a sputtenng coater in the west end which was used for coating plutonium
samples There are miscellaneous cans and tools in the box

Hood 468 NE contains a canner, balance, miscellaneous cans and tools. There is a disconnected
vacuum pump under the hood which may be radioactively contaminated intemally The intake
filter 1s under the hooded floor in the northeast comer

Hood 468 NW contains miscellaneous tools
Hood 198 does not have an exhaust filter

Glovebox 199 (GB-199) 1s lead lined which is epoxied onto glovebox extenor Glovebox 199
was used for plutonium sample polishing The glovebox contains a vacuum fumace, a diamond
cut-off saw, a muffle furnace, balance, a five-positton heat detector and an airlock The vacuum
pump located under the glovebox is likely to have internal plutonium contamination There are
two pass-throughs, one to Room 234 glovebox 205, and one to glovebox 203.

GB-203 contains two polishing machines, an ultrasonic cleaner and miscellaneous tools There is
a vacuum system under the box which could be intemnally contaminated with plutonium The
glovebox has a pass-through to Room 234, Glovebox 205C

Glovebox 200 contains a tube furnace on the west end and a constant temperature bath In the
east end of GB-200 there are miscellaneous tools throughout The atrlock 1s on the eastend The
vacuum system for the tube furnace ts under the glovebox and likely to be radioactively
contaminated internally

GB-201 contains a microbalance which is attached to a rubber gasket in the floor to dampen
vibration
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There are five X-ray refractometers in Room 228 which are not beleved to be radioactively
contaminated

B779, Room 233

Room 233 i1s an office containing a workbench, desk and bookshelves This room 1s connected to
Room 235

B779, Room 234

The Room 234 gloveboxes (205A, B, C, D) were used for plutonium sample preparation as
described below

Glovebox 205 was used for sample preparation The glovebox contains a balance, assorted
tools and check weights There i1s a cover over the exhaust filter Above the glovebox is a freon
tank The vent for this tank 1s located in the glovebox

A vacuum pump 1s located below the glovebox It is suspected that this pump was used to fill the
freon tank above the box GB-205 has a pass-through that goes to the gloveboxes in Room 228
Glovebox 205A contains a piece of Lexan, a heat detector and an ultra-sonic cleaner that may
have used carbon tetrachloride No carbon tetrachloride ts present

Polishing of samples was performed in Gloveboxes 205B and 205C Both of these gloveboxes
have floor mounted polishers The gloveboxes also contain tools, sample holders, ultra-sonic
cleaners, heat detectors and empty bottles that at one time contained freon

Hood 205D was used for polishing and etching The glovebox contains tools, ultra-sonic
cleaners, controls and empty bottles GB-205 has a blanked off exhaust port with expanded
metal welded over the opening

Hood 205E 1s small in size and contained sample vial containers which are to be removed durnng
deactivation

Room 234 also contains two metallographs Both are contaminated and have signs that indicate
removable and fixed radioactive contamination i1s present The floor below the metaliographs also
has radioactive contamination

The room’s refngerator was used to store chemicals for photograph developing and sample
molding Room 234 has a fire cabinet which stored solvents and an acid cabinet which was used
to store acids such as nitric and hydrofluonc acid

Paint covers fixed contamination on the floor Room 234 contained several chemicals which may
have left a residue

B779, Room 234A

Room 234A contained an X-ray unit which has been removed from the room Room 234A is now
used for storage The floor has several areas with yellow paint indicating the possibility of fixed
contamination on the fioor

B779, Room 2348

This room was used as a dark room No radioactive contamination is suspected to be in this room
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B799, Room 235

Room 235 has a TEM (transmission electron microscope) The unit 1s not believed to be
radioactively contaminated

B779, Room 270

In the southeast corner of Room 270 1s an ESCA used for surface analysis Glovebox 2115 was
not used and should not be radioactively contaminated Giloveboxes 972 and 973 were used for
plutonium and hydrogen studies Two X-ray units were removed, from the northwest comer,
placed in crates, and are being stored in Room 157 (these were radioactively contaminated)

B-Box 270 N 1s empty, but the B-Box 1s contaminated with uranium Glovebox 3072 1s
contaminated with uranium  GB-3072 has some tools remaining inside the glovebox

B779, Room 271
Room 271 was used as a low level mixed (LLM) waste storage area
B779, Room 272

Room 272 was a testing laboratory The center glovebox (GB-6620) 1s not contaminated
Glovebox 6621 was used to support testing and is plutonium contaminated

B779, Room 273

Room 273 has fixed radioactive contamination on an electncal connector on box

B779, Room 147

Room 147 was used for storage of non-RCRA drums and treatability study samples.

B779, Room 150

Room 150 contains equipment used for welding The room equipment includes EB welders,
tanks, work benches, storage cabinets, vices, tool boxes, fixtures, a fire cabinet, gnnders,
sanders and bookcases The room has one welder, marked “caution berylium” and three hoods

(150N, 150-S, and 150-W) connected to the building ventilation system It is thought that minimal
radiation operations were performed in this room The possibility exits for contamination

B779, Room 152

Glovebox 208 was deactivated in 1995 Glovebox 208 i1s constructed of aluminum that has been
lead lined and lead taped The glovebox contains a large vacuum furnace on the south end,
which 1s open and empty The cnitically drain on the south end of the box has been welded shut

Glovebox 211 has been deactivated Glovebox 211°s lead lining 1s epoxied onto the glovebox
exterior The lead lining seams are lead taped The glovebox has an airlock which is empty

There 1s an empty vault located in the north end of the room
There 1s a radioactive contamination posting in the northwest corner of the room

B779, Room 153

Room 153 was used for drum storage and had one RCRA drum storage location to collect leaded
gloves
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B779, Room 153A

Room 153A appears to have been used for drum storage at one time This room contains signs
on the wall labeled “hot tooling™ and “tntium " The room contains a trash compactor, a lead drum
shield, and three abandoned pumps

B779, Room 1538

Room 1538 i1s a down draft room Room 153B was used to open contaminated and potentially
contaminated containers as well as for repackaging drums This room also contains a trash
compactor

B779, Room 154
Room 154 was used for hydnding and dehydnding plutonium

Hydnding and dehydnding was accompiished in gloveboxes 1363 (GB-363) and 1364 (GB-
1364) Glovebox 7248’s (GB-7248) lead lining is bolted in place Lead tape is used to seal the
hning seams This glovebox contains three fumaces

The vacuum pump underneath GB-1364 has internal radioactive contamination The glovebox
has an airlock on the south end GB-1364 has a cnticality drain on the south end which is taped
over and plugged

Glovebox 1363's (GB-1363) lead lining 1s bolted in place Lead tape is used to seal the lining
seams GB-1363 contains two furnaces and has an ailock at the south end. GB-1363 has two
vacuum pumps which were used to support the giovebox operations The vacuum pumps are
interally contaminated with plutonium The tray on the outside of this box 1s contaminated.

Glovebox 2025 (GB-2025) 1s non-lead-ined GB-2025 was used to burn off hydrogen from the
hydnding process The glovebox contains a torch and some miscellaneous tools GB-2025 has

an airfock.

Glovebox 1365’s (GB-1365) lead lining 1s bolted in place Lead tape i1s used at the lining seams.
The glovebox contains miscellaneous jugs and containers The vacuum pump’s line ts connected
to the airlock located on the north end of the glovebox The cnticality drain from GB-365 1s painted
with magenta paint indicating fixed contamination

Glovebox 4933'’s (GB-4933) leading lining 1s bolted in place Lead tape is used to seal the lining
seams The glovebox has a three space heat detector and hot plate The glovebox intemal
surface s coated with a protective barner, which s flaking off

B779, Room 155

Room 155 was a plutonium sample-mounting laboratory supporting auger spectroscopy Room
155 has etching equipment, polishing equipment, a fumace and B-Boxes to pull samples out of

the production line

Hood 155 NE was a 90 day accumulation area (779-2269) Hood 155 NE contains trash and
corroded laboratory equipment There is possible transite (asbestos) lining the hood

Glovebox 206-218 contains a muffle furnace, miscellaneous tools and a heat detector Giovebox
206-219 contains a polishing wheel, burnables, and cutting disks

Glovebox 206-220 contains two polishing wheels
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Glovebox 206-221 contains two electroetching units  This glovebox has internal radioactive
contamination

Glovebox 206-222 contains a cutoff saw, tools, balance, heat detector, and vacuum furnace
Glovebox 206-223 contains a polishing lap, miscellaneous tools and bushings There are two
vacuum pumps underneath GB-206-223, which access GB-222 The vacuum system has
internal radioactive contamination The cnticality drain has a cover over the bottom outlet
Glovebox 206-224 contains a polishing lap and miscellaneous tools

B-Box 206-225 contains electropolishing equipment There s direct radioactive contamination on
the shelf in front of the B-Box

B779, Room 156

Room 156 1s a calonmeter room The calonmeter and two portable air handlers (which are
radioactively contaminated) are in this room The air handlers have been wrapped in plastic and
tape

B779, Room 157
Room 157 was used for vanous matenals testing

Glovebox 223 (GB-233) houses a radioactively contaminated tensile testing machine GB-223
contains miscellaneous tools, an old style heat detector and miscellaneous equipment

Glovebox 224 was used to prepare samples and s radioactively contaminated

Glovebox 222 was never connected. it contains a tensile machine and is considered
uncontaminated

Glovebox 225 1s uncontaminated

Glovebox 226 contains a few tools There are two filter housings located extemal to and above
the glovebox

There are miscellaneous cabinets and electronic equipment in Room 157.

B779, Room 159

Room 159 was a permitted storage area for RCRA waste (unit 779-80 42) This RCRA unitis
closed

B779, Room 160

Room 160 was retrofitted in the early 1980s as a pyrochemical development facility Operations
that took place in this room included direct oxide reduction, molten salt extraction, electro-refining
salt scrub, and other high temperature studies with plutonium and amencium

In 1985, there was a major stationary furnace breach in glovebox 865 which contaminated the
entire room with plutonium and amencium Walls, floors, ceiling, and pipes were painted after
decontamination of the room to fix any residual contamination
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Glovebox 865's lead lining is bolted in place There are two stationary furnaces in this glovebox
Radioactive contamination exists on all internal surfaces of the glovebox The vacuum pump
located underneath the glovebox has internal radioactive contamination

Glovebox 867 i1s radioactively not contaminated (never used) The door to the main line 1s
blanked off This box is labeled “out of service” Its lead lining 1s epoxied onto the glovebox
extenor The glovebox has leaded glass windows over plexigias

Glovebox 863's (GB-863) lead lining 1s epoxied onto the %_lovebox externior A chainveyor for
moving materials between boxes s attached to GB-863 There are two stationary fumaces in
this glovebox The glovebox contains miscellaneous tools and a furnace Iid in the south end

Glovebox 866's (GB-866) lead lining I1s epoxied onto the glovebox externior This glovebox has
two wells intended for calormeters The glovebox ts connected to GB-863 by an intact rubber
blank The glovebox is not contammnated

Glovebox 857’s (GB-857) lead lining 1s epoxted onto the glovebox extenor GB-857 has an
arrlock The glovebox contains fumaces, tools, and hot plates GB-857 1s serviced by a vacuum
pump which is likely to have internal radioactive contamination

Glovebox 862 1s a continuation of GB-863 GB-862's lead lining 1s epoxied onto the glovebox
extenor The connection between this box and giovebox 860 has radioactive contamination on
the external surface of the gasket separating the gloveboxes

Glovebox 860 (GB-860) was used for storage of special nuclear matenal It 1s water walled with
lead epoxied onto the front of the box GB-860 contains a 32 position storage rack

GB-859 was used for removing buttons and salts from cructbles GB-859 has a lead lining which
is epoxied onto the glovebox exterior There is miscellaneous equipment in this glovebox which
includes a dnil press This glovebox also has an airfock on the west end which is out of service
Glovebox 864’s (GB-864) lead lining i1s epoxied onto the glovebox extenor GB-864 houses a
large tiit-pour furnace which never went hot There 1s still a rubber blank (with metal backing)
sealing GB-864 from glovebox 862 There are no gloves on the gloveports of GB-864
Glovebox 858 (GB-858) ts not lead ined GB-858 was to be a controlled atmosphere glovebox
used for drying salts which were used in the pyrochemical operations Adjacent to GB-858 are
two drying ovens for pre-drying the salts

There are cabinets on the south wall which did contain cans of salts (NaCl and KCl), as well as
unused ceramic crucibles

Glovebox 868 (GB-868) may be radioactively contaminated GB-868 i1s a conveyor line for
transporting matenals between glovebox 872 and 862

Room 160 also contains several control panels and other miscellaneous tems Everything in
Room 160 1s potentiaily contaminated with plutonium and amencium

B779, Room 160A
Room 160A was a vault that was full of SNM Room 160A is empty of all SNM
B779, Room 163

Room 163 is currently being used for storage of empty drums
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B779, Other Rooms

The other rooms within Bullding 779 are mainly office areas and shower facilittes These rooms
have a low potential for significant hazards/risk

Building 729

As described in Appendix A (Section 1 2 4), Building 729 services the ventilation requirements of
a portion of Building 779 Building 729 contains a control room, emergency diesel generator room
and filter plenum room There 1s also a filter plenum duct bndge between Building 779 and

Building 729

Contamination within Building 729 1s anticipated in the 4 stage glovebox exhaust pienum system
and the two stage building exhaust system

Building 782

As descnbed in Appendix A, (Section 1 2 8), Building 782 services the ventilation requirements of
a portion of Building 779

The main features of Bullding 782 are it's three exhaust plenums, (hood exhaust plenum,
glovebox exhaust plenum and general bullding exhaust plenum), exhaust fans and a fire water
collection tank (deluge tank) filled with rashl? nngs As with Building 729, the plenum filters in
Building 782 are expected to be radioactively contaminated

Building 727, Emergency Generator Facility

The Building 727 emergency diesel generator supplies backup electncal power to the Building
782 ventilation system to ensure continued operation of the exhaust fans Building 727 systems
exhibit no unique hazards or rnisk

Other Cluster Buildings

Building 780 Paint/Storage Facility
Bulding 780A  Metal Storage Facullg
Building 780B  Gas Bottle Storage Facility
Building 783 Cooling Tower Pump House
Building 784 Cooling Tower

Building 785 Cooling Tower

Building 786 Cooling Tower West Chiller
Building 787 Cooling Tower East Chiller

These facilities do not exhubit unusual hazards or nsk No radicactive contamination i1s expected
to be found in any of these buildings

3.2 DECOMMISSIONING OVERVIEW

This section provides a general descniption of the sequential steps which will be followed to
decommuission rooms/areas within the 779 Cluster The detailed technical approach to
decommussion an area/room of the Cluster will be developed and approved in accordance with
the IWCP process The IWCP contains detailed instructions for performing work on-site and
contains specific controls and requirements to ensure protection of the workers, public and
environment The Engineenng Package/IWCP Development section contains additional
information on how an IWCP 1s developed Figure 1-3, Decommissioning Document Hierarchy
identifies the procedures and documents associated with the IWCP process Appendix C and
Table 7 1 are used to relate the major hazards within a room to the work approach which will be
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used in developing the IWCP Table 3-2, Technical Approach to the 779 Cluster D&D Project,
summarizes the proposed technical approach for major elements, such as equipment and
systems, for the project
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Table 3-2 Technical Approach to the 779 Cluster D&D Project

ELEMENTS

— TECHNICAL APPROACTH

Glove Boxes

Hydraulic shear/ cold cutting techniques (rubblers)
Loose matenal removed/ strip coating

Utility 1solation (ventilation last)

Holdup charactenzation

PERMACON/ in place soft-side containment
Limited size reduction

LLW (macroencapsulation

Ventilation

Annex B, A modifications

Use of portable HEPAs

Maintain negative ventitation unti end of project

The last major element to remove will be the ventilation system

Piping System

Charactenzed/ flushed/ drained dunng removal
Segregate/packaged based on charactenstics or process knowiedge Drains will
be sampied and the matenal handled based on sample results

Berylhum Contaminated
Equipment
(Excess Equipment)

Follow “zero” added beryliium standard for free release to the publiic
Decontamination (wipe method) OSHA
Disposition and size reduce

Beryllium Contaminated
Waste
(Proposed Approach)

Job Safety Analysis/Hazard Analysis

Identify worker safety requirements

Contain berylhum contamination (shnnk wrap, containenzation)

Notify disposal site of the possible receipt of berylhum contaminated wastes

Demolition / Building
Structure

Fix or decontaminated structure to factlitate demolition without containment
Decontaminate structures to meet release cntena These operations may remove
surface matenal up to 1/8 inch Free release in accordance with Rocky Flats
release cntena

If unable to meet free release cnitena, ship waste to Nevada Test Site as LLW
Develop Demolition Plan

Intenior Walls Selective demolition of areas containing deep residual
contamination using wet saw cutting, and/or controlled breakup and removal
Extenor Walls If unable to meet release cntena, fix contamination in place and use
controlled selected demolion practices Rad Engineenng will prescnbe
additional controls (tents, covers, etc ) as required

Use of back hoe and caterpillar with La Bounty sear or crusher for demolition

Use dust suppression as identified by air quality

Outbuildings D&D'd in parallel with Building 779 D&D
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3.2.1 Objectives
The Engineening approach is based on achieving the following objectives

1 Ensure worker safety while completing the decommissioning activities In order to
accomplish this objective, the use of engineenng controls is maximized as appropnate
Another important consideration 1s mintmization of radiological occupational exposure The
application ot ALARA principals to each activity will be accomplished by having a
dedicated Radiological Engineer as a part of the project team One of the prnmary
responsibilities of the Radiological Engineer will be ALARA job reviews

2 Prevent the release of hazardous and/or radiological matenal to the environment The
facility 1s expected to be fully decontaminated or have rematning contamination fixed in
place pnor to disrupting the pnmary building containment If the End State Cntena
(Section 5 0) has not fully been satistied additional engineening controls will be put in
place prior to breaching the containment

3 Maintain project costs and schedule within projections Costs are usually a function of
planning and nsk projection As discussed later (Reference “Engineenng Walkdowns”
paragraph), a project team will be used to plan the decommissioning efforts, thus
minimizing unplanned activittes By using a team concept in the planning effort the
potential nisks will be better characternized Schedule flexibility will be maintained by
providing several options in planning the decommissioning tasks

4 Minimize waste generation The decontamination process selection plays an important
part in minimizing secondary waste streams Scanfication/scabbling is the pnmary
decontamination method to be used on concrete surfaces Metal surfaces will be
decontaminated using a vanety of techniques The surfaces will be wiped down with
cleaning solution, sprayed with strippable paint and potentially cleaned using abrasive
?la(sjurc\’g Other processes (such as microwave ablation) may be used if required and
unde

5 Maximize the use of existing procedures and develop others as needed This will allow
focusing project team members on the task at hand instead of creating new documents

322 Decommissioning Engineering Package/IWCP Preparation

The following paragraphs descnibe the steps and the integrated “project team” approach which
will be used to develop IWCPs which adequately address the scope of work to be performed

and specific administrative and engineenng controls which are required to be applied to specific
decommissioning operations This approach is in compliance with the Enhanced Work Planning

philosophy
Review Of Charactenization Data And Historical information

Review of characterization information will be completed to identify/venfy the potential hazards
within the work area so that the IWCP can be developed to ensure that the individuals assigned
to work within an area are properly trained and protected Additional charactenzation will be
conducted as described in Section 4 0 (Facility Charactenzation) and Appendix C
(Characterization Survey and Work Summary Matrix)
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Perform Engineering Walkdowns

Engineering walkdowns will be performed to evaluate and define the specific decommissioning
techniques to be used and engineering controls required to minimize personnel exposure These
walkdowns and tabletop work planning efforts will include participation from an integrated “project
team” composed of

- Radiological Engineering

- Radiological Operations

- Construction Management/Craft Foreman

- Mechanical, Cwil, Electncal and Instrument Engineenng
- Waste Management

- Building Operations

- Industnal Health and Safety

- Craft

- Environmental Compliance Personnel

- Area Subject Matter Expert (as available)

Engineering Package/IWCP Development

The engineering package development and IWCP process have been combined to develop
work instructions for the 779 Cluster Decommussioning Project

Based on input from the project team, walkdowns, charactenzation data and applicable building
documents, an engineenng package will be developed for each work area The engineenng
packages will contain detailed work instructions for all the decommissioning activiies The
packages include engineered radiation controls, health & safety practices, and waste
management requirements, in addition to the decontamination, disassembly, and size reduction
instructions Work instructions will be written such that they can be used directly as the IWCP
Isometnc drawings, piping and instrument drawings, and photographs will be used as tools to
supplement the work instructions The IWCP will be reviewed and approved by cntical members
of the project team and applicable support groups

3.23 Standard Work Steps

Provided below 1s a summary description and typical sequence of operations which will be
employed durnng the decommissioning of work areas/rooms within the 779 Cluster These
achivities will be controlled and authorized by a specific IWCP and may be modified, as
appropnate, to address a spectfic condition or hazard in a particular area or room.

. Additional radiological, industnal hygiene and safety charactenzation will be performed to
prepare appropniate work authonzation documents such as RWPs, ALARA reviews and
AHA This charactenzation process will be an ongoing process throughout the
decommissioning process to ensure the work area hazards are adequately addressed and
proper personnel and environmental protection 1s provided

] Prior to starting any activities, all involved personnel will participate in a pre-evolution
briefing to discuss the proposed work and to review the applicable safety requirements

. If asbestos containing matenals is disturbed as part of the scope of decommussioning
activity, the area will be abated by a qualified contractor pnor to start of decommissioning
work which could disturb the asbestos containing matenal The abatement activity will be
carefully coordinated to mimimize interference with other activities
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Equipment and honzontal surfaces within a work area/room will be vacuumed and/or
wiped down Damp cloth and decontamination fluid and/or tack rags may be used This
house cleaning will be performed to minimize personnel exposure to potentially
contaminated dust during subsequent decommissioning activities This action would also
remove any loose including asbestos, lead, beryllium and radioactive contamination

Electncal power to components/systems to be removed will be de-energized and locked
out, tagged out, and disconnected Electncal system conduit which cannot be de-
energized or 1s required for continued decommissioning operations will be clearly identified
Temporary power may be utithzed and will be clearly identified and controlled

Temporary ventilation will be used as necessary

Piping systems and equipment will be drained, 1solated and locked out/tagged out prior to
any work on the system/equipment All collected liquids will be appropnately sampled
and managed/dispositioned in accordance with site waste management procedures
(Note Liquids will usually require sampling prior to draining to determine compliance with
Cnticality Safety Operating Limits (CSOLs )

Interconnecting system piping, conduit, bracing and supports will be removed as
necessary to remove equipment and components from the room

Equipment within the work area/room will be removed As a general rule equipment located
at floor level will be removed first to allow better access to overhead areas Equipment
removal may tnclude the disassembly and decontamination of the equipment if it1s
determined to be cost effective The decontamination efforts may be completed in place or
the equipment/glovebox may be moved to another area for decontamination and size
reduction A varnety of decontamination techniques may be used including, a simple wipe
down, use of abrasive matenal such as scotch bnte, steel wool or sandpaper More
aggressive methods discussed in Appendix B may be used if necessary All equipment
and components to be unconditionally released will be surveyed in accordance with the
RI:ETS Radiation Control Manual and associated implementing procedures pnor to
release

Gloveboxes, B-Boxes and Hoods will be decommissioned using the following approach

Equipment and components will be removed from the intemal portions of the contamination
containment device (1 e , glovebox) This will facilitate the decontamination of the surfaces
likely to be contaminated

Internal surfaces will be wiped down using matenails such as tack rags and non-ionic
cleaning solution Loose matenals will be swept up and as required, a ight abrasive
material will be used such as Scotch Bnte More aggressive techniques may be used
such as abrasive gnt blast or other methods discussed in Appendix B

Based on radiological survey measurements a strippable coating may be applied to fix
surface contamination dunng size reduction operations When appropnate, the stnppable
coating may be apphed and removed several times to reduce surface contamination
levels This action will minimize the volume of TRU waste generated.

Lead shielding affixed to external surfaces of the gloveboxes may be removed to minimize
the generation of mixed waste

Prior to the size reduction of a glovebox, B-Box or hood it will be enclosed In a
contamination control containment Depending on the layout of the room, the size of the
component to be size reduced and contamination levels, a containment may be erected




DECOMMISSIONING OPERATIONS PLAN RF/RMRS-97-085 UN
FOR THE 779 CLUSTER INTERIM MEASURE/ Rev 0, Page 41 of 96
INTERIM REMEDIAL ACTION Date Effective 09/25/97

around the equipment in place or the equipment may be moved to a semi-permanent size
reduction facility located within Buillding 779, but in another room/area In any case the
contamination control containment will be equipped with HEPA ventilation to control the
spread of contamination and minimize worker exposure durng size reduction and waste
packaging operations

. Working inside a containment workers will size reduce the component using a vanety of
methods including nibblers, saws and other metal cutting techmques Size reduction will
be performed as required to minimize waste volume and allow packaging in approved
containers All waste matenal will be charactenzed and packaged in accordance with site
Waste Management procedures as described in Section 8 0

. After all equipment and systems have been removed from the room/area the exposed
room surface will be radiologically decontaminated and abated for iead and/or PCBs in
painted surfaces, as necessary The surfaces will be sampled/surveyed to determine the
need for further decontamination and to verfy the effectiveness of the decontamination
process Room surfaces will typically be decontaminated by wipe down and/or surface
gcanfucat:on methods such as scabbling or other similar technique discussed in Appendix

3.24 Sequence Of 779 Cluster Decommissioning

The overall approach is to divide the 779 Cluster into workable sub-areas Planning and work
documents will then be developed around the sub-areas

The Building 779 Annex 1s the first sub-area to be worked The annex was chosen as the first
sub-area because

1 The annex was built as a stand alone structure

2 The annex has ventilation and utiliies which can be decommissioned without affecting the
remaining building systems or structures

3 Deactivation 1s scheduled for completion by the end of the 1997 fiscal year

The second sub-unit consists of the Building 779 rooms, hoods and gloveboxes which exhaust
through the ventilation plenums in Building 729. These areas were chosen because they contain
a substantial amount of the remaining radioactive contamination hazard In addition, the rooms
and support systems for this area can be isolated from the remaining building

The third sub-area consists of the Building 779 rooms, hoods and gloveboxes which exhaust
through the ventilation plenums in Buillding 782 These rooms and the exhaust plenum contain
the remaining known contamination After the third sub-area is decontaminated, the nsk to human
health and the environment i1s minimal

As the equipment and systems are cleared from each sub-area of the building, an additional
engineenng package will be developed to complete the removal of all remaining utilities to the
area This will include the ventilation systems and all electncal power within the area The sub-
area will then be sealed off until demoltion of the building containing the sub-area commences
Once Building 779 1s sealed off, workers will use engineenng packages for utility isolation,
decontamination, and removal of the satellite buildings associated with the 779 Cluster The
satellite buldings will then be ready for demolition
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The final engineering packages will be demolition plans for the individual 779 Cluster These
plans will detail the work steps and precautions required to accomplish the final dismantiement of
the buildings in the Cluster Final demolition of the buildings are projected in the Attachment 1
schedule

4.0 FACILITY CHARACTERIZATION

4.1 INTRODUCTION

Characterization of a facility 1s the process of |dent|_mng physical, chemical, biological and
radiological hazards are associated with a faciity The hazard may be contained, (1e, acid in a
tank) or loose, (i e , radiocactive matenal on a floor) The hazard may be potential, (1 e , broken
ladder) or iImmediate, (i e , a leaking pipe) which contains radioactive matenal

This section discusses the types and phases of characterization which have been and will be
completed for the 779 Cluster There are five phases of facility charactenzation which are being
completed in the 779 Cluster as defined below

4.1.1 Scoping Characterization

The Scoping Charactenzation phase is the process of gathenng existing information about facility
hazards from existing sources The pnmary sources of this information are histoncal records,
routine survey records, facility walkdowns, and interviews with facility personnel and former
facility personnel No additional sampling or surveys are performed dunng this charactenzation
phase This information is used as the basts for preliminary evaluations of proposed
decommussioning activities The Scoping Charactenzation phase provides information for
completion of the Reconnaissance Charactenzation phase Specifically, this phase assists
t;;:'OJect personnel in determining the ambient of additional charactenzation necessary to support

e project

The 779 Cluster's Scoping Characterization phase has been complete The documents which
were reviewed in gathenng this information are contained in the project files

4.1.2 Reconnaissance Characterization

The Reconnaissance Charactenzation phase establishes a definitive baseline of information
about the facility’s hazards Dunng this phase, the Scoping Charactenzation is used in
conjunction with a review of the proposed decommissioning activities to determine if the proposed
activities are feasible and to identify the need for additional sampling and/or surveys If additional
charactenzation 1s needed to adequately define the quantity and distnbution of contaminants,
additional sampling would be completed dunng the Reconnaissance Charactenzation phase A
RLCR 1s then produced The RLCR 1s a summary of all the known charactenzation information
which was obtained for the facilities being investigated

The draft 779 Cluster's RLCR has been completed and is being reviewed by project personnel
The Charactenization Survey and Hazard Summary Matnx, Appendix C, has been produced
through the evaluation of the scoping and reconnaissance charactenzation information and the
activities that will be performed during decommussioning The Charactenzation Survey and
Hazard Summary Matnx summanizes the hazards that are known to be present or expected to be
present in the indicated work area The 779 Cluster RLCR and Appendix C information are used
(1) to complete the preliminary hazard analysis, (2) to support the preparation of detailed
decommuissioning work packages, (3) to estimate the type and amount of waste which is
expected to be generated dunng the decommissioning, and (4) to support project plan
considerations of dose assessments for ALARA analyses
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4 1.3 In-Process Characterization

In addition to the Reconnaissance Charactenzation, addittonal radiological, chemical, and safety
surveys will be completed, as necessary, to prepare appropriate work authorization documents
such as, RWPs and AHAs These surveys are typically completed shortly before the work 1s
initiated to ensure conditions have not changed since the work planning stage As work
processes and hazards are removed, further characternization 1s completed to verify the
effectiveness of the decommissioning work efforts These sampling and survey activities are
called In-Process Charactenzation

There are three aspects of the data life cycle that apply to the charactenzation process Planning,
Implementation, and Assessment To produce a usable document (1 e , Reconnaissance Level
Charactenzation Report) each of the three aspects must be applied in sequence

The planning process uses the data quality objectives (DQOs) to determine data needs, quality
and survey design The DOP is the initial planning phase for charactenzation activities

The second phase of the charactenzation process is implementation This phase includes the
assessment of historical documentation concerning the operations of the facilities and any
associated chemical or radiological inventory Additionally, a physical survey is accomplished
using the design as outlined during the planning phase

4.1.4 Final Decommissioning Survey

The Final Decommissioning Survey i1s conducted pnior to demolition in order to demonstrate that
the radiological and industnal contaminants within the facility have been reduced to levels that
comply with the established release critena The Final Decommussioning Survey Report will be
included as part of the project's administrative record and turned over to the Contractor's
Environmental Remediation Department for final site remediation

4.1.5 Confirmatory/Verification Survey

This survey s performed by an independent party and 1s conducted to venfy that the facility,
and/or material removed meets established release cntena The independent party performs a
review of the Final Decommissioning Survey methodology and survey data Typically a
confirmatory survey of one to 10 percent of the area 1s performed The independent and project
confirmatory/verffication surveys are then compared to project data for consistency
Discrepancies are dentified, evaluated and resolved.

42 779 CLUSTER CHARACTERIZATION
The quantity and quality of the data presently reviewed has been used to plan the

decommissioning activities and provide for protection for the decommissioning work force The
following decisions/observations were made from the Reconnaissance Charactenzation data

1 There are no areas within the 779 Cluster which have significant amounts of unidentified,
uncontrolled, unmarked radioactive contamination There are some areas which are clearly
identified as contamination areas that are not in B-Boxes or gloveboxes. There are no
accessible areas which have radiation levels above 1 mrem Room 160 in Buiiding 779 1s
the only room known to have significant amounts of fixed radioactive contamination on
painted surfaces (Note: Due to the nature of activities performed in the facilities, painted
surfaces throughout the facilities will be evaluated for contamination ) As equipmentis
removed from the 779 Cluster exposing painted surfaces, a thorough sampling and
analysis for loose and fixed radiation contamination will be completed Current planning i1s
to remove paint from all rooms where significant quantities of radioactive matenal were
used
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Excess and hazardous chemicals have been identified or removed from the 779 Cluster
duning the deactivation process Because the chemicals have been identified for removal
dunng deactivation and there are no known areas which have a buildup of chemical
residue, no special chemical charactenzation is anticipated Should a chemical be found
dunng the decommussioning process, the chemical will be handled in accordance with
existing chemical identification and handling procedures

The specific quantity and distnbution of asbestos containing matenal known, has been
evaluated and have been performed The inspections have revealed that by an
accredited asbestos inspector and documented in an Asbestos Investigation Report
There 1s asbestos in some insulation matenal, celling tiles, floor tiles, mastic and wall board
taping compound Much of the insulation matenal has been wrapped in place to prevent
disturbance The other areas which have a potental for containing asbestos are in good
condition Further sampling and asbestos abatement will precede any activity which
would disturb the potential asbestos containing matenal

Date from industnal hygiene sampling of similar facilities indicates that the majortty of
painted surfaces contain lead For this reason, the 779 Cluster decommissioning planning
process includes evaluation of painted surfaces for lead The amount of lead in the
painted surfaces will be analyzed, using TCLP as necessary to ensure proper disposal
of this waste to support the decommussioning effort

The first decommissroning effort in each area will be to wipe down and thoroughly clean all
surfaces This effort will remove any dust which may contain asbestos, lead, or berylhum

Berylium metal was removed from the 779 Cluster dunng the deactivation process But,
because berylium was machined in some areas of the facility, the first decommissioning
effort in each area will be to wipe down and thoroughly clean all surfaces This effort is to
remove any dust which may contain lead or beryllium A more thorough sampling and
analysis will be completed prior to work in areas previously identified as a beryllium work
area

7 The 779 Cluster fluorescent lights and fluorescent light ballast will be removed and
disposed in accordance with appropnate RFETS procedures

8 The following contaminants of concemn have initially been identified based on an analysis
of the proposed work, facility history, walkdowns, and process knowledge If other
contaminants are identified dunng the course of decommissioning, or addrtional information
becomes available, these contaminants will be included, as appropnate, in future
charactenzation efforts

Contaminant = Location

Plutonium - lntrefnor of gloveboxes and ventilation systems, isolated locations on building
surfaces

Amencium - Intgnor of gloveboxes and ventilation systems, isolated locations on buiiding
surfaces

Uranium - Intenor of gloveboxes and ventilation systems, tsolated locations on building
surfaces

Lead - Painted surfaces and shielding

Asbestos - Thermal system piping insulation, tile, adhesive

Berylhium - Building and equipment surfaces

PCBs - Electnical ight ballasts, oils, paint, tar, adhesives (high temperature areas)
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The 779 Cluster Decommussioning Project Specific Health and Safety Plan contains information on how
the above information will be implemented as the decommissioning effort 1s completed

43 RADIOLOGICAL CHARACTERIZATION

The radiological charactenzation of the facility and equipment will make use of existing operational
radiatton protection surveys, supplemented by additional surveys and sample, to determine the
presence and/or level of radioactive contamination The radiological monitoning of radiation exposure
levels, contamination, and airborne radioactivity will comply with requirements of 10 CFR 835, RFETS
Radiological Control Manual and implementing procedures The charactenzation surveys will be
performed by trained and qualified personnel using instruments that are properly calibrated and
routinely tested for operability Samples of potentially contaminated liquids, painted surfaces, and
sediment will be collected and analyzed by qualified individuals using appropnate equipment and
approved procedures The resuits of radiological surveys will typically be documented on a map The
ldocumentatlon will contain sufficient detail to permit identification of onginal survey and sampling
ocations

Using the facility operational and radiological history, biased sampiing locations will be selected to
quantify radioactivity based on suspected, or known, contamination at a given location Examples _
Include horizontal surfaces such as the tops of gloveboxes and piping in overhead areas Unbiased
locations of unaffected areas will be selected at random Examples of these areas include office areas
and areas where radioactivity 1s not expected (see Appendix C for room specific information)

44 ASBESTOS CHARACTERIZATION

The objective of the asbestos matenal characterization is to determine the , quantity and location of
asbestos containing bullding material (ACBM) The charactenzation of the 779 Cluster was conducted
in several phases These phases correspond to the work areas identified by the project schedule
(Reference Attachment 1) Any additional asbestos charactenzation that may need to be addressed in
the work areas will be performed prior to the disruption or removal of suspect matenals (see Appendix
C for room specific information)

Asbestos matenial charactenzation includes a review of documents detailing facility history, facility
construction drawings, factlity walkdowns, sample collection and analysts, and evaluation and
documentation of results, and conclusions The asbestos charactenzation survey was designed and
managed by a qualified individual in accordance with the requirements of 29 CFR 1926 1101 Samples
were collected at locations identified dunng the review of facility drawings and walkdowns Surveys
were performed by trained individuals who follow written procedures All sar%ﬂes were tracked from
sample collection, transport, and analysis All samples are analyzed at a cerfified laboratory Data
was recorded in an orderly and venfiable manner and are reviewed by a qualified Building Inspector for
accuracy and consistency A report has been prepared summanzing laboratory resuits including
sample location, sample descniption, asbestos type and percent, non-asbestos fiber types, matnx
types and sample color

45 BERYLLIUM CHARACTERIZATION

Work areas and equipment where berylium 1s known or suspected of being present will be surveyed
pnor to disruption or removal of such items or surfaces Beryllium smears will be collected and
analyzed from various equipment and surfaces within the factlity Sampling and analysis will be
conducted by trained individuals in accordance with the RFETS Beryllium Control Program (see
Appendix C for room specific information)
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46 LEAD CHARACTERIZATION

Lead shielding and lead-based paint are known to be present n the facility The general approach will
be to assume that all painted surfaces are lead-beanng unless proven otherwise This approach will
mintmize charactenzation costs and ensure worker protection Selected lead sampling will be conducted
by collecting media samples for analysis through the use of portable lead detection equipment The
sampling and analysts will be conducted by trained individuals using site approved procedures

4.7 POLYCHLORINATED BIPHENYLS

Based on the review of the 779 Cluster records there is no reason to believe that PCBs have been
spilled in any of the faciliies PCBs are suspect in electncal lighting ballasts, oils, and to a lesser
degree in paints, adhesives and roofing tars Representative sampling will be performed to determine
if PCBs are present in these materials and to ensure appropnate waste management and safety of the
workers Sampling will be conducted by trained personnel following standard industry practices

48 DOCUMENTATION

Dunng charactenzation activities, direct, indirect, and media samples wili be obtained, measured,
and analyzed for radiological and hazardous matenal contaminants The results will be used to
determine the extent and magnitude of the contaminants and serves as the basis for estmating
waste quantities for decontamination options Sample collection, analysis, and the associated
documentation will follow standard procedures and meet the recommendations and requirements of
applicable regulatory agencies A chain of custody sample tracking form will be used for each
sample collected to account for the sample from collection to the point of analysis Radiation
protection for the sampiing event and the sampling team will be addressed under a Radiological
Work Permit  Additional personal protective equipment for the sampling activity will be as specified
by Industrial Hygiene in the AHA

Records will be maintained as part of the project files in accordance with the cntena established
through RFETS records management, quality assurance and the conduct of engineenng manual in
accordance with CERCLA Appropnate project documents are sent to the Administrative Record

5.0 BUILDING CLEANUP CRITERIA

One of the objectives for this project 1s to reduce the hazards within the 779 Cluster to acceptable
levels The purpose of this section is to identify the cleanup cntena (acceptable level) which will
be used to release the 779 Cluster for demolition Based on the 779 Cluster's charactenzation
information, the predominate hazards to be removed from the facilites are

Radioactive Contamination

The release levels for radioactive contamination are discussed below Note that of all the
radioactive contaminates known to have been introduced into the 779 Cluster, the radioactive
contaminant with the lowest release level 1s plutonium

Asbestos

Asbestos containing matenal will be removed from the facilities pnor to demolition

Beryllium

Beryliium metal has been removed from the 779 Cluster dunng the deactivation efforts There are
no environmental laws which have an identified berylium surface contamination imit The release
cntenia and survey methods will conform to the approved RFETS policies and procedures
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Building surfaces and equipment suspected as being contaminated with beryllium will be
surveyed to assess the level of any berylium contamination The RFETS berylium
housecleaning surface contamination limit is 25 micrograms (E'u?) per square foot (ft2) In any case,
no beryllium contaminated maternal will be released from RFETS without being properly packaged,
labeled and having DOE approval

Lead

Lead will be segregated from other materials and dispositioned appropnately Lead contained in
matenal which could be retumed to a landfill (i e , painted building surfaces) will be checked for
leachability through EPA approved procedures or computer modeling, as agreed to by the lead
regulatory agency

PCBs

The 779 Cluster's building surfaces will be free of PCB contamination The himit for release of
PCB contained matenal 1s 50 part per million (ppm)

5.1 RADIOLOGICAL

The purpose of this section s to provide the radiological contamination cleanup cntena for the 779
Cluster buildings Section 4 0, Faciity Charactenzation, Appendix C, Charactenzation Survey
and Work Summary Matnx, and the Reconnaissance Level Charactenzation Report for this
project, identify the contaminants which are expected to be present at the start of the
decontamination The charactenzation information 1s used to ensure Workers are protected from
the hazards in the work area, contamination is contained to protect the environs, and the waste
generated is properly and safely handled, packaged, labeled and moved

In accordance with the RFCA, residual radiological contamination levels present on 779 Cluster
building surfaces, equipment and demolition matenals will be reduced to a level that will not cause
the maximally exposed member of the public to receive, through all potential pathways, an
effective dose equivalent (EDE) of 15 mrem above background in any single year. When
approved, (the RFETS Bu:ldmg Radiation Cleanup Standard (BRCS) is currently being
developed by the EPA, CDPHE, DOE) the BRCS will delineate the maximum levels of residual
radioactive matenal allowed to remain on building surfaces, equipment and matenals that will not
result in exceeding the 15 mrem/year imit The specific surface contamination levels for
removable and total surface activity will be determined using an appropnate dose model such as
RESRAD or RESRAD-Build Until the BRCS s approved, the radiological contamination imits
from the RFETS Radiological Control Manual, the Health and Safety Plan (1-P73-HSP-1810,
Appendix 1), and DOE Order 5400 5, Radiation Protection of the Public and the Environment
(Figure IV-1) will be used Table 5-1, taken from the RFETS Radiological Control Manual, is the
most comprehensive table and includes ali of the applicable RFETS radiological hmits In addition
to utiizing the applicable imits, and following RFETS radiation protection implementing
procedures, ALARA pninciples will be adhered to in order to minimize radiation exposure to the
workers, public and environment

Note that the cleanup standard applies to that portion of the building which is left standing or that
portion which wiil be placed in an area which could cause exposure to the general public
Equipment and building structures which are removed and packaged as radioactive waste and
sent off site for long-term storage and disposal, do not enter into the RFCA cleanup requirements
If it becomes necessary to remove a portion of the building structure before the final survey can
be accomplished, appropriate engineering controls will be put in place to minimize the potential for
a radioactive release to the environment These actions may include use of fixatve or building an
enclosure around the area to be removed
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The Final Decommussioning Survey will be conducted prior to the demolition of the outer building’s
structure The sampling frequency, survey techniques, and related methodologies as described
in the following decommussioning documents will be used as a guide to develop and implement
this final survey

. Nuclear Regulatory Commission’s Draft NUREG/CR 5849, Manual for Conducting
Radiological Surveys in Support of License Termination (Draft)

. Draft MARSSIM, Multi-Agency Radiological Survey and Site Investigation Manual

Four classifications of areas will be used based on charactenzation surveys and building process
information These classifications are defined as follows

) Class 1 Impacted (Affected) Areas are areas that have potential contamination (based on
building operating history) or known contamination (based on past or preliminary
characterization survey data) This would normally include areas where radioactive
matenals were used and stored, and where records indicate spills or other unusual
occurrences could have resulted in the spread of contamination The survey frequency
will be a minimum of one fixed survey measurement and one removable survey
measurement per square meter In addition, a scan survey for alpha and beta of 100% of
the applicable surface areas, including fixed equipment, is required

. Class 2 impacted (Affected) Areas are areas that have or had a potential for radioactive
contamination or known contamination, but are not expected to exceed the applicable
contamination imits  The survey frequency will be a minimum of one fixed survey
measurement and one removable survey measurement at intervals as determined utilizing
MARSSIM statistical calculations In additton, a scan survey for alpha and beta of 10 to
100% of the applicable surface areas, including fixed equipment, will be performed as
directed by Radiologsical Engineenng personnel

. | 3im fi Ar are all areas not classified as Class 1 or Class 2
Impacted or Non-Impacted These areas are not expected to contain residual

contamination above the applicable limits, based on knowledge of building history and
previous survey information However, insufficient documentation is present to exclude
the area from survey requirements The survey frequency will be a minimum of one fixed
survey measurement and one removable survey measurement per 50 square meters or
30 points, whichever is greater. In addition, a scan survey for alpha and beta of 10% of
the applicable surface areas, including fixed equipment, is required

. Non-impacted Areas are all areas not classified as Class 1, Class 2, or Class 3 Impacted
These areas are areas where there i1s no reasonable potential for residual contamination,
based on knowledge of building history and/or previous survey information Sufficient
information 1s present to be assured that no residual contamination is present above the
applicable contamination imits

52 EQUIPMENT UNCONDITIONAL RADIOLOGICAL RELEASE CRITERIA

The unrestricted release of equipment to be removed from the site will comply with the RFETS
Radiological Control Manual, the Health and Safety Plan (1-P73-HSP-1810, Appendix 1), and
DOE Order 5400 5, Radiation Protection of the Public and the Environment (Figure IV-1) and
applicable radiation protection implementing procedures If 10 CFR Part 834 is approved, all
applicable practices and procedures will be reviewed and modified accordingly to ensure
comphance Table 5-1, taken from the RFETS Radiological Control Manual includes all of the
applicable RFETS radiological limits for the release of matenals and equipment




DECOMMISSIC «NG OPERATIONS PLAN

FOR THE 779 C. JSTER INTERIM MEASURE/
INTERIM REMEZ AL ACTION

RF/RMRS-97-085 UN
Rev 0, Page 49 of 96
Date Effective 09/25/97

Table 5-1 Summary of Contamination Values!', In DPM/100cm?2

Nuclide

Areas

(Acuviny Guude, G)

Materials and Equipment
(Acuwvity Guide, G)

Personnel2,7
Monitoring

h.movable2 4

Total (Fixed +
Removable)23

Removable2 4

Average Total
(Fixed +

Removabie)2 3

Maximum total
(Fixed +

Removable)2.d

U-natural U
235 U-238 and
associated ducay

products

1 000

5000

1,000

5,000

15,000

5,000

Transuranics
Ra-226 Ra 228
Th-230 Th 228
Pa-231 Ac-227
[-125 1129

20

500

20

100

300

500

Th-natural Th-
232, Sr-90 Ra-
223 Ra-224 U
232 1-126 |

131 1-133

200

1,000

200

1,000

3,000

1,000

Beta-gamma
emitters
(nuchides with
decay modes
other than alpha
€mssion or
spontancous
fission) except
Sr-90 and others
noted above S
Includes mixed
fission products

contamning Sr-90

1,000

5,000

1,000

5,000

15,000

5,000

Tataum organic
compounds
surfaces
contamunated by
HT HTO and
metal tnude

acrosolsé

10,000

10,000

10,000

10,000

10,000

10,000

Notes

1 The values n this Table apply to

and beta-gamma-emitting

apply

radioactve contaminaton deposited on, but not incorporated into the interior of the contaminated
tem Where surface contarmmation by both aipha- and beta-gamma-emitting nuclides exists, the limits estabkshed for the alpha-
nuclides independently

2 As used in this Table, dpm (disintegrations per minutes) means the rate of ermssion by radioactive material as determined by
correcting the counts per minute observed by an appropnate detector for background, efficiency, and geometric factors
associated with the instrumentation

3 The levels may be averaged over one square meter provided the maximum surface activity in any area of 100 cm2 1s less than
three tmes the value specified For purposes of averaging, any square meter of surface shall be considered to be above the

activity guige G if

1 F o~ measurements of a representative number n of sections it is detenmined that 1/n 3.5, > G, whers, S; s the dpmv/100
cm2 determined from measurement of secton 1

or

(2) it s Jetermuned that the sum of the activity of all isolated spots or particles in any 100 cm? area exceeds 3G

The amount of removable radioactive matenal per 100 cm2 of surface area should be determined by swiping the area with
pe! by dry

filter or soft absorbent paper, applying moderate pressure, and then assessing the amount of on the swipe
with an appropnate instrument of known efficency (Note - The use of dry material may not be appropriate for tritium.)
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When removable contarmination on objects of surface area less than 100 crm2 1s deteriruned, the acwmgzper unit area should be
based on the actual area and the entire surface ghouid be wiped Except for transuranics, Ra-228 Ac-227, Th-228, Th-230, Pa-
231 and alpha emitters it IS Not necessary to use swiping techniques to measure removable contarnaton lavels if direct scan
surveys indicate that the total residual contamination levels are within the imets for removable contamnaton

This catecory of radionuchdes includes mixed fission products including the Sr-90 which is present in them it does not apply to
Sr 90 whin has been separated from the other fisston products or muxtures where the Sr-80 has been ennched

The contarination limits for both Removable and Total (Fixed + Removable) for Tntiurn related contamination is [Reserved) n
10 CFR 835 appendix D Surface radioactvity Values

These va.ues are for detection limuts of instrumentation used for personnel monitonng i accordance with Articie 221.2 The
release of personnel ts In accordance with Article 221 3
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53 BERYLLIUM RELEASE CRITERIA

The beryllium release cntena and survey methods will conform with current RFETS policies and
procedures Buillding surfaces and equipment suspected of being contaminated with beryllium will
be surveyed to assess the level of contamination The surface contamination housekeeping himit
for berylium 1s 25 mg/ft2  Current RFETS practice for protecting personnel from beryllium is to
utiize the ALARA principle This includes the use of engineenng controls to minimize exposure,
medical screening of personnel, and the reduction of imits and the proposed establishment of
lower action levels The limit for beryllium 1s currently being reviewed and a lower action level I1s
being considered The airborme Iimit for beryllium has been reduced from 2 pg/mz2 to 0.5 mg/m2
Workers will be trained in berylium awareness and all sampling for beryllium will be performed by
qualified personnel

54 ASBESTOS CONTAINING MATERIALS (ACM) CLEANUP STANDARDS

Pror to and during the course of the decommissioning project a comprehensive assessment and
abatement program will be implemented in accordance with the OSHA Standard 1926 1101,
Colorado Reg 8 and the site specific Heath and Safety Practices Manual Charactenzation,
sampling/survey, abatement will be performed by qualified personne! per the requirements of
OSHA and EPA The clearance standard or maximum allowable asbestos level (MAAL) for areas
after abatement has been performed will be as follows

. 0 01 hibers/cc2 utiizing the phase contrast microscope means of analytical technique

. In order to release an area after asbestos removal has been performed, or visual
inspection will be conducted for the presence of dust The dust will be analyzed for
asbestos

55 POLYCHLORINATED BIPHENYLS (PCBs)
The hmit for release of (solid matenal) PCB contaiming PCBs is 50 ppm

6.0 AUTHORIZATION BASIS TRANSITIONS

An Authorization Basis (AB) is the document or collection of documents recognized by the DOE
as the contractual vehicle used to manage the nsk associated with operating a nuclear facility and
its associated support facihities The AB also provides a framework for compliance with the Price
Anderson Amendment Act

For the 779 Cluster, the AB for day-to-day operations is an approved SAR which was
developed in 1987 under the DOE Albuquerque Field Office guidance and implementation of DOE
Order 5480 5 The SAR consists of documentation which describes the facility and operations
which will be conducted within the facility The SAR also analyzes the nsks associated with
conducting these operations and sets bounds in which the facility operatons must be performed
If the conditions within the facility fall outside the operational bounds identified in the SAR,
corrective actions must be taken to maintain nsk within an acceptable level or a facility shutdown
process is implemented

Because the decommussioning activities were not identified in the SAR Accidents associated with
completing decommissioning activities were not analyzed for impact on the capability of the
facility to manage the nsk during and after the postulated accident scenanos The authonzation
basis will be upgraded and maintained through the use of SAR page, changes and development
of Justification for Continued Operation (JCO) documents The other RFETS engineenng and
administrative infrastructure documents which are used to control and manage work at RFETS will
continue to be used
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7.0 HEALTH AND SAFETY

71 INTRODUCTION
7.1.1 Scope

The purpose of this section is to describe the controls and monitoring programs to be utihzed
during the decommissioning of the 779 Cluster to ensure protection of the decommissioning
employees, surrounding workers, the public and environment from potential and real hazards
dunng the decommissioning process This program will be implemented utiizing federal OSHA
standards and site specific plans and procedures

7.12 Policy

it 1s the RFETS policy to ensure all employees are afforded a safe work environment while
performing decommissioning activities on Building 779 and support facilites Decommissioning
operations will adhere to all federal, state, local and city regulations and ordinances as applicable
(see ARARs In Section 9), to protect human health and the environment

713 Objectives

The major objectives of the health and safety controls and monitoning for the 779 Cluster
Decommissioning Project are to

. Protect the decommissioning employees, surrounding workers, the public and environment
from potential and real hazards during the decommissioning process

. Ensure compliance with the integrated safety management principles

o Ensure appropnate safety management and quality 1s administered throughout the
decommissioning process

. Develop and maintain a high level of health and safety awareness that 1s practiced by all
levels of management, supervision and employees

o Meet the goal of zero lost time accidents for the entire decommussiontng process of Building
779 and support facilities

. Foster excellent safety communications between all site work groups that are affected by
the decommusstioning of Buillding 779 and its support facilites to ensure the intent and
goals of RFCA are met

] Train project personnel so they are capable of completing assigned tasks safely and in

comphance with the applicable environmental and safety regulations
7.1.4 Technical Resources and Approach

Decommissioning will utilize the site specific Health and Safety Practices Manual as the working
level document to govern health and safety of the workers durng the decommissioning process
A project-specific safety plan will supplement the site Health and Safety Practices Manual to
focus on the specific safety concems (chemical, radiological, industnal and hazardous) in the 779
Cluster which exist or are created during the decommissioning process
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Other safety documents may be developed as necessary to support new or changing
environments, during the decommissioning process They will be incorporated into the
appropriate plans and/or work instructions as conditions require their use Additionally the
appropnate OSHA standards (29 CFR 1910 and 1926) will be utiized and referenced as
?eclessary to safely conduct decommissioning work activities in Building 779 and support
aciiihes

7.1.5 Activity Hazard Analysis

As discussed in Section 4 0 (Factlity Characterization) several types of hazards have been
identified in the 779 Cluster that will be evaluated to ensure the appropnate controls will be
included in the work instruction (IWCP) These hazards are identified in the Appendix C matnx

Based on these hazards, the work supervision craft and industnal hygiene personnel will perform
an AHA for the work tasks which have the potential to injure or damage personnel, property or the
environment This AHA will identify things such as potential hazards, training requirements,
protective control measures and special equipment needed for specific job steps The AHA will
be implemented utiizing the RFETS Health and Safety Practices Manual, Section 2 11, Job
Safety Analysis An overview of the project's potential hazards are presented on Table 7-1 per
HSP 24 01, Construction Health and Safety Requirements A more task specific analyses Is
covered in the AHA In addition to the AHA other enhanced work planning elements will be used
throughout the project (see Section 3 2 2)

72 INDUSTRIAL SAFETY

7.2.1 Apphcations

Day-to-day industnial activities will be governed by OSHA Standard 1926 (Occupational Safety
and Health Standards for the Construction Industry), RFETS Health and Safety Practices Manual
and other contractor and project-specific safety documents, as applicable The OSHA standard
1910 (Occupational Safety and Health Standards for General Industry) will be utilized when
OSHA 1926 does not cover or address a specific health and safety topic Areas to be
addressed and implemented by utihizing the RFETS Health and Safety Practices Manual include,
but are not hmited to

First Aid and Medical Attention

Fire Protection and prevention
Housekeeping/Egress

Personnel Protective Equipment (PPE)
Employee Emergency Action Plans
Noise Exposure

Foot Protection

Hearing Protection

Head Protection

Eye and Face Protection

Safety Belts, Lanyards, Safety Nets and Lifelines
Proper Tool and Machine Guarding
Fali Protection

Basic Electrical Safety

Lockout and Tagout

Scaffolding Usage

Demolition

Welding/Cutting Operations
Ladder Safety

Basic Respiratory Protection
Confined Space Entry
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Excavattion/Trenching
. Ergonomic Concerns
. Bloodborne Pathogens

Individuals will be trained for specific job task(s) A project specific training matnx will be used to
identify training requirements for project personnel

73 TOXIC/HAZARDOUS MATERIALS AND CHEMICAL SAFETY
7.3.1 Applications

Worker Safety and Hazardous matenals and chemical hazards management are govemed R.)_('the
state and federal regulations and the site specific Health and Safety Practices Manual. An AHA
will be completed before handiing, stonng, transferring or disposing of these items The AHA will
identify job specific training requirements The contractor’s training matnx must be structured to
ensure workers are trained according to their spectfic work task If workers are working with a
specific hazard, job specific training will be provided (1 e , asbestos awareness) The PM s
responsible to ensure individuals involved with the project are properly trained The PM
generally delegates this task to the job supervisor The training requirements are reviewed at the
pre-evolution bnefings

Examples of work tasks which would require training venfication or additional training are

Asbestos abatement

Lead movement and handling

Berylium protection and clean-up

Toxic chemical control

Plutonium movement and handiing

Toxic chemical handling and transfers PCB management
Hazardous matenals storage and transfer

RCRA closure

Additionaily before handling any of these matenals personnel will be trained in the use of the
appropriate personnel protective equipment

74 RADIOLOGICAL SAFETY
7.4.1 Applications

Radiological work activities are required to comply with 10 CFR 835 - Occupational Radiation
Protection, the DOE Radiological Controls Manual, the RFETS Radiological Controls Manual és:te
RCM) and the RFETS Health and Safety Practices Manual Areas of focus in radiological satety
include

Applications of ALARA practices and principles
Radiological engineenng work controls
Construction and Restoration Projects

Controliing the spread of contamination
Decontamination techniques

Ventilation usage and controls

Radioactive matenal handling, storage and control
External and internal exposure controls
Respiratory protection usage

Radiological worker training

Radiological worker training for special applications
Radiological performance indicator goals and standards
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. Personnel contamination control

All personnel working in radiologically controlied work areas will be trained in the appropnate
procedures for proper monitonng, correct work techniques and the proper usage of PPE while
working In these areas [n some cases a hazardous matenal or chemical environment might be
located in a radiologically controlied area If this occurs, the most protective PPE will be utiized for
personnel protection

75 HEALTH AND SAFETY PROGRAM ELEMENTS

7.5.1 Applications

in preparation for the decommissioning of Building 779 and support facilities, key elements of the
Health and Safety Program will be in place pnor to starting the decommissioning efforts Some of
the key elements (of the safety program) are

. General safety training for all workers involved in physical decommissioning work
activities
] Specific safety training for workers and supervisors depending on the job task and

hazards involved

Supervisory safety task assignments cntena

The development of safety communication vehicles (i.e., safety toolbox meetings, bulletin
board information, safety newsletter), etc

. Designations of competent persons
. Establish employee stop work authonty process
. Establish process for all employees to correct safety and health hazards

76 EMERGENCY/INJURY MANAGEMENT

7.6.1 Applications

The decommussioning process for Building 779 and support faciities will uthize the site Health and
Safety Practices Manual for illness and injury reporting The Procedure HSP - 3.03 covers
spectific elements such as

Reporting requirements for injunes or llinesses of personnel
OSHA 200 form requirements

Classification of accidents

Reporting requirements for vehicle injunes/damage
Reporting requirements for property damage

investigation requirements

Follow up actions for injunes/ilinesses

® &6 O & & o @

If a radiological incident report 1s required in the event of an occupational injury in a radiologically
controlled area, it will be processed in conjunction with the safety reporting forms utilizing HSP -
3 02, Radiological Deficiency Report.

7.7 PRELIMINARY HAZARD ANALYSIS (PHA)

Table 7-1, Preliminary Hazard Analysis (PHA) overview for 779 Cluster's Decommisstoning and
Dismantiement, was developed to aid in the planning of the 779 Cluster decommissioning The
PHA 1dentifies the major tasks, the associated hazards, the hazard’s probable cause and the
preventive measures which should be taken to mimimize the nsks in completing the activity
identified Additional hazard identification and preventive/mitigative features have been evaluated

in the 779 Cluster BIO
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Table 7-1 Preliminary Hazard Anatl)ysls (PHA) Overview For 779 Cluster’s
I

Decommussioning And Dismantiement

PLANNING PHASE

MAJOR WORK HAZARD CAUSE PREVENTATIVE
TASK MEASURES
Perform building Tripping, faliing, No planning, lack of * Develop Activity Hazard
walkdowns to dentify exposure to chemicals, | communicating Analysis (AHA)
Integrated Work Control | hazardous substances | between work groups, |« Conduct effective pre-

following prescnbed
sampling procedures,

improper transport or
handling of samples

Package (IWCP) work and / or radioactive improper use of evolution briefings
steps matenals Also Radiological Work * Follow all building
exposure to noise Permts (RWPs), not instructions and
hazards following room or postings
building instructions ¢ Ensure all personnel
have been properly
) trained before entry
Move office equipment | Back strains, pinch Improper Ifting of Proper training
and furniture to prepare | points, extremity equipment, careless conducted and
for D&D activities injuries due to falling handling of documented
objects or moving equipment, improper | ¢ Use of the buddy
vehicles planning and system
walkdowns, no ¢ Proper use of forkiifts
continuing and trucks including
observations or use of operating alarm systems
the buddy system and brakes
¢ Planning meetings and
bnefings completed
Proper use of AHA and
PPE
Perform hazard analysis | Overexposure to improper use of Prepare and implement
charactenzation substances, accdental | personal protective AHA for job task
activiies This includes | inhalation of equipment (PPE), Use PPE correctly
asbestos, berylhum substances, absorption | PPE not being used, Conduct planning
(Be), chemical, lead and | into skin of substances, meetings and bnefings
radiological sampling eye and skin imtation improper sampling, not | « Follow all building

instructions for sampling
Uthze all procedures
and sampiing protocols
properly

Ensure all sampling
personnel are in the
proper medical
surveillance programs

¢ Ensure all required

training has been
completed
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ABATEMENT PHASE - ASBESTOS/LEAD

which are lung hazards
Exposure to lead
matenals is hazardous
to internal organs of the
body

decontamination or
PPE usage Improper
ventilation usage
improper waste
handling and disposal

Lack of adequate
engineering controls

improper
charactenzation

MAJOR WORK HAZARD CAUSE PREVENTIVE
TASK MEASURES
Perform asbestos and | Exposure to asbestos | Improper clean up Obtain the services of a
lead abatement and awrborne and surface techmques including certified state
clean up activities contamination fibers improper tent , abatement inspector to

plan and supervise the
abatement project
Ensure all workers are
trained as asbestos
workers

Ensure all RFETS
asbestos/lead
prerequistes are met
prior to job
commencing

Develop and
implement an AHA(s)
for the job

Ensure all medical,
training and PPE
prerequisttes are met
Ensure the proper air
montonng sampling 1s
performed dunng the
course of the job by
IH&S personnel
Ensure all posting and
clearance sampling i1s
performed

Ensure that all areas
are evaluated and
properly charactenzed
by SME or competent
person
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ABATEMENT PHASE - BE/RADIOLOGICAL

hazard Improper use of
decontamination
equipment can cause

decontamination or
PPE usage Improper
ventilation usage

MAJOR WORK HAZARD CAUSE PREVENTATIVE
TASK MEASURES
Perform Be Exposure to Be Improper clean up Ensure all workers are
decontamination and contamynation in the air | techniques including trained as Be workers
clean up activities or on surfaces Is a lung | improper tent, Ensure all RFETS Be

prerequisttes are met
pnor to job commencing
Develop and implement

extremity or limb improper waste an AHA(s) for the job
damage to workers disposal and handling Ensure all medical,
improper training in the equipment training and
use of PPE prerequisite are
decontamination met
equipment can injure Ensure the proper arr
the user and co- monitoning sampling Is
workers performed dunng the
course of the job by
Lack of adequate IH&S personnel
engineered controls Ensure all posting and
clearance sampling is
performed
Perform radiological Exposure to radioactive | Improper clean up Ensure all workers are
decontamination matenals imemally and | techruques including trained as rad workers
operations externally Cell damage | Improper tent, Ensure all RFETS rad
and damage to intemal | decontammnation or prerequisites are met
body organs can occur | PPE usage Improper pnor to job commencing
with over exposures to | ventilation usage Develop and implement
radwactive matenals Improper waste an AHA(s) for the job
Improper use of disposal and handling Ensure ali medical,
scabbling or other No or improper trainng equipment training and
decontamination in the proper use of PPE prerequistes are
equipment can injure decontamination met
extremities or kmbs of | equipment Ensure the proper air
workers by causing and smear monitonng
gash or cutting wounds sampling is performed
Foliow the RWP

instructions




DECOMMISSIONING OPERATIONS PLAN
FOR THE 779 CLUSTER INTERIM MEASURE/
INTERIM REMEDIAL ACTION

RF/RMRS-97-085 UN
Rev 0, Page 59 of 96

Date Effective 09/25/97

DISMANTLEMENT AND DECOMMISSIONING PHASE

contaminated surfaces
under equipment

PPE

MAJOR WORK HAZARD CAUSE PREVENTATIVE
TASK MEASURES
Deenergize work areas | Electrical shock to Lockout/tagout Utilize LO/TO
and remove cables and | body, cutting of (LO/TO) not used procedures properly
wiring extremities or body properly, all workers (including verffication
parts using wire not informed of LO/TO that energy source has
stnppers or other hand | status Improper use been 1solated)
tools, fall off ladder or of hand tools, ladders inspect all hand tools
scaffolding if used or scaffolding before use
Improper highting in Ensure all workers are
room can cause trained in ladder,
improper use of scaffolding and tall
equipment also protection measures
before using this
Lack of As-Built equipment
drawings Develop and utilize task
specffic AHAs
Perform work area
walkdown and conduct
proper planning
meetings and bnefings
Follow all IWCP
mstructions
Ensure all worker
tramning is current
Move equipment out of | Back injunes, pinching, | Improper Iifting Perform pre job
rooms or areas and extremity damage by techniques, job flow walkdowns
transport utiizing dropping or falling not planned properly, Develop AHAs for job
forkiifts, pallet jacks, or | objects Internal and pre job walkdowns not Use buddy system
pick up trucks external body injunes performed, vehicle Ensure vehicle alarm
by vehicle mpact Eye | alarm systems not and braking systems
injunies by poking or working, buddy are working properly
dust particles in eye system not used, lack Utikze PPE property
Noise hazards of attention to detail, Perform proper lifting
worker fatigue, or no techniques
Be exposure from use or improper use of Ensure proper job flow

1s used and job s not
rushed

Perform pre job warm
up exercises before
lifting

Do not attempt to move
tems that are stacked
too high

Cover all sharp edges
Perform Be pre-job
swipe sampling
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DISMANTLEMENT AND DECOMMISSIONING PHASE (con't.)

MAJOR WORK HAZARD CAUSE PREVENTATIVE
TASK MEASURES
Cut out piping systems | Cutting of body imbs or | improper use of Proper training with
in rooms or work areas | body parts with mechanical equipment cutting equipment
mechanical equipment | including no training of Develop and utiize
Piping falling on feet, equipment being AHA for job tasks
pinch points of rolling used, piping not Rig and restrain piping
pipe, iquid splashes f | ngged or restrained properly
pwping Is not drained, properly, piping not Utikze pipe caps after
Rebound of pipe can drained prior to cutting to keep debns
cause body injunes cutting from faling out and
cover sharp edges of
pwes after cutting
Ensure piping has been
properly taken out of
service
Utilize proper PPE as
descnbed in the AHA
and RWP
Hoist, ngging and Iifting | Bodily injunes due to No ngging plan, Develop ngging plan
fork lift operation falling objects or improper ngging Comply with all RFETS
pinching of workers due | techniques, improper standards for ngging
to space hmnations worker body Develop AHA and
positioning implement
Perform pre job
walkdown and conduct
pre-evolution
Walkdown ngging path
- ali phases
Perform pre and post

job inspections on all
rgging equipment
Ensure all workers are
property trained

Follow all required steps
in the IWCP
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DISMANTLEMENT AND DECOMMISSIONING PHASE (con't.)

MAJOR WORK HAZARD CAUSE PREVENTATIVE
TASK MEASURES
Packaging waste into Pinching of extremities | Improper lifting and Use of trained certified
contamners for storage on container lids, handling techniques, waste generator, as
and shipment barrels rolling on feet, wrong tooling used to appropriate
back strains, foot put ids on containers, Develop AHA and
Segregate waste to injuries as vehicle pallet jack or forkhft implement
meet WAC of accepting | wheels impact or roli ramming into workers, Review lessons learned
facilty onto extremrties, job rushed or not from previous waste
cuts/gashes of hands planned properly handling operations
by tooling Develop proper tool list
Package does not before starting job
Containers must be meet WAC Ensure all waste
repackaged containers are properly
staged before starting
job
Ensure ail bulding
notifications are made
before moving and
handling waste
Follow all RFETS
requirements for waste
handling and
movement
Follow all IWCP
requirements
Cut out and remove Pinch points, foot and | Improper use of Proper training with
gloveboxes in rooms or | hand injunes, cutting of | gninders or no guards cutting equipment
work areas hands/arms, eye and on gnnders, cramped Develop and utilize
head injunes, buming | working condttions, AHA for job tasks
of skin or extremtties bad lighting, kmtted Rig and restran
vision, breaking of gloveboxes property
leaded glass, plasma Utilize pipe caps on
slag burns through glovebox piping after
clothing, improper use cutting
of PPE Ensure gloveboxes
have been properly
taken out of service
before work starts

Utiize proper PPE as
descnbed in the AHA
Perform tooling
inspections before
each use

Foliow all IWCP
requirements
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DISMANTLEMENT AND DECOMMISSIONING PHASE (con't.)

MAJOR WORK HAZARD CAUSE PREVENTATIVE
TASK MEASURES
Construct and utilize Fall hazards, workers No use of fall Proper training for
scaffolding to perform struck by faiing objects, | protection, improper scaffold erection and
job tasks hand injunies training, no use of use
PPE, mproper use of Fall protection and
tooling, improper ngging training
ngging and transport Proper use of PPE
of scaffling pieces, no Develop AHA
scaffold inspections, Perform and document
scaffold collapse scaffolding inspections
Ensure all scaffoiding I1s
tagged properly
Ensure all toeboards
and side rails are in
place
Perform radiological Extremity injunes of improper or no training Conduct mock up
decontamination hand and feet by on equipment used training on
operations using gouging, cutting or for decontamination, deconamination
scabbling machines, impact Inhalation, improper work area equipment and
hydrolazing ingestion or skin ventilation, improper stnpcoat operations
techniques, hand exposure to radioactive | use of PPE, no job Develop AHA for job
wiping methods or by matenals and ammomsa | planning No LO/ TO tasks
applying stnpcoat vapors Electrocution | of work area No fall Ensure work area is
decontamination paint | Falls protection properly ventilated
before applying
stnpcoat
Ensure LO/TO
operations have been
performed
Waear prescrnbed PPE
as determined by IH&S
and Radiological
Protection
Utilize fall protection,
when required

Follow all IWCP, AHA
and RWP requirements
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DISMANTLEMENT AND DECOMMISSIONING PHASE (con't.)

MAJOR WORK
TASK

HAZARD

CAUSE

PREVENTATIVE
MEASURES

Perform final cleanup of
butlding/structure

Tripping, falls, head
wounds, pinch points,
punctures, contustons,
skin contamination,
inhalation, absorption of
radioactive matenals

Housekeeping, falling
objects, non use of
PPE, improper use of
PPE, sharp edges or
sharp objects not
protected, no fall
protection, improper
ladder use

Perform weekly
housekeeping
inspections

Utihze fall protection,
when applicable
Develop AHA for job
task

Utihize PPE properly
and as descnbed by
iH&S and Radiological
Protection

Follow all ALARA
reviews, AHAs, RWP
and IWCP requisites

attention to detail

Perform final survey of | Falis, head wounds, No fall protection, Develop AHA
building electnc shock, improper use of Perform pre-job
abrasions, cuts, instrumentation, walkdowns
pinches working in tight Utilize fall protection
spaces, thpping when required
hazards, bad Complete ladder
housekeeping, training as required
improper termination Utiize two person rule
of winng when working in
elevated locations
Procure confined
space permits and
training when required
Follow all AHA and
RWP requirements
Perform demolition Body contusions, head | Wetting of concrete Develop job AHA
activities of building/ injunes, suffocation, surfaces not utilized, Perform pre-job
structure fataltties, and breathing | barrers not used walkdowns
hazards properly, thorough Utlize PPE as
inspections of work prescnbed by IH&S
area not performed Maintain wetting of
pnor to demolition debns with fire hoses
activities, lack of as demolrtion occurs
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8.0 WASTE MANAGEMENT

Waste types which may result from the decommissioning of the 779 Cluster are radioactive,
mixed, hazardous, toxic and solid waste Waste generated as a result of decommissioning
activiies will be managed in accordance with relevant RFETS waste operations procedures
State and federal regulations and DOE Orders have been incorporated into the RFETS Waste
Operations Procedures The 779 Waste Management Plan provides the details associated with
waste management for the 779 Cluster

81 TRANSURANIC (TRU) WASTE

Transuranic waste is defined as waste that is contaminated with alpha-emitting transuranic
radionuchides having half-lives greater that 20 years and concentrations greater than or equal to
100 nCi/gram at the time of assay Transuranic waste, as defined, may result from the
decommussioning of Building 779 Less than 5% of the radioactive waste resulting from
decommissioning is expected to be greater than 100 nCi/gram Duct and glovebox work activities
may resuit in the production of TRU waste Items will be decontaminated to the lowest level
feasible based on economical and technical constraints, in order to minimize the production of TRU
waste TRU and TRU Mixed Waste will be generated, charactenzed and packaged in
accordance with the RFETS TRU Waste Management Plan (WMP) and the RFETS WIPP Waste
Charactenzation QA Project Plan

82 LOW LEVEL (LL) WASTE

Low level waste Is defined as radioactive waste that is not classified as TRU waste, spent
nuclear fuel, or by-product matenal as identified in DOE Order 5820.2A, Radioactive Waste
Management. Low level waste contains less than 100 nCi/gram TRU radioactivity.
Approximately 95% of the contaminated waste produced as a resuit of the 779 Cluster
decommussioning activities are anticipated to be low level in nature Based on economical and
technical constraints, items will be decontaminated to free release conditions Items that have
been decontaminated to a free release condition will be transferred for use at a different location
within RFETS, for use at a different DOE facility, or sent to the Property Utilization and Disposal
(PU&D) organization for gﬁpropnate handling. As appropnate, low level and low level mixed
wﬁtg will be generated, charactenzed, and packaged in accordance with the RFETS Low Level

83 MIXED WASTE

At RFETS, mixed waste I1s defined as RCRA hazardous waste containing measurable amounts of
radioactive isotopes. Mixed waste s charactenzed as either low level or TRU based upon the
amount of radioactivity at the time of assay The 779 Cluster Decommussioning Project
anticipates a minimum amount of mixed waste will be generated The type of mixed waste that
may be generated includes, but is not imited to, radioactively contaminated lead, glovebox
gloves, used pump oil, and leaded glovebox windows Mixed waste generated from
decommussioning activities will be stored in temporary units, treated where feasible, and shipped
to an approved off-site disposal site

84 HAZARDOUS WASTE

Hazardous waste i1s defined as waste that is listed or exhibits the charactenstics of corrosivity,
ignitability, reactivity, toxicity or that 1s listed in 6 CCR 1007-3, Section 261, or 40 CFR 261,

ubpart D The 779 Cluster Decommissioning Project anticipates some amount of hazardous
waste Iin addition to the mixed waste mentioned in Section 8 3
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85 INDUSTRIAL WASTE

Industnal waste I1s charactenzed as that waste which meets industrial landfill requirements
Industrial waste will be generated as a result of the 779 Cluster Decommissioning Project This
waste Is expected to be managed in accordance with applicable rules and regulations

86 WASTE MINIMIZATION

The philosophy of waste minimization, as committed to in the FY97 Waste Minimization Program
Plan, will be utiized in the planning and management of the 779 Cluster decommissioning wastes
Project Management and Decommissioning workers will incorporate waste minimization practices
into work procedures Unnecessary generation of radioactive and mixed waste will be controlled
by utiizing work techniques that prevent the unnecessary contamination of areas and equipment,
preventing unnecessary packaging, tools and equipment from entening radiologically contaminated
areas and reusing contaminated tools and equipment when practical Waste minimization will be
accomplished using a waste life cycle cost approach If the cost to demonstrate that the item Is
not contaminated exceeds the cost for waste disposal, the item will be disposed of as waste

The evaluation may include disassembly, decontamination, and survey costs Elimination and
reduction of waste generated as a result of decommisstoning is high prnonty Standard
decontamination operations and processes will be evaluated for waste minimization potential and
suitable minimization techniques will be implemented Most of the bulk building structural matenal
1s expected to be free released and removed from the site for recycle or disposal Table 8-1
identifies the amount and types of waste which are expected to be generated

8.7 WASTE MANAGEMENT STRATEGY

The overall strategy for managing waste resulting from the decommissioning of the 779 Cluster s
to evaluate the generation and waste management on a room-by-room basis Typically, waste
matenals will be sorted at the time of removal and prepared for further decontamination, survey,
recycle, processing and packEa'gmg in another area of the 779 Cluster, away from the point of
generation The existing RFETS Waste Management Program and p ures will be used to
ensure the waste has been generated, packaged, and surveyed to meet the final disposal sites
Waste Acceptance Cntena (WAC) See Section 3 and the project schedule (Reference
Attachment 1) for a general discussion of the expected work sequence. The estimated volumes
over time (generation) can be calculated using the project schedule and Table 8-1

PU&D Matenals as defined in this DOP, are those matenals that have histoncally been accepted
for storage and reuse by PU&D These matenals include, but are not limited to, office equipment
such as desks, charrs, tables, carts, bookshelves, equipment and instruments which are located
in non-contaminated areas or have been located in contaminated areas but confirmed as non-
contaminated through radiological survey Following the philosophy of waste minimization,
(Section 8 6), the maximum amount of matenals (economically feasible) will be released and sent
to PU&D for disposition. The estmated volume of matenals designated for PU&D ts 73,900 ft3

The waste generation estimates anticipated as a result of the 779 Cluster Decommissioning
Project are summanzed in Table 8-1. A summary of how waste will be managed is included in
Table 8-2 The types and volumes of waste have been estimated based on the following

assumptions

J If a room was not posted as a radiological hazard, all matenals contained in the room were
considered non-contaminated and therefore suitable for dispositioning through PU&D

. Matenals contained in rooms identified as Radiological Buffer Areas (RBAs), that were not
suspected of being contaminated and can be confirmed as non-contaminated through
smear surveys, were considered suitable for PU&D Examples of such matenals are
desks, cabinets, and chairs
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. Any matenals that were located in a RBA and were not suitable for smear surveys were

considered low level waste Examples of such matenal are electronic equipment that
cannot be surveyed sufficiently to confirm non-contamination

. Matenal and waste segregation was considered appropnate in Contaminated Areas
(CAs) providing an item could be surveyed

. Office equipment, excluding computers, located in a CA were deemed suitable for
disposttioning to PU&D. Decommissioning histoncal knowledge is the basis for this
assumption Survey data will be used to confirm this assumption

. Gloveboxes containing plutonium residuals are anticipated to produce TRU waste through
the decontamination rrocess such as STRIPCOAT™ application. Additional volumes of
TRU waste may result from decommissioning activities such as ducting removal will be
estimated in future revisions to the WMP

. All other matenals that were located in a CA were considered low level waste although
matenals may require decontamination to achieve low level status

An estimate of the waste in each room was calculated by summing the cubic feet of matenals
inventoned in a room (see Table 8-1) The low level waste volume was determined by
subtracting the PU&D volume. The resulting LL volume was then multiphed by 125% to
compensate for container size hmitations (Not all of the volume of a waste crate can be utilized )
The LLM waste volume waste was determined by estimating the volume of lead affixed to a
glovebox and final volume which would result from size reduction

The TRU waste volumes estimated in Table 8-1 are pnmanly denved from plutonium
contaminated gloveboxes Aga&r)oxlmately, 66 gloveboxes have been identified for
decontamination using STRI AT™ (or equivalent) Each glovebox is anticipated to generate
1 5 drums of TRU waste, resulting in 100 drums of TRU waste

The quantity of crates and drums were estimated using the following nformation On average,

7 8 cubic feet of matenal can be contained in a 55 gallon drum while 112 cubic feet can be
contained in a standard waste crate. Lead and waste resulting from decontamination (such as dry
combustibles) will be placed into 55 galion drums All other matenals will be placed into standard
waste containers except those matenals designated for PU&D which will be shipped directly to
PU&D The number of standard waste containers (crates) was calculated by dividing the volume
by 112 cubic feet and rounding up to the nearest whole number The number of 55 galion drums
was calculated by dividing the volume of waste designated for containment in drums by 7 8 cubic
feet then rounding up to the nearest whole number

88 WASTE CHARACTERIZATION

The characternization process discussed in Section 4 O was used to estimate the type and volume
of waste to be generated by the project The Building 779 Waste Stream Residue identification
and Charactenzation (WSRIC) book is used to descrnbe each of the processes which are
performed in Building 779 The process descnptions identify the different types of chemicals
used and wastes which are generated in completing the various processes The WSRIC 1s
being used to help charactenze the residual matenals left in Building 779 (see Section 4 0)

The Building 779 WSRIC has been revised to include anticipated decommissioning waste
streams The WMP for the 779 Cluster was developed using the WSRIC information to forecast
waste types which will be generated dunng the decommuissioning effort
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In general, waste generated from decommissioning includes contaminated and uncontaminated
equipment, tools, electncal conduit systems, piping systems, gloveboxes and facility structural
matenals Decontamination will be performed in conjunction with decommissioning to remove
radiological contamination and hazardous constituents Hazardous matenals and excess
chemicals will be managed in accordance with the ARARS identified in this DOP  Mixed waste
will be stored on-site, In accordance with the Hazardous Waste Requirements Manual until the
ma;tenal can be shipped for final disposal Initial Waste Volume Estimates are identified in Table
8-

The 779 Cluster contains many pieces of equipment which will be released to PU&D for
redistnbution, disbursement or recycle as scrap matenal

89 RCRA UNITS

Presently, there are three RCRA units located in Building 779 They are Units 90 37, Room 131,
GB-131A, 131B, 131C, 131D, 90 39, Room 137, GB-106-3, 106-4, 106-5, and 90 43, Room 160,
GB-860 The 779 Cluster Decommissioning Project will close these units in accordance with
requirements identified in the Part B RCRA Permit, Part X

There are Individual Hazardous Substance Sites (IHSSs) within the boundanes of the 779
Cluster The IHSSs that fall within the 779 Cluster boundanes are

Unit 121, Operable Unit 9, the onginal process waste lines

Unit 138, Operable Unit 8, Cooling Tower Blowdown Building 779

Unit 144, Operable Unit 8, Sewer Line Overflow

Unit 150 6, Operable Unit 8, Radioactive Site South of Building 79

Unit 150.8, Operable Unit 8, Radioactive Site Northeast of Building 779

In addition, Building 779 was erected over the site of one of the onginal solar evaporation ponds,
uranium contamination (11 to 150 dpm/) was detected dunng construction

PCB contaminated soil exists north of Building 779 as the result of two transformers leaking in
June of 1986 One of the transformers, that was subsequently drained, remains in its onginal
location The cement pad that housed one of the transformers and the surrounding grounds have
been posted as PCB contaminated

Appropnate precautions will be taken by the project to ensure minimum disturbance of these
areas Tct:'nlese areas will be remediated by Environmental Restoration dunng the final closeout of
the 779 Cluster

The project will not establish any RCRA permitted waste storage units within the 779 Cluster
Hazardous remediation waste will be managed in temporary units until final dispositioning

8.10 IDLE EQUIPMENT

Presently, hazardous matenals contained in idie equipment are processed by building operations
personnel in compliance with the Management Plan for Matenal Contained in idle Equipment, 94-
MP/IE-0017 Idle equipment in the 779 Cluster is planned to be dispositioned dunng deactivation
Any remaining idie equipment will be managed as a decommissioning activity and residual wastes
will be considered remediation wastes
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8.11 LAND DISPOSAL RESTRICTION (LDR)

Release of non-contaminated matenal, debns, and equipment from a site contaminated with
hazardous matenals is accomplished by demonstrating that the matenals or wastes do not exhibit
any of the charactenstics of hazardous waste as (dentified in Subpart C of 6 CR 1007-3 SS261
or are excluded under the provisions 1n 40 CFR 268 Subpart D Process knowledge and
operating history related to the facilihes can also be used to segregate hazardous contaminant
areas from unaffected areas Further sampling and analysis of wastes may be required dunng the
project to determine If the wastes are regulated as LDR, or if the wastes can be exempted under
the “hazardous debns rule ” LDR requirements are integrated into RFETS waste and
w:rgctenzatwn procedures to ensure comphiance with designated TSD facilities and on-site

Under the “hazardous debns rule” provision, and in accordance with the debns treatment
standards defined in 6 CCR 1007-3 SS268 45, treated hazardous debns 1s excluded from the
definition of hazardous waste, provided that the debns is treated to the performance or design
and operation standards by an extraction or destruction technology, and the treated debns does
not exhibit the charactenstic of a hazardous waste The excluded debns can be disposed in an
industnal landfill (6 CCR 1007-3, Section 268, Subpart D) rather than a RCRA permitted landfill (6
CCR 1007-3, Section 268, Subtitie C) Note that these exemptions apply to disposal of certain
LL radioactive mixed wastes if they meet the receiving sites WAC for hazardous debns




DECOMMISSIONING OPERATIONS PLAN Table 8-1 RF/RMRS-97 085 UN
FOR THE 779 CLUSTER IM/IRA Building 779 Waste Matrix Rev 0, Page 69 of 96
Date Effective 9/25/97
ROOM LL JLLMIXED] TRU
Buoing | FOOM | _Roou estmATe | waste| waste | waste | P40 | prums | crates
NUMBER-{ CLASSIFICATION ns B lm o m®3
AR Wy B3 (lead)
779 001 **RBA 246 0 0 Q 246 0 0
Main
Haliway 1
779 floor Non Contaminated 215 0 0 0 215 0 0
100
779 Vestibule | Non Contaminated 187 0 187 0
779 101 Hall Non Contaminated 215 0 215
779 101A Non Contaminated 57 57 0
103/103A
1038 Mens
Locker
779 Room Non Contaminated 2572 0 0 0 2572 0 0
104
779 Elevator Non Contaminated 0 0 0 0 0 0 0
779 105 Non Contaminated 152 0 0 0 152 0 0
779 106 Non Contaminated 261 0 0 0 261 0 0
779 107 Non Contaminated 513 0 0 0 513 0 0
779 108 Non Contaminated 74 0 0 0 74 0 0
779 109 Non Contaminated 249 0 0 0 249 0 0
779 110 Non Contaminated 248 0 0 0 248 0 0
779 110A Non Contaminated 171 0 0 0 17 0 0
779 111 Haliway| Non Contaminated 250 0 0 0 250 0 0
779 113 Non Contaminated 2060 0 0 0 2060 0 0
779 114 Non Contaminated 27,428 0 0 0 27,428 0 0
779 1156 Non Contaminated 3189 0 0 0 3189 0 0
779 115A Non Contaminated 826 0 0 0 826 0 0
116 Haliway
779 to Dock Non Contaminated 646 0 0 0 646 0 0
779 116A Non Contaminated 130 0 0 0 130 0 0
779 117 Non Contaminated 908 0 0 0 908 0 0
118 Dumb
779 Waiter *CA 0 0 0 0 0 0 0
779 119 Hallway RBA 0 0 0 0 0 0 0
120,
Changing
i 779 Room Non Contaminated 103 0 0 0 103 0 0
779 121 Non Contaminated 1628 0 0 0 1628 0 0
779 121A Non Contaminated 414 Q 0 Q0 414 0
121B Guard
779 Station Non Contaminated 174 0 0 174 0 0
779 122 RBA 1348 0 0 1348 0 0
123, Decon
779 Room RBA 0 0 0 0 0
779 124 RBA 332 0 332 0 0

*CA- Contamination Area
"*RBA- Radrological Buffer Area
***HCA- High Contamination Area
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BUILDING “5""‘5"5‘3 CLASEITCATION ESTMATE | WASTE | WASTE | WASTE P_ | DRUMS | CRATES
M J.n |63 gead)] m
i Ve e - )
779 270 CA 503 566 10 0 140 | 2 5
779 271 CA 216 149 0 0 97 0 1
779 272 CA 578 631 0 0 72 0 6
779 273 CA 65 21 0 0 48 0 0
779 274 CA 123 99 0 Q 44 0 1
779 275 CA 192 115 0 0 100 | o 1
779 277 CA 100 53 0 0 58 0 05
779 Docks | Non Contaminated | 2026 0 0 o J22] o 0
727 WA | NonContaminated | 1508 0 0 o |1s08| o 0
782 NA | Non Contaminated | 2723 0 0 o [2r23] o 0
783 NA | Non Contaminated 101 0 0 0 101 0 0
sum | sss7a | ss74 | 784 [7a00| 173 | 4ss9

' Room 153B contains a contaminated downdraft table and a GB window that are expected to be TRU waste
The low level mixed waste estimates are specific to potentially contaminated lead affixed to gloveboxes

The estimate for industrial waste, specifically structural rubble, for the demolition of Building 779 is 175,000 #t3
The estimate for asbestos waste contained in the 779 Cluster is 46,572 ft3

*CA- Contamination Area
“*ABA- Radiological Buffer Area
***HCA- High Contarmination Area
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Table 8-2 Summary of Waste Management for the 779 Cluster

WASTE STREAM ON-SITE STORAGE FINAL DISPOSITION ESTIMATED WASTE
VOLUME

ASBESTOS, Gray 55 gallon drum or Friable-Kettlemen Total estumate for fnable,
NON-RADIOACTIVE strong tight boxes, friable 6 Non-friable- US A non-friable, radicactive
e Fnable mm plastic double bagged Waste and non-radioactive 1s
o Non-frniable 46,572 cu ft
ASBESTOS, White 55 gallon drum or e No disposal facihity Volume of Rad asbestos
RADIOACTIVE crate, 6 mm plastic double currently avarlable included tn total above
e Friable bagged, or strong tight
o Non-fnable boxes/crates
PCBs, Black and yellow d.rum e Chem Waste contract Estmate of 101 cu ft

NON-RADIOACTIVE
¢ __ ballasts non-leaking

with a plastic liner

to Rollms Inc at

Deerpark, Tx

includes radiwoactive and
non-radioactive

PCB:s,
NON-RADIOACTIVE

Black and yellow drum
with plastic liner,

e  Chem Waste contract
to Rollmns Inc at

[dentified above

o leaking ballasts and all other | document on traveler 1f Deerpark, Tx
regulated PCBs (articles, TSCA regulated
etc )
PCBs, White drum with a plasic | ¢ Oak Ridge Identifed above
RADIOACTIVE Iiner
e  ballasts, non-leaking (LLW
only, not TSCA regulated)
PCB:s, White drum with a plastic |«  Oak Ridge Identified above

RADIOACTIVE

e  Leaking ballasts and all
other rad contamated
(LLW) and TSCA regulated
wastes

liner

Hazardous Waste,
NON-RADIOACTIVE

¢ florescent tubes
¢  Solvents, pamts, lead,

Black and white drum
e tubes crushed on-site

e  Chem Waste Contract

Estimates inciuded below

chemicals, metals
Mixed Wastes, e Non homogencous Conservative estimate of
RADIOACTIVE LLMW does not have 507 cu R, mixed wzste wall

¢« Non-homogeneous

¢ Homogeneous

White 55 gallon drum

a designated disposal
site at this time

e  Qak Rudge (LLM and
LL solvents)

o  Envirocare, Utah

be segregated from -
hazardous through

radiological survey

Low Level Waste White drum or white boxes, | ¢«  Nevada Test Site S3873 cu ft
e plaster, wall matenals, half crates, or full size
windows, panels, cement, etc wooden crates complying
with WO 1100 or WO
4034
Sanitary or Industnial Waste, Rol! offs, erther 20 or 30 e USA Waste, Ene, 175,000 cu ft.
NON-RADIOACTIVE yard Colorado
TRU Waste On-site storage e WIPP Estiumate of 784 cu fi
mcludes both TRU and
TRU Mixed.
TRU Mixed Waste On-site storage e WIPP Included above
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9.0 REGULATORY AND ENVIRONMENTAL CONSIDERATIONS

Decommisstoning the 779 Cluster will require the closure of three RCRA permitted units  For that
reason, this section will first identify the process for completing the closure activities

Decommissioning at RFETS is conducted under CERCLA removal action authonties (See RFCA
170) Pursuant to the CERCLA removal authorittes embodied in RFCA, decommissioning
performed under an DOP must attain, to the maximum extent practicable, federal and state
applicable or relevant and appropnate requirements (ARARs) (See RFCA 15 and 40 CFR

§300 415(1)) As a result, this second part of this section wiil identify the substantive attributes of
the federal and state ARARs

Decommussioning activites conducted in the RFETS Industnal Area are subject to the terms of the
Decommisstoning Operations Plan (DOP) for the Rocky Flats Industnal Area (DOP) (DOE,
1994x) The applicability of performance monitonng requirements in the IA DOP are discussed in
the third part of this section

Finally, RFCA requires that National Environmental Policy Act values be incorporated into RFETS
decision documents (See RFCAY 95) In recognition of that requirement, the final part of this
section provides a an alteratives analysts, including no action, and a descniption of potential
environmental impacts which may be associated with the decommisstoning of buildings, facilities,
and equipment

9.1 RCRA CLOSURES

As noted eariler, decommussioning the 779 Cluster will require the closure of three RCRA permutted
units The three RCRA storage units are glove boxes in Building 779 These units are
designated as numbers 90 37, 90 38 and 90 43  Although closure of these units commenced
under the onginal Rocky Flats RCRA Permit closure was not completed because an independent
professional engineer refused to certify that these units met closure performance standards.
Specifically, either the internal surfaces of the glove boxes were stained and did not represent a
clean debns surface, or the viewing glass was discolored to the point that a visual inspection
made it impossible to venfy a clean debns surface. As a result the units were rendered “RCRA
stable” and final closure was left until decommussioning of the facility

1197 of RFCA and Part X, Section A, of the RFETS RCRA permit provide that the closure of
RCRA permitted or intenm status urits may be accomplished using either a separate closure plan
or a decision document Consistent with 197, the closure requirements for the 779 Cluster are
being addressed in this DOP Because the closure i1s being conducted consistent with the
closure requirement preserited in Section X of the RCRA permit, no modification of the RCRA
permit will be required

9.1.1 RCRA CLOSURE REQUIREMENTS

Final closure of these units will be conducted in accordance with the substantive requirements of
the Rocky Flats Environmental Technology Site RCRA Permit dated June 30, 1997, Section X,
Closure Because there has never been a documented release from these units, RCRA clean
closure will be achieved by using one or more of the three approaches outiined below The
follgﬁwmg discussion i1s not intended to modify the RCRA permit language but instead is offered for
clanfication

TRU MIXED WASTE
If the concentration of plutonium associated with the RCRA unit exceeds the one gram standard,

the t?love box will be designated a TRU Mixed Waste The feasibility of decontaminating the
TRU Mixed glove box would then be evaluated. If determined
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. Not achievable, or

. Likely to result in an unacceptable radioactive dose to the employees (ALARA), or

| Too costly,

the glove box will be handled as TRU Mixed Waste and either packa%ed In one piece in a
DOT/WIPP approved container or size-reduced to fit into standard DOT packagin
(containers/boxes) In either event, TRU Mixed Waste generated from this unit will be stored on-
site for subsequent shipment to WIPP for final disposal.

Decontamination to the Low Level or Mixed Waste Category

The glove boxes may be decontaminated in accordance with the Rocky Flats Environmental
Technology Site RCRA Permit, Part 10 Closure, including Section C, Clean Closure by
Decontamination Requirements identified in that section of the Permit include selection of an
appropnate solution for decontamination Selection of this solution will be based on the tzpes of
wastes previously managed in the unit and the contaminants that are present. Water wit
sodium carbonate and tnsodium phosphate or other solutions capable of solubilizing the
contaminants of concem will be used as the decontamination solution The final nnsate volume
for the intemal surfaces of the glove box will not exceed two gallons per 100 square feet of

surface area nnsed
A glovebox will be considered decontamtnated and meeting final performance standards when

. All visible waste residuals are removed; and

. The final nnsate contains concentrations of prionty pollutants [(identified as being
managed in the Unit, and heavy metals (268 48 UHC listing))] below the standards found
in RFCA, Attachment 5, Table 2, Tier 2, and

J The pH of the nnsate 1s between 6 and 9.

If the nnsate Is above the RFCA Table 2, Tier 2 standards and it is uniikely that additional nnsing
will achieve the closure performance standard, the glovebox be closed using the treatment and or
management as debns, descnbed below

TREATMENT AND/OR MANAGEMENT AS DEBRIS

If the glove boxes are classified as low level mixed waste, the glove boxes may be handled as
hazardous debns Debns treatment of the glove boxes would be conducted in accordance with
Section 10 of the Rocky Flats RCRA Permit, Section D, “Debns Rule” Decontamination and all
substantive requirements of 6 CCR 1007-3, Part 268 45 All inherently hazardous waste (lead
shielding, lead glass, etc ) will be removed from the glove boxes using previously tested
techniques prior to disposal. Lead shielding and lead glass (that falls TCLP) will be handled as
mixed waste and appropnately treated and disposed

Hazardous debns will be considered decontaminated if the process meets the performance
standards identified in the Rocky Flats Environmental Technology Site RCRA Permit, Part 10
Closure, Section D, Debns Rule Decontamination The requirements identified in this section

include, but not imited to
J Matenal must meet the definition of debns found in 40 CFR 268 45, and
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J An extraction or destruction technologies will be selected for decontamination from the

268 45 listing, such as acid/base washing, solvent extraction, abrasive blasting,
scarification, spalling, high pressure steam, or water spray,

. Clean debns surface I1s attained as specified in 40 CFR 268 45, and

. All debns treatment residuals generated from extraction and/or destruction technologies
used In the closure are managed and treated in compliance with ARARs

As an altemative to treatment or if the 268 45 standards are not achieved (1 e , clean debns
surface) following treatment, representative sampling may be used to demonstrate that the debns
meets the treatment standards for the associated hazardous waste. In this circumstance, the
debnis may be disposed as low level mixed waste because the debnis would no longer be
prohibited from land disposal

8.2 (A::klgé\)BLE OR RELEVANT AND APPROPRIATE REQUIREMENTS

As noted earlier, decommussioning actions at RFETS must attain, to the maximum extent
practicable, compliance with Federal and State ARARs. The general ARARsS, relating to this
proposed action are identified in this section and summanzed in Table 9-1 In addition, Table 9-1
H_eengf;es whether the requirement is applicable, relevant and appropnate, or To Be Considered

in addition, RFCA recognizes section 121(e)(1) of CERCLA, so that decommissioning may waive
the procedural requirement to obtain federal, state, or local permits. (See RFCA 1|16 b.)
Regardless, RFCA requires identification of the substantive requirements that would have been
imposed in the permit process (RFCA |17). Further, the method used to attain the substantive
permit requirements must be explained (RFCA 17c). The following discussion is intended to
compliment other descnptions provided in this DOP in a manner that satisfies the RFCA permit
waiver requirements.

9.2.1 Air

Decommussioning has the potential to generate particulate, radionuchide, fugitive dust, and HAP
emissions. 5 CCR 1001-3, Regulation No 1, governs opacity and particulate emissions
Regulation No 1, Section | addresses opacity and require that stack emissions from the fuel-fired
equipment must not exceed 20% opacity. Regulation No. 1, Section Il addresses the control of
particulate emissions Fugitive particulate emissions will be generated from soil demolition and
transport Control methods for fugitive particulate emission shouid be practical, economicaity
reasonable, and technologically feasible Dunng demolition activities, dust minimization
techniques such as water sprays, will be used to minimize suspension of particulates in
addition, demolition operations will not be conducted dunng penods of high wind. The
substantive requirements that would otherwise be incorporated into a control plan (see
Regulation No 1, Section lil D) are embodied in the RFETS Environmental Restoration Field
Operation Procedure FO.1, Air Monitonng and Particulate Control, which will be incorporated into
the project In addition, any fuel-fired equipment such as generators or compressors must comply
with a particulate emission hmit (See Regulation No. 1, Section lil.A)

5 CCR 1001-3, Regulation No 3, provides authonté_lt_o CDPHE to inventory emissions
Regulation No 3, Part A, Section il requires that RFETS submit an Air Pollution Emission
Notification (APEN) to CDPHE prior to initiation of the B779 project Although this Is an
administrative requirement, RFETS will prepare an APEN to facilitate the CDPHE inventory
process
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Additionally, the National Emission Standards For Hazardous Air Pollutants (NESHAP) (5 CCR
1001-10, 40 CFR 61 Subpart H) have been identified as a chemical-specific ARAR to evaluate
potential radionuclide emissions The EDE will be calculated for those emissions anticipated from
the operations associated with facility demolition

9.2.2 Waste Storage

The waste generated dunng the closure and decommissioning activities governed by this DOP
are remediation wastes (See RFCA 1125bf and RFCA Appendix 3, the Implementation
Guidance Document, section 3 1 10) Remediation waste generated dunng this removal action
will be evaluated consistent with the requirements of RCRA Part 261, Identification and Listing of
Hazardous Waste, specifically Subparts A through C Solid remediation waste will be generated
and managed in accordance with the Colorado Solid Waste Disposal requirements, 6 CCR 1007-
2 In addition, sections of Part 268, Land Disposal Restrictions, applicable to off-site shipment
and disposal of hazardous waste are ARAR

If necessary, remediation waste will be managed in a temporary unit established pursuant to
§264.553 e requirements governing Temporary Units (TUs) are applicabie to tanks and
containers used for storage and treatment of hazardous remediation wastes generated in
conjunction with the decommussioning. Incompatible wastes, if encountered, will be segregated
within the units  Secondary containment will be provided, where practical, when liquid wastes
are stored or treated in tanks or containers Waste charactenzation will be provided, as
appropnate, in accordance with the SAP  Inspections, at a minimum of once a week, will be
provided dunng operations in accordance with the Waste Management Plan Training for
individuals generating and handling hazardous remediation waste will be implemented using the
framework identified in the RFETS Part B permit  To close a TU, waste and contaminated soils
will be removed, as appropniate The information in the paragraph is being provided to satisfy
the permit waiver conditions in RFCA 116

9.2.3 Waste Treatment

Any waste, soil/waste mixture, debrns or iquid that 1s identified as a hazardous waste requires
treatment to the Land Disposal Restrictions (LDR) levels for wastewater or non-wastewaters, as
appropnate (See 40 CFR §268.40, Treatment Standards for Hazardous Wastes)

Solidification of charactenstic hazardous remediation wastes may be conducted within a
temporary unit. For example, scabbling of low level, RCRA charactenstic lead-based paint may
result in a remediation waste form amenable to solidification. The solidification would be
conducted within competent tanks or containers and subject to waste analysis conditions
imposed in the waste management plan

9.2.4 Debris Treatment

Where appropnate, tanks, the project decontamination pad or the Main Decontamination Facility
may be configured to perform low level, hazardous or mixed waste debns treatment in accordance

with 40 CFR §262.34, §268.7(a)(4) and §268 45

Solid residues from the treatment of debns containing listed hazardous wastes will be collected
and managed in accordance with RCRA hazardous waste management ARARs Any solid
residues from debns treatment that exhibit a hazardous waste charactenstic will also be managed
in accordance with RCRA hazardous waste management requirements

Liquid residues from the treatment of debnis containing listed hazardous wastes that comply with
the CDPHE Wastewater Treatment Unit Policy are subject to RCRA hazardous waste
management ARARs until they are placed into the B891 Comprehensive Environmental
Response Compensation and Liability Act (CERCLA) Wastewater Treatment Unit headworks
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Any B891 residues that result from the treatment of listed debnis will carry the same listing as the
Iisted debns from which it onginated Any B891 residues that exhibit a hazardous waste
charactenstic will also be managed in accordance with RCRA hazardous waste management
ARARs Alternatively, iquid residues that meet acceptance criteria may also be treated in B374 or
the sewage treatment plant in compliance with the RCRA and NPDES permits

9.2.5 Wastewater Treatment

Remediation wastewaters generated durning decommissioning may be transferred to the
Consolidated Water Treatment Faciity (CWTF, Building 891) for treatment Remediation
wastewaters that contain listed RCRA hazardous wastes or exhibit a RCRA charactenstic are not
subject to compliance with RCRA hazardous waste requirements because the wastewaters are
CERCLA remediation wastes being treated in a CERCLA treatment unit The CWTF will treat the
remediation wastewater to meet applicable surface water quality standards under a National
Pollution Discharge Elimination System (NPDES) ARARs framework Waste generated at B891
as the result of treatment of a listed remediation wastewater will be assigned the corresponding
gis‘ted waste code All wastes generated at B891 will also be evaluated for hazardous
aracternstics

Alternatively, remediation wastewater that i1s determined acceptable for treatment may aiso be
transferred to B374, to the sewage treatment plant (B990) or dlrecﬂ; discharged in compliance
with the administrative and substantive terms of the RFETs NPDES Permit Because these
wast?e\néater management alternatives are authonzed in the NPDES Permit no permit waiver is
requi

926 Asbestos

Compliance with asbestos requirements is an applicable ARAR and will be achieved in
accordance with Regulation 8 Spectfically, Section lll, C 7.6, provides maximum allowable
asbestos levels, and section C 8.2 (b) ,(d) and (f) provides requirements for handling asbestos
waste matenals

Regulation 8 also governs work practices aimed at the protection of the worker/public and are
virtually identical to the OSHA requirements in 29 CFR 1926.1101 At RFETS this is controlled
through the Industnal Hygiene group in accordance with HSP 1-62200HSP-9 09. NESHAP
standards for asbestos will be implemented through specific operational directions in IWCPs in
accordance with Reg 8, Part B.

9.2.7 Polychlorinated Biphenyls

Screening for PCBs will be performed on suspect matenals pnior to demolition. Presently, the
inted concrete facility pads are the only areas where special use coatings, which may contain
CBs, are suspect Sampling results have been obtained and are less than 50 ppm for PCBs
Any other matenals, identified through In-Process Charactenzation, as su of containing
PCBs will be managed in accordance with 40 CFR Part 761, Disposal Of Polychlonnated
Biphenyls, if determined to contain 2 50 ppm PCBs

Fluorescent light ballasts are the only |_'potentual source of PCBs identified in the 980 Cluster. Light
ballasts marked “No PCBs” or “PCB Free” will be managed as non-hazardous solid waste and
disposed at a sanitary landfill Ballasts marked “PCBs” or not marked and not leaking will be
packaged for disposal at an TSCA-permitted facility Leaking PCB light ballasts and unmarked
hight ballasts will be managed as fully-regulated PCB articles
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9.2.8 Radiological Contamination

Due to the likelihood for radiological contamination in the B779 Cluster guidelines contained in
DOE Order 5400 5 have been identified as TBC In the event that radiological contamination is
identified, DOE Order 5400 5 will be followed to ensure protection of the workers, the public, and
the environment in addition, DOE Order 5420 2A, Radioactive Waste Management, has been
identified as TBC and contains the requirements for the management and packaging of LLW

9.2.9 Soll Disturbance

Soil excavation 1s not anticipated as part of this action. The cement pad for each faciiity will
remain in place

9.3 PERFORMANCE MONITORING

The DOP (DOE, 1994x) provides a methodology to establish a baseline data set, warning limits
and controls, evaluated potential monitonng technologies; outline the preprogrammed response
dunng verfficatton monitoning, and summarize the current emergency response procedures The
red%uwem%nts of DOP are applicable to the decommissioning of the B779 cluster and must be
addresse

94 ENVIRONMENTAL ISSUES
9.4.1 National Environmental Policy Act (NEPA)

Most of the information in this section is taken from previous Site NEPA documents, including the
Rocky Flats Cumulative Impact Document (CID) published by DOE in 1997, which provides an
impact analyses for baseline conditions (no action) and site closure. The closure case addresses
activities descnbed in the Rocky Flats Ten Year Plan Under site closure, the CID examines the
complete decontamination, decommussioning, and demolition (DD&D) of a genenc 100,000 square
foot plutonium-contaminated facility. In companson to the genenc facalg. uilding 779 1s an
approximateg 64,000 square foot structure, 36,409 square feet of which contained process
equipment Glove box areas in the generic facility were pattemed after configurations in Building
779 because this facility contains numerous processing areas and was the subject of detailed
time and cost estimates to complete DD&D. The discussion below descnbes the data collected
and impacts analyzed for these two aiternatives as they apply to decommissioning of the 779
Cluster to the extent practical and appropnate

Alternatives Analysis

The National Environmental Policy Act requires that actions conducted at the RFETS consider
potential impacts to the environment. The Memorandum for Secretanal Officers and Heads of
Field Eilements, dated June 13, 1994, issued by the Secretary of Energy, Hazel O’ Leary and
entitled “The National Environmental Policy Act Policy Statement " defines the DOE policy for
integrating the NEPA process into the CERCLA decision making process While no separate
NEPA documentation s required for this effort, RFCA (and DOE policy) requires DOE to consider
environmental impacts of the proposed action and of alternatives as part of this document
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9.42 PROPOSED ACTION AND ALTERNATIVES
Alternative 1, Proposed Action, Decommissioning of the 779 Cluster

The proposed action 1s the decommussioning of the 779 Cluster Decommussioning activities are
to follow a project-specific plan approved by the DOE and COPHE Activities consist of site and
facility charactenzation, decontamination, dismantiement, and waste generation Any remediation
waste generated by decommissioning activities would be transported to an appropnate facility for
storage followed by disposal

Alternative 2, No Action, Maintain Safe Shutdown
Alternative 2 to Proposed Action

This altemative maintains the 779 Cluster facilities in their current configuration This
alternative would not result in further environmental degradation, but does resuit in
continued funding of landlord function for general facility maintenance

Alternative 3, Aiternative Use of the 779 Cluster Facilities
Altemative 3 to Proposed Action

This alternative would maintain the 779 Cluster facilities in their current configuration but
change their mission in support of the RFETS

Evaluation of Alternatives

Altemative 1- The objective of the proposed action is to reduce the overall Site mortgage by
removal of facilities that no longer have an intended mission Decommissioning includes removing
equ(lfment, size reduction and packaging of the removed equipment; surveying the facility for
residual contamination, decontaminating facility surfaces and structural members; and
charactenzing, packaging, and shipping any resuling remediation wastes In addition, remamning
building surfaces will be characternzed pnor to dismantling cluster facilities

Removal of residual contamination would be intiated with the simplest and least aggressive
methods, such as decontamination using damp cloths. In the event that the least aggressive
methods are not effective in achieving the necessary level of decontamination, more aggressive
methods may be employed to address contamination removal Proposed decontamination
methodologies are descnbed in Appendix B, Decontamination Options. The entire facility would
then be dismantled (with the exception of the building slab) and debns would be shipped to
appropnate off-site facilities for disposal or recycle is 1s the selected alternative because it
supports the accelerated closure and results in minimal environmental degradation.

Alternative 2: This altemative would not accelerate closure of the site, therefore it was rejected

Alternative 3 This altemative does not result in any detnmental environmental consequences but
1s rejected based on the following evaluation Alternative use of the 779 Cluster in support of the
RFETS mission was evaluated by the Site Facilittes Use Committee (SFUC) THE SFUC
determined that there was no further mission for the 779 Cluster

Use of the 779 Cluster for an altemnative off-site use was evaluated in accordance with DOE
Order 4300 1C, Subparagraph g, Disposal of Government - Owned Land and improvements
No future use was identified through the DOE 4300 1C evaluation
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9.4.3 ENVIRONMENTAL CONSEQUENCES OF THE PROPOSED ACTION

Environmental effects associated with the D&D of the 980 Cluster are descnbed in the following

Environmental Impact Issues

As descnbed in earlier chapters and in Appendix A, the 779 Cluster Is located entirely within the
(secured) Protected Area of the Site's Industnal Area (see Figure 1-1) Building 779 housed less
than 1000 kg (1 ton) of plutonium residues that required treatment (DOE/EA-1120, p 3-6), and
these have since been removed Initial Investigations show that many intenor surfaces, process
drains, piping, glove boxes, filters, sumps, and other equipment are radioactively contaminated to
vanious levels (see Section 4 0) Decontamination and decommissioning of Rooms 152 and 154
in Building 779 was one of six pilot projects initiated in 1994 and intended to provide “lessons
learned" that could be aptghed to subsequent projects (Categonical Exclusion RFO/CX23-94) In
addition to Building 779, the Cluster consists of two cooling towers and two cooling tower chillers,
a cooling tower pump house, a paint and storage facility, a metal storage facility, and a gas bottle
storage facility (see Appendix A)

The proposed decommissioning activities for the 779 Cluster involve asbestos abatement,
decontamination of intenor surfaces and equipment by vacuuming and w:rlng, disconnection of
electrical power, draining of piping systems and equipment, removal of gloveboxes and other
equipment, further decontamination by wiping, washing, scabbling, and other methods (see
Appendix B), and dismantiing and demolition of the facilihtes Many of these actvities could
qualify as categoncal exclusions under DOE's NEPA regulations (e g , removal of asbestos from
faciities (B1 16), demolition/disposal of facilities (B1 23), disconnection of utilities (B1 27), and
minor activities to place a facility in an environmentally safe condition, no proposed uses
(including reducing surface contamination, but not including conditioning, treatment, or processing
of spent nuclear fuel, high-level waste, or spectal nuciear matenals) (B1.28)

Given the existing environment and industnal setting, environmental impact issues associated
with the pri decommissioning and decontamination activities for the 779 Cluster are imited
in scope The proposed activities are unhkely to result in discemable adverse effects to biological
resources, mcludln&vegetatlon, wetlands, wildlife habrtat, and state and federal sensitive (e g,
threatened and endangered) species populations or habitat. The facilities to be decommissioned
are not located in a floodplain and the proposed activities will not be affected by, or themselves
affect, any floodplain No wild and scenic nvers, pnme agncuitural solls, parks or conservation
areas, or natural resources will be affected The proposed activities will provide employment for
a very small number of people, most of whom are expected to come from the current Site work
force, thus, the activities are also unlikely to result in adverse socioeconomic effects Demolition of
the Cluster i1s not expected to be noticeable off-site and thus is not expected to result in major
changes in visual quality of the Rocky Flats area

Therefore, this discussion of environmental impact iIssues focuses more intensely on the following
areas of potential impacts

. Mobilization of radioactive and other contaminants into the environment via soils, air,
surface waters, or groundwater;

. Health and safety of workers who may be exposed to radioactive and toxic or hazardous
matenals (including lead, asbestos, and PCBs), and health and safety of the public, both
dunng normal decommussioning activities as well as accidents;

. Environmental issues associated with waste management, including the contnbution of
wastes generated by the proposed activities to the decreasing site-wide capacity for
intenm storage and transportation of waste,




DECOMMISSIONING OPERATIONS PLAN RF/RMRS-97-085 UN
FOR THE 779 CLUSTER INTERIM MEASURE/ Rev 0, Page 83 of 96
INTERIM REMEDIAL ACTION Date Effective 09/25/97
. The physical removal of Building 779 as an historic structure that 1s eligible for the National

Register of Historic Places and a secondary contnbutor to a potential Historic District
compnised of Cold War Era facilities at Rocky Flats, and

. This project's contnibution to site-wide cumulative impacts

Geology and Soils

Decommussioning the 779 Cluster will disturb minor land acreage, most of which has been
previously disturbed Activities such as excavation could cause localized landslides or slumping
to occur Some recontounng of the soils may occur after facilities are removed to restore soil in
areas disturbed br demolition equipment. There will be short-term increases in soil erosion and
siltation and small, temporary losses of soil productivity Contamination of soils from
decommissioning activities is not expected because facility structures will be decontaminated prior
to demolition of the structures themselves

Air Quality

Potential impacts to air quality resuiting from the decommissioning of the 779 Cluster facilities
include asbestos emissions resutting from asbestos removal, Berylllum emissions resulting from
the decontamination and removal of equipment and facility matenals, radionuchde emissions
resulting from the decontamination and removal of equipment, and fugitive dust emissions resulting
from transportation activiies associated with the decommissioning and demolition activities Air
emissions from these activities will be controlied and monitored in accordance with the Site Health
and Safety Program (Section 7.0)

Asbestos 1s present in several areas of Bullding 779, pnmanly in the form of ptpe insulation
These matenals will be removed by a properly certified contractor in accordance with applicable
state and federal regulations Assuming that the removal, transportation, and final disposition is in
accordance with applicable regulations, there i1s minimal nsk of an asbestos release to the air

Some equipment within Building 779 1s potentially contaminated with berylium. The house
cleaning action level for berylhium contamination is 25 pg per square foot. Cleanup and removal of
matenals and equipment contaminated with beryllium a very small potential to cause a
release to the ar Management of the contaminated matenals and equipment in accordance with
current site procedures will result in minimal nsk to both on- and off-site personnel. Cleanup of
any building matenals to the lowest level practicable will minimize any potential beryllium release
dunng the demolition of Building 779.

Decontamination, size reduction, removal, and ultmate disposal of equipment and matenals in
Building 779 have the potential to release radionuclides to the air Decontamination and size
reduction activities take place within containment (either glove box, B box, or hood) that is
equipped with a HEPA filter In addition, the building room exhaust is equipped with HEPA filters
This essentially eliminates the potential for a radionuclide release short of an accident dunng the
transportation of the contaminated matenal Stack monitonng is also conducted to ensure the
integnity of the HEPA filtraton equipment

Fugitive dust emissions will result from the transportation of matenals and wastes from the 779
Cluster There will be significant, short term fugitive dust emissions dunng the demolition of the
structure itself without takmg mitigation measures Building 779 1s a reinforced concrete and cinder
block construction which will require the use of heavy equipment to reduce Because of the
distance of the Cluster from Site boundanes, impacts will be short-term to personnel working in
areas proximate to the 779 Cluster
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Miscellaneous hazardous matenals will be removed from several structures within the 779
Cluster These matenals will be managed in accordance with existing Site procedures and there
will be hittle nsk for air emissions

Water Quality

Because the ground floor and basement of Building 779 will remain in place, and no other
structures of the 779 Cluster will be removed below ground level, decommissioning of the Cluster
1S not expected to impact significantly storm water runoff, storm water percolation, or surface water
flow charactenstics

Potential impacts to water quality resulting from the decommussioning of the 779 Cluster include
the release of liquid wastes contained in the facility storage tank, impacts to storm water runoff
dunng facility demolition

Existing wastes collected in the facility storage tank located in the basement of Building 779
present only a negligible nisk if they are managed in accordance with existing site procedures

Building demolition can result in particulate runoff in storm water unless preventative measures are .
taken For that reason the terms of the industnal Area DOP must be satisfied

Because decommussioning of the 779 Cluster will not remove any portions of structures below
ground level, no new bare ground 1s expected to be exposed to wind or water erosion If
appropnate in specific instances, silt fencm%gr similar protective device would be installed to
prevent or minimize the possibility of water-bomne soil leaving the immediate area and entering
drainage ways. Demolition activites mag' however, deposit small debns on the surrounding
pavement or ground surface which could be carmed away by storm water runoff Quantities of
such matenal are expected to be small

Among the techniques under consideration for decontamination of the 779 Cluster ts the use of
water or steam to remove contamination and loose debns (Appendix B) While this technique is
effective in removing contamination, it also generates large volumes of potentially contaminated
water and may even contnbute to the spread of contamination Surface water samples from the
779 Cluster drainage sub-basin will be collected using an automated station located to pull
salmples from the entire sub-basin's runoff. Water used for decontamination will be treated pnor to
release

Because no work will be done below ground level, ground water should not be aftected The
basement of Building 779 will be left intact with the stairway sealed to prevent in flow of storm
water

9.4.4 Human Health Impacts

Decommissioning has the potential to expose involved workers, non-involved workers, and the
public to radiological and other contamination because the nature of the work is to remove or fix-in-
place contamination Disruption of contaminants or hazardous matenals increases the chance of
the contaminant or matenals being dislodged, becoming airborne, and being inhaled by or
deposited on humans

Radiological Impacts

For involved workers, deactivation and decontamination actvities at Butlding 779 are estimated to
result in a total dose of 17 person-rem to workers involved 1n decommissioning the 779 Cluster

This exposure would be expected to result in less than 1 (0 07) latent cancer fataliies, assuming
the same worker group conducted both deactivaton and decontamination activiies. Doses to co-
located workers from decommissioning operations at Building 779 alone have not been evaluated
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However, the annual radiological exposure of a maximally exposed co-located (unprotected)

worker as a result of site-wide closure activities i1s estimated at 5 4 milirem (a milirem 1s 1/1000 of

g rem) The corresponding nsk of a latent cancer fatality to this worker is two in 1,000,000 (CID,
ection 5 8 1)

Annual dose to the maximally exposed off-site individual from site closure activities is estimated at
0 23 mrem, with a corresponding excess latent cancer fatality of 1 in 10,000,000 The annual
dose to the public as a result of all activities in the RFETS closure project at the peak time of
exposure (1997 - 2006) is expected to be 23 person-rem, or a total of 23 rem for all of the 2 7
miilion people projected to be living within 50 miles of the Site In 2006 This annual dose of 23
person-rem would be expected to resuit in less than one (0 01) latent cancer fatality in the entire
Denver area population Estimated annual dose to the maximally exposed off-site individual is
well below the applicable standard of 10 milirem/year (CID, Section 5 8 2)

Estimated doses from the 779 Cluster decommussioning are expected to be a small fraction of
those estimates for site-wide activities, as descnbed above For companson rurposes. DOE's
annual hmit for occupational exposure as a result of all activities and through ali exposure
pathways ts 5,000 millirem (5 rem) per person The Site standard for annual exposure is 750
milhirem per person Natural background radiation in the Denver area results in an annual
exposure of approximately 350 millirem per person

Exposures to workers and the public will be controlled and monitored in accordance with the
RFETS radiation safety program (Section 7 4)

Non-Radiological Impacts

Non-radiological health effects (from exposure to chemicals) is measured by a hazard index A
hazard index greater than one i1s considered to be a basis for concern, and the greater the index is
above one, the greater the level of concem

For the full suite of site closure activities (including decommissioning of all facilities), a hazard index
of 1.2 has been calculated for a co-located worker who 1s chronically exposed to all chemicals of
concern simultaneously during working hours over the entire penod of site closure The
corresponding cancer nsk s 5 in 100,000 (CID Section 5.8.3).

For the full suite of site closure activities (including decommissioning of all facilities), a hazard index
of 1 5 has been calculated for a member of the public who is chronically exposed every day for
70 years to all chemicals of concern simultaneously (a hrighly unlikely event) A more reasonable
scenano of exposure to a single chemical showed indices of well below one for each
potentially released chemical, analysis of potentially carcinogenic air poliutants indicates a cancer
nsk of 3 in 10,000,000 for the maximally exposed off site individual (CID Section 5.8 4)

Estimated non-radiological impacts from the 779 Cluster decommussioning are expected to be a
small fraction of those estimates for site-wide activities, as described above sures to
workers and the public will be controlled and monitored in accordance with the RFETS
toxic/hazardous matenals and chemical safety program (Section 7 3)

Occupational Hazards

In addition to exposure to radiological and chemical hazards, workers at the Site are exposed to a
vanety of industnal hazards such as heavy machinery, repetitive motion tasks, and physical
agents such as heat and cold Using a general industry rate for construction to estimate injury and
lliness cases, site closure activites are estmated to result In 584 cases of injury and iliness during
the peak activity penod (1997 - 2006) (CID, Section 5 8 3). The portion of these cases which
would be estimated to resuilt from the Building 779 decommissioning alone would be less than the
total Site figure
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The general industry rate of injury and iliness is considerably higher than the histonc incidence
rate for the Site, occupational hazards will be controlled, mitigated, and monitored in accordance
with the RFETS occupational health and industniai satety programs (Section 7 2)

9.45 Plants And Animals

Because the 779 Cluster is located in the previously disturbed Industnal Area, impacts to plants
and animals are expected to be minimal Possible minor impacts to other vegetative areas may
result as fugitive dust may distnbute undesirable matenals among existing plant species
Additional impacts may occur to vegetation associated with increased traffic in order to
accommodate the decommissioning equipment Increased traffic, both vehicular and pedestnan,
could result in some vegetation disturbance

Mammals such as rats, mice, and raccoons are known to be residents of or visitors to the
Industnal Area. These mammals would be displaced, and some mortality would occur as a result
of decommissioning activiies Bird nests attached to faciiies planned for demoliton would be
destroyed, although no direct bird mortality 1s anticipated

9.4.6 Waste Management

Environmental impact issues associated with waste management are related to human healith
issues, storage capacities, and transportation

In general, waste generated from decommusstoning of the 779 Cluster includes contaminated and
uncontaminated equipment, tools, electncal conduit ;};stems, piping systems, gioveboxes and
facsmty structural matenals Decommissioning of the 779 Cluster will generate waste as estmated
in Section 8.0

Decontamination will be performed in conjunction with deoommissaomngbteo remove radiological
contamination and hazardous constituents. Where feasible, items will be decontaminated to free
release conditions Items that have been decontaminated to a free release condition will be
transferred for use at a different location within RFETS, for use at a different DOE facility, or sent
to the PU&D organization for appropnate handling. Mixed waste generated from decommissioning
activiies will be stored in permitted areas on-site, or where feasible, shipped to an approved off-
site disposal site  Mixed waste will be stored onsite until the matenal can be shipped for final
disposal. Hazardous matenals and excess chemicals will be managed as waste, where
applicable, and disposed of in accordance with established procedures Matenals and waste will
be charactenzed, stored and disposed of in accordance with the requirements of approved Site
waste management procedures which meets state and Federal regulations (Section 8 9)

Waste minimization will be utilized in the planning and management of the 779 Cluster
decommissioning wastes Elimination and reduction of waste generated as a result of
decommissioning is a high prionty Standard decontamination operations and processes will be
evaluated for waste minimization potential and surtable minimization techniques will be
implemented (Section 8 0)

With respect to transportation concerns, the 779 Cluster decommissioning project would generate
and package matenals suitable to meet DOT transportation requirements (Section 8 9).

9.4.7 Historic Resources

The environmental impact tssue related to histoncal resources is the loss of Building 779 as
histonc structure eligible for the National Register of Historic Places and a secondary contnbutor to
a potential Histonc Distnct compnsed of Cold War Era faciihes A related cumulative impact is
discussed in a subsequent section
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Sixty-four faciliies within the Site's Industrial Area, including Bullding 779, have been identified as

important to the histonc role of the Site in manufacturing nuclear weapons components dunng the ‘
Cold War (a list of these facilities 1s presented in Appendix A of the DPP) Building 779 was

onginally constructed in 1965, with additions in 1968 and 1973 (see Section 1 2 2 and Appendix

A) While this facility, like the others, is less than 50 years old, one of the usual cntena for

determining eligibility 1s that it 1s considered histoncally significant as an essential component of

the weapons production activities at Rocky Flats

Negotiations are underway between DOE and the State Historic Preservation Officer (SHPO)
conceming the aggropnate mitigative measures applicable to these facilities, it is expected that
Building 779 will be subject only to documentation requirements (collection or creation of
construction drawings and photographs), rather than preservation No modification of or damage
to the facility will occur prior to completion of such an agreement and completion of documentation
according to standards accepted by the SHPO

9.4.8 Noise

Decommissioning and demolition of the 779 Cluster 1s not expected to significantly increase noise
levels in the R Flats area Most activities will take place inside the associated facility so that
noise levels, if elevated over ambient levels, will be confined to the 779 Cluster structures in
which they are generated Other, less common activities such as scabbling (use of a machine to
remove layers of concrete), blasting (use of varnious matenals such as sand, dry ices, or other
abrasives to remove superficial contamination), and demoliion by backhoe ram, hydraulic cutters,
wrecking ball, or other devices are expected to generate noise levels higher than ambient noise
levels However, workers involved in those activities will use appropnate heanng protection
devices during activities expected to generate high noise levels (Section 7.2) Outdoor activities
will take place at a distance from unprotected workers and the public and thus are not expected to
increase noise levels to these populations to an unsafe level

9.4.9 Socioeconomic Effects

Potential impacts from the decommissioning of the 779 Cluster would contnbute to a net overall
loss of employment in the long run  The current on-site work force in the facility would either be
drawn into the D&D activities for the facility (and potentially for the entire site) or voluntanly lose
employment. In the short run, the decommissioning activities could actually increase the
employment level due to increased work force levels associated with D&D activites. Additionally,
a modest increase of purchases (raw matenals, etc ) may resuit due to D&D activities in the short
run

Under the worse case scenano, if the entire work force currently housed in the 779 Cluster all
opted for voluntanly unemployment, the net overall impact would not have a great adverse effect
on the Denver Metropolitan area nor would it adversely effect Boulder and Jefferson Counties,
where the majonty of the work force reside Taken as a single facility, the net effects are
expected to be minimal

9.4.10 Cumulative Effects

Impacts associated with the decommussioning of the 779 Cluster would contnbute incrementally to
potential site-wide cumulative impacts associated with the overall site closure program
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Some of these cumulative Impacts may ultimately prove to be beneficial to the environment,
assuming that the activities result, as expected, in the restoration of much of the Site's onginal,
natural condition prior to construction Remowving human occupation, structures, and paved
surfaces and reestablishing native grasses and other vegetation could restore native plant
communities and increase wildlife habitat, including threatened and endangered species Cleaning
up contamination will reduce health nisks to human and arumal populations

For other cumulative impacts, further study may be warranted As with decommissioning of the
779 Cluster, decontamination and decommussioning of structures site-wide will generate
transuranic, low-level, low-level mixed waste, and industnal (landfill) waste Existing on-site
intenm storage for radioactive waste is imited (DOE/EA-1146), and eventually, as site-wide
decommissioning progresses, addional storage capacity may needed The same is true for
industnal waste, the existing landfill is nearing capacity and is scheduled for closure under the Site
restoration program In 1994, DOE prepared an EA and issued a Finding of No Significant iImpact
for a new sanitary landfill at the Site (DOE/EA-0914)

Also, demolition of the 779 Cluster is part of a potential cumulative effect to histonc resources
Demolition will result in the physical removal of an historic structure that is eligible for the National
Register of Histonc Places and a secondary contnbutor to a potential Histonc District compnsed of
Cold War Era faciliies. Other histonc structures within this district are also proposed for
decommissioning and presumed demoliton The cumulative effect of these removals may be
significant (see mitigation measures below) Also, the collective effect of removing most or all of
the structures would be visually dramatic High profile structures that have dominated the Site
and the local skyline for 45 years would be eliminated The landscape would take on a less
industnal and more open, rural appearance, similar to the rangeland that charactenzed the area
before the plant was constructed

9.4.11 Mitigation Measures

Mitigation measures are prescrbed to reduce or avoid potentially adverse effects associated with
a proposed activity. For the decontamination and decommussioning of the 779 Cluster, mitigation
measures will be constdered in the areas of human health, worker safety, release of emissions
and mobilization of contaminants, and cultural resources

Decommissioning will be conducted in accordance with applicable worker and public health and
safety programs (Section 7.0), activities will be managed so that emissions and discharges are
within applicable regulatory mits (Section 9 0) As required, decommissioning will take place
within containment of existing faciliies or temporanly constructed facilities (e.g., tents) with
functioning drainage, arr filtration, and other safety and environmental protection systems
commensurate with nsks inherent in the activities being conducted

A runoff management plan will be developed and implemented to avoid contamination of
groundwater or surface water

If, dunng demolition activities, groundwater is encountered, the water will be charactenzed for
contaminants and a determination of its acceptability for discharge obtained

Precautions will be taken to ensure comphance with the Migratory Bird Act which prohibits
destruction of birds or their nests, active or inactive, without a permit  Building surveys for such
nests in the 779 Cluster will be conducted pnor to demolition

No decommussioning activiies will take place in or near habitat of known threatened or
endangered species
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No modification of or damage to facilities determined to be eligible for the National Register of
Histonc Places will occur prior to completion of a Memorandum of Agreement with the SHPO and
completion of documentation according to standards set forth in such agreement

9 4.12 Unavoidable Adverse Effects

The 779 Cluster decommissioning activities, if conducted as proposed, will have the following
unavotdable adverse effects

. Physical removal of an histonc structure that is eligible for the National Register of Historic
Places and a secondary contributor to a potential Histonc Distnict compnised of Cold War
Era facilities;

. Short-term increases In air emussions and water discharges,

. Radiation and chemical exposures to workers, co-located workers, and the public,
resutting in a small, but increased nsk of adverse health effects,

o Possible industnal accidents, resulting in injury and iliness, and

. Increased noise levels for the duration of decommissioning activities

9.4.13 Short-Term Uses And Long-Term Productivity

Unlike most projects which commit a Site to a particular use for a penod of time, the effect of
decommissioning will be to undo past commitments conceming use of the Site and open up a new
and broad range of potential future uses. Decommissioning does not commit the Site to a
particular land use, rather, decommissioning of the 779 Cluster will be one step in the process of
ending one use and opening consideration for a vanety of other possible future short- and long-
term uses

9.4.14 Irreversible and Irretrievable Commitments of Resources

Decommussioning is essentially a destruction project eliminating existing uses, not a construction
Fro;ect consuming land and buiiding matenals. Decommisstoning of the 779 Cluster will release
and and perhaps some facilities for other uses. Funds, labor, equipment, fuel, tools, personal
protective equipment, waste storage drums, and similar items are resources that will be
iretnevably committed to the decommissioning project.
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Table 9-1 Federal And State ARARs for the Decommissioning of the 779

Cluster
Action Requirement Prerequisite Citation ARAR
Air Quality Compliance with air Control of emissions for smoke, 5 CCR 1001-3 Applicable
emissions particulate, and volatiles of concemn | Reg 1
Implemented for construction
activities, haul roads, haul trucks, 5 CCR 1001-9
demolition activities Reg 7
Air Quality Compliance with Regulates radionuclide emissions | 5 CCR 1001-10, | Applicable
NESHAP from DOE facilties with a imit of ten | Reg 8
mrem/yr Site standard 40 CFR 61
Subpart H
Arr Quality Compliance with Maintain quality of ambsent air for 5 CCR 1001-14 | Applicable
NAAQS critena pollutants
Air Quality Emussion standards | Standards for demolition, storage, |5 CCR 1001-10 | Applicable
and compliance with | and handiing of waste Reg 8
asbestos work Implemented through specific
practice operational directions in IWCPs
requirements
Arr Qualirty Compliance with implemented if the remedial action | 5 CCR 1001-10 | Applicable
Hazardous Air involves a specific regulated Reg 8
Poliutant pollutant, eg., lead
Requirements
Air Quality Compliance with Ensure refrigerants are disposed of | 5 CCR 1001-19 | Applicable
ozone depleting properly Approved vessel Reg 15
compound recovery method must be used
requirements
Solid Waste Solid Waste Disposal | Requirements for disposal of solid | 6 CCR 1007-2 Applicable
Act wastes
TSCA Disposal of PCBs Ensure that any matenals with 250 | 40 CFR Part 761 | Applicable
ppm for PCBs are managed
according to TSCA
Hazardous Compliance with Identification and charactenzation of | 40 CFR 261 Applicable
Waste Colorado Hazardous | hazardous waste 6 CCR 1007-3,
Waste Act Part 261
Generator Standards Applicable | Generator prepares a manifest if 40 CFR, Part Applicable
Standards to Generators of hazardous remediation wastes are | 262
Hazardous Waste disposed of offsite 6 CCR 1007-3,
Part 262
TSD Facility Temporary unit Requirements for operation of 40 CFR 264 553 | Applicable
Standards container and tank temporary tank and container 6 CCR 1007-3,
storage requirements | storage areas 264 553
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Action Requirement Prerequisite Citation ARAR
Closure Requirement for Implemented if RCRA permitted 40 CFR Part 264 | Applicable
Closure of Permitted | units are closed 6 CCR 1007-3
RCRA Units Part 264
Closure Requirements for Implemented if RCRA Intenm Status | 40 CFR Part Applicable
Closure of RCRA Units are closed 265
Intenm Status Units 6 CCR 1007-3
Part 265 as
provided In
RFCA
Attachment 10
LDR Treatment standards | Requirements for treatment and 40 CFR 268 Applicable
for hazardous waste { land disposal of hazardous waste 6 CCR 1007-3,
Part 268
Universai Requirements for Govemns battenes, pesticides and 40 CFR Part 273 | Applicable
Waste Universal Waste thermostats
Management | Management
Used Oil Requirements for Implemented if used oil 1s managed | 40 CFR Part 279 | Applicable
Management | Used Oil
Management
Water NPDES Discharge of stormwater or treated | 40 CFR Part 122 | Applicable
Requirements for wastewater into surface water and 125
discharging waster bodies 5§ CCR 1002-8
into surface water
bodies
Low Level Low Level Waste Requirements govemning offsite 10CFR Part61 | Applicable
Waste Disposal disposal of low level radioactive
Disposal waste 6 CCR 1007-14
Radiation Standards for Establishes the cntena for the DOE 5400 5 TBC
Protection radiation protection protection of human health and the
environment
Radioactive Radioactive Waste Requirements for the DOE Order TBC
Waste Management management and packaging of | 5420.2A
Management LLwW

C - Chemical Specific ARAR

L - Location Spectfi

c ARAR

TBC - To Be Considered
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10.0 QUALITY

10.1 INTRODUCTION

A contractor will be responsible for the management, control, and oversight of the Building 779
Cluster Decommissioning Project The RMRS QA Plan (QAP) will be used to control and monitor
the quality aspects of the project activites The QA Plan will describe roles, responsibilities, and
methodologies for ensuring comphance with DOE Order 5700 6C (the Order), and 10 CFR

830 120, (Pnce-Anderson Amendments Act, also known as the Rule) The 779 Cluster
Decommussioning Project will foliow the requirements of the set forth in the QA Plan

102 PURPOSE AND SCOPE

The contractor's QAP will identify the strategy and controls currently employed, or to be
developed and implemented by the contractor, to consistently deliver products and services that
meet the requirements of customers and stakeholders The QAP will serve as a map of the
current controls employed by the contractor, and will present a concise strategy for the continuing
development of the contractor's QA Program

The QAP 1s relevant and applicable to the specific operations of the contractor and its
subcontractors, and where applicable, to the interface controls between the contractor and Kaiser-
Hill, and between the contractor and other Kaiser-Hill subcontractors When Safety Class or
Augmented Quality conditions exist, Project Management may decide to obtain subcontractors
who have eamed the “Approved Supplier” status Aptgrov suppliers are required to submit a
quality program which meets equivalent standards to the integrator's QAP The evaluation and
gpprolval a such programs s performed by Kaiser-Hill for placement into the Site Approved
upplier List

10.3 PROGRAM REQUIREMENTS

The QAP will identify the QA elements of the QA Program and defines them in the context of
implementing programs and controls Specific programs and controls are also referenced in the
QAP, such as floor level procedures, plans, and ments used to control all activities involved
in the 779 Cluster Decommussioning Project. The QAP applies to all project personnel Project
personnel will understand the program’s impact from training, indoctnnation, and the commitment
evidenced by management.

One of the pnmary aspects of the QA program 1s management involvement. The project will be
implemented through a project management team. This cntena also includes seif assessments by
the management team

10.3.1 QA Systems And Description
General

The contractor will require that decommussioning activities be appropriately planned in accordance
with the provisions of the QAP, and that when activities deviate from planned outcomes and
indicate significant conditions adverse to quality, personnel are required to stop the activity until
corrections can be made

All personnel are responsible for performing activities in accordance with approved documents,
identifying and participating in quality improvements, customer interface, supplier interface, and
processes with which they are associated The project team is responsible for exercising stop
work authonty over significant conditions adverse to quality, and for attending training
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QA Organization

The QA Program s inherent to the work This 1s accomplished dunng the planning of work,
through the participation of Quality Engineers Integration of the QA program at the onset of the
project will reduce the need for extensive inspections and assessments This early integration
supports pnmary principle of a QA program whereby the achievement of quality ts embedded in
the work processes, and that assessment should only be a tool for monitoning quality and
continuous improvement

10.3.2 Personnel Qualifications And Training

Project personnel are qualified to perform their respective tasks based on a combination of related
expenences, education, and training Education and expenence constitute the pnmary means of
qualificaion Decommissioning management, in conjunction with training program administrators,
are responsible for providing any additional skills and training prior to assigning employees
spectfic project duttes Typical training methods include computer based training, classroom
instruction, required reading, and on-the-job traning Qualification requirements and training
records are maintained and retnevable through the project manager These records reside at a
centralized training record repository

The QA Manager establishes requirements for the competency of individuals planning ,
developing, assessing, and inspecting QA related work activities Quality Engineers have the
training, qualifications, technical knowledge, and expenence commensurate with the scope and
complexity of the decommussioning activities being evaluated Evidence of competency, and
maintenance of competency have been established and recorded in accordance with the QAP

10.3.3 Improvement

Employee participation in the assurance of quality, and the continuous improvement process, is
achieved through taking ownership of their processes, and actlvelr seeking means to improve
those processes Decommissioning project management will use lessons leamed in each phase
of the project to improve succeeding phases The project team approach is one of the
management tools employed to enhance productivity and continuity throughout the project

items, matenals and hardware that do not meet established requirements are identffied,
segregated, controlied, documented, analyzed and comrected in accordance with the Non-
Conformance Reporting (NCR) process. Activities, services and processes that do not meet
established requirements are also identified and corrected in accordance with the Quality
Condition Reporting (QCR) process. Quality Engineers are responsible for supporting the NCR
and QCR processes, and for assisting in the disposition and correction of identified deficiencies

10.3.4 Documents And Records

Quality affecting documents, such as work plans, operating procedures, and health and safety
plans are prepared and controlied in accordance with approved processes These documents
receive the required reviews and approvals, they are uniquely identified, and their distnbution 1s
formally established Other essential policies, plans, procedures, decisions, data, and
transactions produced by the contractor are documented to an appropnate levei of detaul.
Document reviews by subject matter experts, management and Quality Assurance are performed
as appropnate and as specified in governing pr ures Quality records are prepared and
managed to ensure that information Is retained, retnevable, and legible. The document and record
processes for the 779 Cluster Decommissioning Project are the same as the established controls
for all E/C/D projects, and are maintained in a consistent and approved method

3
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10.3.5 Work Processes

Decommissioning processes and activities are controlled to a degree commensurate with the nisks
assoclated with the decommissioning process or activity Documented and approved instructions
are incorporated to control decommissioning processes and activities, maintaining comphance with ‘
referenced standards, engineernng specifications, workmanship cntena, qualty plans or other
requirements

Work is controlied from the onset of the project through project management procedures,

engineenng procedures, records management procedures, construction management procedures,

and work packages The IWCP s the formalized process that controls the development of the
decommissioning work packages Established Waste Management Procedures and other controls

ensure that the generation and handling of waste meets goveming requirements

10.3.6 Design
Sound engineenng, scientific pnnciples, and appropnate technical standards are incorporated into
all design activities to assure inten rformance. Site infrastructure programs, pnmanly The

Conduct Of Engineenng Manual (COEM), provide controls for the design of items and
rocesses Design work includes incorporation of applicable requirements and design bases,
identification and control of design intertaces, and venfication or validation of design products by
independent, qualified individuals, subject matter experts or groups other than those who

performed the work The venfication and validation is completed before approval and
implementation of the design.

The design control processes for the 779 Cluster Decommissioning Project are existing and well
established. The design control process Is approved and documented through procedures for the
control of design inputs, outputs, venfications, reviews, changes, modifications, and configuration
change con Design control requirements for procured design and engineenng services are
also incorporated into procurement specifications

10.3.7 Procurement Of ltems And Services

The Decommissioning Program implements a procurement and subcontracts system that complies
with the appropnate protocols required by the Site. All procurement documents receive a
documented independent quality review by Quality Engineers to assure incorporation of
appropnate quality assurance requirements The QA organization reviews procurement
documents to ensure that the requirements for items and services are clearly depicted, including
specific performance requirements. Procurement documents are retained and administered in
accordance with approved procedures.

The contractor will emplo¥hoontrol systems for identification, maintenance, and control of tems,
including consumabiles. The controls ensure that items are properly labeled, tagged, or marked,
and that only appropniate tems are used for the application. Controls ensure that items are
identified, handied, stored, transferred, and shipped in a manner that prevents loss, damage, or
detenoration

10.3.8 Inspection And Acceptance Testing

Decommissioning activities or items that require inspections and/or acceptance testing will be
specified in work-controlling documentation, such as IWCP work packages, operating procedures,
and data management plans. Acceptance cnitena and hold points are clearly defined, in
accordance with approved procedures Inspections are designed and controlied in accordance
with approved processes Oversight and acceptance of services is performed in accordance
with approved documents by qualified personnel from the Decommissioning Program staff or by
the designated Quality Engineer
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Testing I1s conducted when necessary to verify that items and processes perform as planned
Testing activities are planned and implemented in accordance with approved procedures that
include prowvisions for performing the test, item configuration, environmental conditions,
instrumentation requirements, personnel qualtfications, acceptance cntena, inspection hold points,
and documentation requirements for records purposes Only controlled and calibrated
measurement and test equipment are used for testing, measunng and data collection activities

10.3.9 Assessment Program

The contractor will establish and maintain an assessment program and procedures for planning
and implementing assessments Assessments are scheduled by an independent branch of the
QA organization, based on the nsk and QA performance indicators of the activities being
conducted Assessments are conducted by qualified QA personnel, independent of the 779
Cluster Decommissioning Project. The results of assessments are documented, reviewed by
appropnate management, and are tracked to venfy development and effective implementation of
corrective actions

As previously indicated, the QA organization consists of personne! who participate with and are
matnxed to the decomnussioning organization These personnel conduct monitonng and
survelllance activities as a continuous barometer of quality assurance compliance and
implementation Decommussioning Program management also performs documented Management
Assessments of the decommissioning organization to determine the effectiveness of the QA
Program and overall organization performance

11.0 FACILITY SECURITY

All the containenzed SNM has been removed from Building 779 and the matenal access area
(MAA) has been closed Building 779 has been downgraded to a Nuclear Matenal Safeguards
Category 3 building (clearance required for free access) After the completion of the SNM
consolidation and deactivation activities the building may be further down graded to a Category 4

The Building 779 Cluster can only be accessed through the PA. individuals entenng the PA must
hold a DOE clearance or be escorted by a cleared individual. The Building 779 Cluster has been
downgraded from a “Classified” plutonium facility to a “Non-Classified” facility, but visitors must
be escorted within the 779 Cluster by a butiding qualified individual. General public access to
these facilities are not permitted

12.0 SCHEDULE AND BUDGET

A summary level schedule has been provided as Attachment 1 The schedule was developed
using the work breakdown structure. The Cluster was subdivided into buildings and the
buildings were divided into work areas. The work areas were then logically tied on the schedule
as they were to be completed Within each work area the individual tasks were identified as
being in one of three categones, equipment removal, system removal, or decontamination The
different categones within each area were then logically tied so that the equipment would be
removed, the room would be decontaminated, and then after an entire area supported by
ventilation was cieaned up, the supporting ventilation system and overhead systems would be
removed Manpower resources were assigned to each activity and the schedule was level
loaded to amve at the final schedule.
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The project's budget is dniven by the resource loaded schedule Each resource was assigned a
cost and then matenal costs were added to the project The project’s total estmated cost is a roli

up of the individual activity cost
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Appendix A
Building 779 Cluster Description
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1.0 BUILDING 779 CLUSTER DESCRIPTION
11 SCOPE
12 SUMMARY DESCRIPTION OF THE 779 CLUSTER

Main structures in the Building 779 Cluster are the R&D facility, Buillding 779, a filter plenum and
emergency generator bullding, Building 729, a filter plenum building, Building 782, the emergency
generator facility, Bullding 727, a paint storage facility, Buillding 780, and a cooling tower, Structure
783 The facility was built in 1965 and has had several additions and modifications since then
Building 779 1s located in the north central section of the Rocky Flats site, east of Buildings
776/777 and north of Building 750

The building 1s constructed pnmanly of filled concrete block intenor walls are concrete block,
transite, gypsum board, and acoustic paneling Floors are poured concrete, covered with vinyl-
asbestos tile, carpet, or paint The roof is built up over nigid board insulation, supported by
poured concrete on a metal pad

Dunng 1988, the extenor containment of Building 779 was structurally upgraded to withstand a
Design Basis Earthquake and Design Basis Wind The Building 779 Cluster was used for
research and development activities including physical chemistry, physical metallurgy, machining
and gauging technology, joining technology and process development The Cluster supported
weapons production activities and was an essential component of the national secunty
operations performed at Rocky Flats The areas in which these operations were located are
descnibed below

Description Of Facllity

This section describes the physical arrar:fgement of pnncipal buildings in the Building 779 Cluster,
architectural and structural features, significant equipment, environmental control systems, and
safety aspects of each. Building 779 (Identified by the Number 1 in Figures A-1 and A-2) has
been in use since May 1965 Since then, two major additions have been constructed The first
addition (Identified _tln_z the Number 2 in F“l?ures A-1 and A-2), is also referred to as Building 779A,
was built in 1968 The second addition (Identified by the Number 3 in Figures A-1 and A-2 was
built in 1973 and is also referred to as Building 779B. Two new filter plenum buildings were also
constructed They are Building 729 in 1971 and Building 782 in 1973

General Description

Building 779 1s the pnmary structure- in the Cluster Ground-floor area (including a covered dock)
is 42,800 square feet (ft2), the second floor 1s 24,370 ft2, and the basement is 540 ft2, for a total of
67,710 ft2 The building 1s roughly L-shaped The north-south leg i1s approximately 161 ft wide
and 214 ft long The east-west leg 1s 62 ft wide and 101 ft long At its highest point, the
bullding 1s 27 ft tall

Building 729 1s one of the two filter plenum buuldmng supporting Building 779 and is rectangular in
shape Its dimensions are as follows 72 ft long (From east to west), 38 ft wide, and 30 ft high
It 1s located south of Building 779 and 1s connected to it via a second-story, 8-ft.-wide duct brnidge

Building 782 1s the other filter plenum building supporting Building 779 Itis 60 ft wide by 99 ft
long (From north to south) and is located east of Building 779 The building 1s 20 ft high Itis
oon&ectzd to Building 779 via an underground duct tunnel, a two-story vertical shaft, and an
overhead duct
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The emergency generator for Bullding 782 s in a separate concrete block structure and is called
Building 727 Itis located east of Building 779 and north of Building 782

Building 783 1s a cooling tower located east of Buillding 779 and north of Building 727

Building 780 s a paint storage facility constructed of sheet-metal It is located east of the
northeast comer of Building 779

In addition to the structures mentioned, heating, ventilating, air conditioning (HVAC), electncity,
gas and compressed arr, steam, water, process waste, sewer, fuel oll, and fire protection utility
systems serve the Cluster

Building 779 Description

The pnmary functions of Bullding 779 were research and development There have been two
major additions to the buillding The first addition (Building 779-2) provided supplemental office,
laboratory, mechanical equipment space and two large machine shop areas The second addition
(Buillding 779-3) supplied more office and laboratory space, plus an environmental storage area
and a storage vault

Floor plans for Building 779 are shown in Figures A-3 and A-4 The facility has joining, electro-
refining and coating laboratones. It also contains machine shops, environmental storage areas,
offices, loading docks, locker rooms, a duct tunnel to Buillding 782, a second floor enclosed
walkway to Building 777, and a second-floor duct bndge to Building 729

Building 779 Seismic Modifications

In 1987 and 1988, the concrete-block structure of Building 779 was reinforced to withstand a

0 149 seismuc acceleration at bedrock and a 161 mph design basis wind More recent analysis
found the building to be vulnerable to somewhat lower loads Seismic modifications were made to
Building 779 and (EQE, 1987) include

. Seismic ties installed over the existing north roof area,

J New concrete buttresses, grade beams, and driled piers were added,

. Honzontal steel strongbacks were installed against block walls,

. \VCZ'IP:QI steel strongbacks were installed between the roof and first floor along exterior

. Steel plate seismic collectors were installed on top of the main structural topping,

. A new metal deck panel was installed between the low and high roofs,

. The outer wall of the covered dock area was reinforced and sheathed with metal,

. The ventilation duct support structure at the southeast comer of the building was braced

by pairs of diagonal struts at the south and west sides of the tower,
. New tie-downs were Installed at the ends of tapered girders,

U Most windows and a number of doors were eliminated
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Foundations

The foundations for Building 779 are honzontal and poured-in-place with reinforced concrete
spread footings Dimensions vary from 1 ft 6 in square to 6 ft 6 in square and from 10n to 16
in thick In depth below grade, the footings vary from 3 ftto 9 ft Reinforced concrete grade
beams, 16 inches to 18 In wide and 10 in to 13 in thick, rest on the spread footings Concrete
grade walls, 10 1/2in to 121n thick and 4 ft 6 in deep, support the exterior walls

Structural Framing

Three types of framing members have been used In Buuldln? 779 \Vertical concrete columns,
cast-in-place and reintorced (10 in br 14 to 16 in rectangular) rest on slab footings Structural
steel columns (8-in deep) are wide-flange I-beams encased in concrete The columns support
an extenor passageway and an extenor wall of the onginal building Concrete block pilasters (16
by 16 in ) which have been reinforced with steel, were used in the single-story portion of the

onginal building

Exterior Walls

The extenor walls of Building 779 are constructed of mortar filled concrete block from the foundation
base to a height of eight feet up the exterior wall From the eight foot height on the extenor walls
are constructed of holiow concrete block except for the 12-in -thick, poured-in-place, reinforced
concrete wall of the storage vault and the metal stud and siding on a storage area on the east side
of the first addition (Building 779-2) Concrete block walls are 10 to 12 in thick on the first floor
and 8 in thick on the second floor There Is honizontal trussed wire reinforcement in both interior
and extenor hollow core concrete block walls, however, there i1s no vertical reinforcement. Walls
are insulated with either perlite fill between cavities or 2 in blanket insulation Outer surfaces of
the concrete blocks are painted The walls are designed to be the equivalent of 2-hr fire-rated

walls
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Floors

The first-floor slabs in Bullding 779 are poured-in-place, reinforced concrete 6 to 8 in thick, with a
barner on a gravel base The second-floor slab in the onginal building is 3 1/2-in -thick reinforced
concrete on concrete joists supported by concrete beams The second-floor slab of the second
addition 1s 8-in thick reinforced concrete on concrete joists supported by concrete beams

Roofs

Three different roof systems have been used on Building 779 The single-story portion of the
onginal structure (#1 in Figure A-1) 1s structural steel with 18-gage steel decking, insulation, and
composition roofing The two-story portion of the onginal buillding and the second addition i1s a
poured-in-place, reinforced concrete slab on concrete joists, supported by concrete beams

The onginal building roof has insulation and composition roofing, whereas the second addition roof
has 2 inches of “foamed-in-place” urethane and silicone rubber roofing The first addition roof
conﬁs1sts of precast concrete tees with 2 in of kght-weight concrete, 4 in of perlite, and elastomeric
roofing

Interior Walls

Most interior and extenor walls in Building 779 are painted concrete block Storage vaulit walls,
which are of 12-in -thick reinforced concrete, are also painted Ceramic tile covers the concrete
bloc:<d in locker room and restroom areas The intenor surface of most exterior walls 1s gypsum
boa

Ceilings

The cellings in offices and hallways are suspended acoustical tile In other areas of Buillding 779
the ceilings are the cement undersides of floors and roofs. The major exception is an 8-in
reinforced concrete celling over the storage vault

Doors

Most of the doors in Building 779 are either solid steel, steel with louvers, or steel with safety
lass windows. There are double airlock doors separating laboratory and development areas
rom the outside office and maintenance areas There are two steel vault doors which close off

the environmental storage area and a lead-lined, 4-in -thick Benelex door for the storage vault

Windows

There are no windows in Building 779 The addition (Building 779-3) on the south side of Building
779 (Figure A-2) had windows that were sealed during the setsmic upgrades

Surface Finishes

Most intenor and extenor walls in Bullding 779 are painted Walls in laboratory areas are painted
with epoxy Walls and floors in rest rooms and locker rooms are covered with tle  Floors in
laboratories are painted with epoxy and the floors in offices and hallways are vinyl asbestos tile

Duct Bridge To Building 729

The duct bnidge 1s an enclosed second-story structure that connects Building 779 to Building 729
The nterior of the bndge 1s 6 ft 8 1n. wide by 7 ft 4 in high and spans 38 ft between the
buiidings
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The floor 1s precast concrete twin tees with a concrete overcoat The walls are concrete block and
the roof is 4-in thick, reinforced concrete with 2-in , foamed-in-place insulation and silicone-rubber
roofing This bndge houses the two exhaust ducts from Buillding 779-3 The bndge i1s not used as
a walkway

Overhead Passage To Building 777

The connecting, enclosed walkway from the second floor of Building 779 to Building 777 1s
approx:matel)"_ 11 ft wide by 54 ft. long It has a reinforced concrete floor and roof and concrete
block walls The roof 1s insulated and has multiple layers of roofing on top

Exhaust Duct Tower

The tower structure for the exhaust ducts to Building 782 1s located along side of Building 779 at
the southeast corner Itis 40 ft high and approximately 12 by 13 ft in cross-section Walls are
8-in thick, reinforced concrete block The roof 1s tapered, reinforced concrete slab which is 8 in at
the high point and 5 in thick at the low end The roof slab Is on top of a metal deck and 1s
covered with multiple layers of roofing matenal on top of 1 1/2 In of insulation

Duct Tunnel To Building 782

Exhaust ducts enclosed in a tunnel run east on the roof of Building 779, pass into the duct tower
off the southeast comer of the building, down through the tower, and into a 48-ft -long
underground tunnel, entening Building 782 in the pit area

The underground duct tunnel 1s 10 ft 8 in wide and 12 ft high on the inside Walls, floor, and the
roof are 12-in.thick, reinforced concrete with an extenor waterproofing The top of the roof slab Is
about 3 ft. below dgrade Walls are supported by five concrete caissons ranging from 2 ft to 2 1/2
ft in diameter and 11 to 14 ft deep

Arrangement Of Building 779

Building 779 is compnsed of three main areas (Figures A-1 and A-2) Section 1 is the onginal
building and is two stones The first floor contains laboratones, a mechanical equipment room, a
maintenance room, an emergency generator, and welding areas There is also a locker room,
offices, radiation monitoring, and other small shop areas. The second floor has two large
laboratory areas containing coatings R&D, X-ray, gas diffusion, offices, and small iaboratornies
There is also a small basement for process waste collection tanks, a fire protection water
collection tank, and transfer pumps

Section 2 has five large research areas which were used for metal joining, electroplating, and
machining Smaller areas contain faciliies which were used for measurement, mechanical
properties evaluations, and physical evaluation. Offices, a locker room, and a mechanical
equipment room are also located in this section

Section 3 Is the second addition to the bullding It consists of two stones located at the
southwest corner of the building Section 3 houses a mass spectrometer surveillance lab and an
environmental storage area.

Emergency Generator Facility, Building 727

The emergenc¥hgenerator facility houses a 500-kilowatt (kW) generator for emergenc¥hpower for
Building 782 The structure, built in 1973, 1s 16 ft wide by 24 ft long by 12 ft high e single-
story building has 8-in concrete block walls that rest on 8-in -thick by 5-ft-deep foundation walls
Concrete block walls support a 5-in thick, reinforced concrete roof slab that has asphait-gravel
roofing The floor slab is 6-in thick, reinforced concrete Access is provided by a set of double
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doors and a single -door Ventilation 1s provided by six louvered grills This building has
automatic sprinklers which contain an antifreeze solution, and an -electric space heater for winter -
freeze protection

Filter Plenum Facllity, Building 729

Constructed in 1971, this 1s a one-story building with a small penthouse that serves as the
connection for the exhaust-duct bndge to Building 779 The building i1s approximately 72 ft long
by 38 ft wide by 16 1/2 ft high The penthouse is 22 ft long by 10 ft wide and 7 ft 4 in high
Building 729 contains one two-stage and one four-stage filter plenum that filter room and glovebox
air from Building 779-3 There Is also a 150-kW emergency diesel generator used to maintain
power to cntical equipment within Buiiding 729 in the event of a power failure

Reinforced concrete spread footings, 2 ft highby 3ft 4 in wide by 1 ft thick, support reinforced
concrete grade walls 13 to 19 n. thick and 3to 5 ftdeep The floor slab s reinforced concrete 6 In
thick There are two pits One Is approximately 2 1/2 ft deeﬁ; the other Is approximately 6 ft
deep Both pits are lined and have 12-in thick floor slabs e pits were constructed to hold
used fire suppression system water that could be contaminated Figure A-5 illustrates the first
floor plan of the building

Outside walls are actually two separate walls two inches apart, made of concrete block The
extenor wall 1s 4 in thick and the intenor wall is 6 in thick with 2 In of loose periite between the
walis

The roof consists of precast concrete twin-tee joists topped with a 4-in thick concrete slab, 2-in.
thick foamed-in-place urethane, and finished with stlicone rubber roofing It i1s supported by cast-
in-place concrete beams resting on reinforced concrete columns

There 1s a second-floor mezzanine above the control room in Bullding 729 The floor 1s a cast-in-
place, reinforced concrete slab

For fire protection, the building has wet-pipe sprinklers throughout, heat detectors, and manual
and automatic sprays in the plenum

Paint Storage Facility, Buiiding 780

This building provides storage for paint and solvents It Is a corrugated sheet-metal shed with a
reinforced concrete slab floor and sheet-metal roof Intenor walls and ceiling are gypsum board
The building has approximately 140 ft2 of floor space

Cooling Tower, Structure 783

The cooling tower, In use since 1967 and rebuilt in 1985, supplies cooling water to Building 779
Building 779-2 cooling water 1s provided by the Building 776 system. Structure 783 is
constructed of aluminum and steel on reinforced concrete pedestals on a reinforced concrete
foundation Since it consists entirely of metal and concrete, a fire protection system was
considered unnecessary

Filter Plenum Facility, Building 782

Thus filter plenum facility serves the onginal Building 779 and Building 779-2 It has three exhaust
plenums to support building, glove-box, and hood exhausts, plus a supply plenum for Building
782 supply air The building has been in use since February 1973 itis 100 ft long by 61 ft 8
in wide by 15 ft 9in high Figure A-6 1s a floor plan of the building
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Reinforced concrete caissons, varying from 2 to 2 1/2 ft in diameter and from 6 to 24 ft deep,
support reinforced concrete grade beams which are 10 in thick by 5 ft deep The floor slab is
reinforced concrete varying from 6 to 9 in thick There is one large pit at the west side of the
plenum building that holds the fire suppression system water tank and provides access through
the duct tunnel to Building 779 The pit is 23 ft high by 22 ft wide by 17 ft deep The walls are
12-I1n-thick, reinforced concrete The floor Is reinforced concrete 12 to 17 in thick Walls in Building
782 are 6-In thick-, precast, reinforced concrete panels joined in place by 8-in thick concrete
columns that vary from 14 to 24 in wide There are no intenor walls

The roof consists of precast, reinforced concrete twin tees with a minimum of 2 in of composite
cast- in-place, stone aggregate topping It is supported by 8-in thick reinforced concrete roof
beams resting on the reinforced concrete columns

Automatic spnnkiers throughout the building, and heat detectors with automatic alarms connected
to the Plant Protection Dispatch Center, provide fire protection for the building

Zone Concept for Confinement

To ensure that radioactivity 1s contained and controlled within the building, Building 779 i1s divided
into several ventilation zones separated by physical barners Contamination control is
accomplished through a senes of pressure-control zones, each of which is connected to dampers
that control the amount of air leaving a zone Ventilation pressure ts increasingly negative from
zone to zone toward areas of potentially higher radioactivity The ventilation atmosphere flows
from arelas having the least potential for radioactivity toward areas having progressively higher
potentials

The air-pressure balance between zones i1s maintained by differential-pressure sensing
instruments and 1s controlled by inlet and outlet zone dampers

Pressure differentials maintain airflow toward the zone having highest radioactivity potential to
final filtration, pnor to being exhausted to the outside atmosphere.

The outer shell of Building 779 provides the final containment barmer for radioactive matenals
before the outside environment Conventional double-door aiocks provide passage to areas that
do not contain radioactive matenals, such as offices or maintenance shops

Glovebox Design

The pnmary confinement of radioactive matenals in plutonium process areas is achieved by the
use of gloveboxes In general, process gloveboxes are of welded construction, using formed
stainless steel sheet Some boxes are lined with Teflon® Gloveboxes are covered with I/8-in
lead sheet where greater radiation shielding 1s required

Glovebox windows are attached by means of floating gaskets or external studs and clamping
bars that seal suitable gaskets Windows are constructed of laminated safetgglass, wire glass,
or plastic, depending upon the use of the box If shielding was required, leaded glass was
laminated with safety glass Glove ports are stainless steel nngs welded to glovebox walls
Thick rubber gloves are attached to glove ports with steel nngs Before they were used,
gloveboxes were leak tested to ensure their integnty

Where possible, gloveboxes were designed with a single-level floor to prevent fissile matenal
from accumulating in low areas or pockets. Large openings In a glovebox, such as a ventilation
duct, were positioned above the floor of the glovebox to prevent the entry of iquid. Some
gloveboxes that potentially could contain a cntical quantity of fissile matenal had a gravity flow
drainage system capable of removing liquid to maintain a cnitically safe depth Cnticality drains
terminated on the laboratory floor that was designed to hold the liquid in a cnhically safe
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configuration Liquid was then be sucked into special Raschig ring-filled vacuum tanks for
subsequent analyses and processing

Heating, Ventilating, and Air Conditioning Systems

The purpose of the HVAC system Is to control the temperature, humidity, and quality of the zone
atmospheres within Building 779 The Building 779 Cluster contains several HVAC systems
They are descnbed below for the following areas (1; onginal Building 779, (2) Room 127, (3)
Room 122, (4) Building 779-2, (5) Building 779-3, (6) Building 729, and (7) Building 782

The air supply systems within Building 779 are capable of conditioning 100% of the outside arr,
however, the systems usually operate in a recirculating mode to conserve energy Control rooms
and instrumentation operating under normal power, emergenccy power, or uninterruptible power,
ensure safe dependable surveillance and control of the HVAC systems

Original Building 779 HVAC

This portion of the Building 779 HVAC has two air supply systems, two air recirculating systems,
and two air exhaust systems (Figure A-7) Outside supply air for offices, lavatones, locker
rooms, and the electron beam laboratory within the onginal Building 779 structure is drawn into the
building through fixed louvers and a bird screen, through back-draft dampers, then drawn through
a fiberglass filter in air conditioner, AC-2, by fan B-201 Bnne is circulated through the air
conditioning coils to reduce the temperature of the air entering the HVAC system

The fan delivers the air through temperature-control heating coils to office-area distnbution
systems Figure A-8 illustrates a typical two-stage plenum of HEPA filters

Most of the air from the office areas is recirculated through AC-2; a small amount is exhausted to
the atmosphere through a filter plenum (FP-403) by building exhaust fan F-403A or B in Building

782

Outside air for hoods and gloveboxes, excluding inert gloveboxes, passes through a distribution
system similar to that for the office areas, except that there are two supply fans (B-IOIA and B)
A recirculation system for the production side room air also has two fans, F-404A and B, one of
which recirculates 90% of the air from the production side of the building through a filter plenum,
FP-404, back through its own atr conditioner, AC-l. (With the AC-l system, there is the option to
use 100% fresh air

Air exhausted from the production side gloveboxes and hoods is drawn by fans through four-
stage filter plenums in Building 782 before 1t i1s exhausted to the atmosphere. Fan F-401A or B
pulls the glovebox exhaust through filter plenum FP-401 while fan F-402A or B pulls hood
exhaust through FP-402

Room 127 HVAC

Room 127 is a mechanical equipment room located within the onginal Building 779 that has its own
air supply and supply fan HV-l  One hundred percent of the air from Room 127 is exhausted
through the building exhaust plenum, FP-403, in Building 782

Room 122 HVAC

Room 122 is the control room for onginal Bmldm%779, Building 779-2, and Buﬂdln? 782 HVAC
systems It also monitors the HVAC system in Building 729 It has its own supply filter plenum,
FP-407, and supply fan, F-407, with chiller and heater, its air i1s exhausted directly to the

atmosphere
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Building 779-2 HVAC

The HVAC system for this part of the building 1s completely separate from the systems in the
onginal Buliding 779 and Building 779-3 addition(Figure A-9) Supply fans F-101A and F-101B
draw fresh air through a plenum into the laboratory areas for electroplating, joining, and machining
Hoods in the laboratones draw air from the room in which they are situated and the hood air is
exhausted through the hood exhaust pienum (FP-402) in Building 782 to the atmosphere

Room air in Building 779-2 1s recirculated through a filter plenum,FP-405, by one of two fans, F-
405A or F-405B, to enter the system again through the supply air plenum

Air supphed to the gloveboxes, excluding inert gloveboxes, in Bullding 779-2 1s drawn by fan F-
201A or F-202A and then through a supply air filter plenum Before the exhaust is released to the
atmosphere, it 1s filtered by four stages of HEPA filters in FP-401 in Building 782 One of two
fans, F401A or F-401B, exhausts the air to the outside (Figure A-7)

Building 779-3 HVAC

Supply air for Building 779-3 1s supplied from the south side of Building 779 [t is heated, if
required, then filtered by a roli or drum filter and a bag filter, after which it passes through a cooling
-coll, through a fan (F-1) through zone heaters, and into the building (Figure A-10)

Air required by the gloveboxes in Building 779-3 1s drawn from the room air using the flow created
by the exhaust fan, F-4 or F-5, in Building 729 Air supply and exhaust for Bullding 779-3 1s a
one pass system Room exhaust is filtered through a two-stage exhaust HEPA filter plenum in
Building 729 Glovebox exhaust from Building 779-3 goes through a spray fiiter and then a four-
stage HEPA filter in Building 729, after which it joins room exhaust and goes out the stack at the
east side of the bullding Room exhaust is pulled from Building 779-3 by one of two fans in
Buillding 729, F-2 or F-3 Glovebox exhaust Is also removed by one of two fans, F-4 or F-5

Building 729 HVAC

A small supply-air fan located at the west end of the building draws air into Building 729 Room
gnr ;z exhausted to the atmosphere through the same plenum that filters room exhaust from
uilding 779-3

Building 782 HVAC

This building also has its own supply fan, F-406, to provide air for the building Air is exhausted
through pienum FP-403, in combination with exhaust from original Building 779

Piping

Piping located in for Bullding 779 was designed and fabncated in accordance with current
standards at the time The following pipe lines enter or exit Building 779 steam condensate,
domestic cold water, fire protection water, natural gas, hydrogen, nitrogen, argon, compressed arr,
process waste, sanitary sewer, steam, fuel oil, tower water supply, and tower water retum

Electrical Systems

RFETS is served by the Public Service Company of Colorado with two 115-kV lines, the
Valmont and Boulder lines Each line is intended to handle loads imposed by plant facilities
Pnmary power distribution within the plant is at 13 8 kV  Buildings 727, 729, 779, 783, and 782
are served from two 13 8-kV feeders Each feeder is designed to carry the entire load assigned to
both If power in one feeder Is lost, the alternate automatically picks up and continuously carmes
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the entire load In addition to the backup feature, the dual feeder system provides a means of
load balancing and isolation for maintenance purposes Figure A-11 illustrates the basic electrical
distnbution system for Buildings 727, 729, 779, and 782

Substations 515-2 and 516-2 supply normal power to the feeders Building substations
(transformers) 729-1, 779-1, 779-2, 782-1, and 782-2 convert the 13 8 kV from the feeders to 480
V for distribution within the buildings

There are four basic electncal systems for Buildings 727, 729, 779, 783, and 782
. Normal Electncal Power

. Emergency Power Systems

. Uninterruptible Power Supply (UPS)

. Grounding and Lightning Protection

Normal Electrical Power

Switch gear, motor control centers (MCCs), and emergency motor control centers (EMCCs)
distnbute building substation power to power panels, bus ways, and directly to some larger
electrical loads Welding receptacles, lighting panels, and standard receptacles receive power
from hghting or power panels, or bus ways

When normal power is lost from an incoming feeder to an EMCC, MCC, switch gear, or building
substation, normal power can be restored via the transfer switches on the dual teeder
arrangement. This transfers the source of power from the inoperable feeder to its altemate

Building 729 has thts dual feeder arrangement only at the 13 8-kV level incoming to the 729-1 sub
station [f either of the 115-kV power lines lose normal power, the plant power can be obtained
from the other line. If both the ﬁnmary and altemate sources of power to a particular item in
service are lost, the power to that item is lost. Exceptions to this are the EMCCs that have their
power re-stored via emergency generators The function and operation of the EMCCs are
discussed in the following section

Emergency Power Systems

Emergency power systems provide alternate sources of 480-voit, 3-phase power to the EMCCs
duning failure of normal power EMCCs receive and distnbute normal power dunng normal
operation. When normal power is lost, emergency loads are automatically transferred to the
emergency power systems The emergency power is then distnbuted to cntical loads whose
operations are necessatry at all times for secunty, safety, or radiation confinement

Emergency power systems for Bulldings 729, 779, and 782 consist of three diesel engines that
dnve three electnc generators Each generator unit services a separate function, (1 e, three
different areas are covered with no redundancy between them) A 150-kW emergency generator
1s located on the first floor in Building 729, Room 105, and consumes fuel at a rate of 22 galhr
There ts a 250-kW emergency generator in Room 117 of Building 779 which has a consumption
rate of 21 gal/hr Building 727 houses a 500-kW emergency generator system for Building 782
and this uses fuel at a rate of 55 gal/hr
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Table A-1 Equipment on Emergency Power
EMCC 782-A -- Fed from 500-kW Emergency Generator, Building 727

Pit Sump Pump P-401, 3 hp

Control Transformer and Breaker
Plenum Exhaust Fan F-402A, 200 hp
Plenum Exhaust Fan F-402B, 200 hp

EMCC 782-B -- Fed from 500-kW Emergency Generator, Building 727

Emergency Lighting Transformer, 45 kVA
Power Panel gg?l,gBuﬂdlng 727

Welding Receptacle, 60A

Condensate Pumps P-405A and P-405B, 2 hp each
Plenum Exhaust Fan F-403A, 150 hp

Plenum Exhaust Fan F-403B, 150 hp

Control Transformer, 1 kVA

Plenum Exhaust Fan F-401A, 50 hp

Plenum Exhaust Fan F-401B, 50 hp

Transfer Pump P-402, 1-1/2 hp

Manhole Sump Pump P-404, 1/3-hp

Supply Fan F-406, 20 hp

EMCC IDD-3.1 -- Fed from 150-kW Emergency Generator, Building 729

Glovebox Exhaust Fan F-4, 5 hp

Glovebox Exhaust Fan F-5, 5 hp

Building Exhaust Fan F-2, 25 hp

Building Exhaust Fan F-3, Z5 hp

Supply Fan F-|, 15 hp

Instrument Air Dryer, 1 hp

Instrument Air Compressor, 5 hp

Radiator Fan, 3 hp

Vacuum Pump, 3 hp

Condensate Pump Unit CPR-|, 2 each, 1-1/2 hp

Condensate Pump Unit CPR-2, 2 each, 1-1/2 hp

e L s i
mergency ng Panel, Bulding

Condensing L?mt AC-|

EPDIE-12

Emergency Lighting Panel ELP-IE-12 (Cnticality Alarms, Disaster Waming PA)
EMCC 1G-7
EMCC IF-4

EMCC IC-7 -- Fed from 250-kW Emergency Generator, Building 779
Condensate Return Pump CPR-IA, 1-1/2 hp

Condensate Return Pump CPR-IB, 1 1/2 hp
Instrument Air Compressor C-2, 2 hp
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Selective Alpha Air Monitor (SAAM) System
Cooling Water Pump-Hot Side P-3A, 10 hp
Cooling Water Pump-Hot Side P-3B, 10 hp
Cooling Water Pump-Cold Side P-4A, 5 hp
Cooling Water Pump-Cold Side P-4B, 5 hp
Three-Pole Receptacle, 30A, and Dn-Train
Invertor Power (UPS)

Dock Roof Fan F-407, 2 hp

Joy Air Compressor C-i, 20 hp

Building Rectrculation Fan F-404A, 30 hp
Control Transformer Feeder, *5 kVA

Building Recirculation Fan F-404B, 30 hp
Health Physics Vacuum

Room 160

EMCC IF-4 -- Fed from 250-kW Emergency Generator, Building 779

Hot Water Normal Pump HP-IOIA, 7-1/2 hp
Hot Water Standby Pump HP-102A, 7-1/2 hp
Beryllium Exhaust Fan 06-11, 10 hp
Condensate Pump 1 CPR-LA, 5 hp
Condensate Pump 2 CPR-LA, 5 hp
Building Recirculation Fan F-405A, 30 hp
Emergency Lighting Panel ELP-IF-4, 15 kVA
Emergency Lighting Panel ELP-lJ-4, 10 kVA
Building Recirculation Fan F-405B, 30 hp
Recirculation Fan and Pump, Room 160
Health Physics Vacuum

Fire Water Pump - FP-405

The 250-kW diesel-driven emergency generator in Building 779 has an electric starting system
identical to the system for the emergency generator in Building 727 Electnc heaters for water and
oil keep the generator warm for rapid and dependable starting. Heat to the generator room is
provided from the Building 779 heating system

A safety system for Building 779 is the Process Air Programmer (PAP) PAP is used to start (in
sequence) the ventilation fans on emer?ency power and to ensure tRroper differential- pressures
for radioactivity confinement On normal power, the PAP monitors the ventilation fans. Dunng
startup, the PAP takes corrective action if a fan fails to start  On emergency power, the PAP
ensures that the ventilation fans start in the proper sequence. This prevents all fan motors and
other emergency equipment from starting simultaneously Fan--starting current, or “inrush® current,
Is about six times fan-operating current. To start these motors simultaneously would require an
excessive current demand from the emergency generator, whose speed would then be reduced,
resulting in unacceptable power frequency and a severe drop in voltage The PAP starts only
one fan motor at a time, and waits at least 4 seconds before starting each succeeding motor

Uninterruptible Power Supply System (non-functional)

A 10-kVA Static Products™ UPS system located in Building 779 provides power to certain loads
that cannot withstand even a momentary interruption transfer from normal to emergency power
These loads include cntical equipment such as ventilation controls and the process air
programmer

The UPS system consists of an invertor, storage batteries, and a battery charger. It is basicall
an array of storage battenes that is connected to the normal and emergency power systems e
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array of storage battenes are kept charged at all imes Direct current from the battenes is
converted to alternating current by an invertor to provide compatible power for distribution to the
loads When normal power is lost and before the emergency generator can provide power, the
loads draw the required power from the invertor which can remain connected and operational for
up to 8 hours Since the invertor and battenes are always connected to the UPS loads, the UPS
loads draw power without interruption  When the emergency generator starts, it charges the
battenes as required

Grounding and Lightning Protection

The grounding system for Building 778 functions as both lightring protection grounding and
building electrical grounding As a lightning protection grounding system, it offers a path to ground
high currents that may occur dunng a storm, thus protecting the building structure and electncal
equipment within the building As a building electnical grounding system, it offers a path to ground
for electnical fault currents (short circuits), and supplements the protection offered by fuses and
circuit breakers to the electnical equipment in the building The grounding system also dissipates
(from equipment) static electnical charges that could cause shock or fire Metal electncal equipment
enclosures are grounded to prevent possible shock to personnel if a short circuit should occur in
the equipment enclosure

The grounding and lightning protection system for Building 779 was installed in accordance with
applicable codes of the National Fire Protection Association (NFPA) and Underwnters'
Laboratones (UL) lists in effect at the time of construction

GROUNDING SYSTEM

Grounding consists of a senes of 45 ground wells spaced around the outside of the building Each
ground well has a 3/4-in by 10-ft ground rod driven into the ground so that the top of the rod is
below grade These ground wells are interconnected by a gnd of bare copper wire forming a
square array below the first floor of the building All conductors outside the buiiding are buned
below grade Buned conductors along the outside walls of the building connect the lightning
protection system to the gnd Down conductors within the building connect electncal ggwpment
on the first and second floors to the gnd A similar grounding system has been installed for each
of the support buildings for Building 779 (Buildings 727, 729, 783, and 782)

LIGHTNING PROTECTION SYSTEM

The Building 779 Cluster 1s equipped with a ightning protection system that will carry lightning
discharges safely to the ground without injury to personnel or damage to structures or equipment
The system consists of air terminals (lightning rods) uniformly spaced around the roof perniphery
and across open roof areas Air terminals are also placed on exhaust stacks, ventilators, and any
other structure or item of equipment that 1s especially susceptible to receiving a lightning strike. Air
terminals are interconnected by cables to the grounding system descnbed above The Ilghtnln?
protection system was designed in accordance with the applicable butlding codes at the time o
construction

Electrical Safety Evaluation
EFFECTS OF NORMAL POWER FAILURE

Normal electnical power for Building 779 comes from main substations 515/516 and has a double
feeder configuration Any load may receive power from either of two feeders by automatic or
manual switching (The main substation has disconnects and tie breakers to tasks may switch
automatically when one power source Is lost) Protective relays monitor the nomal power and
actuate breakers in the 13 8-kV substations to resolve problems such as excessive current, low

voltage, and frequency deviations
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Personnel monitor the major substations 24 hours a day Operation of a circuit breaker or tie
breaker activates an audible alarm and indicator light on the plant power system board This
alerts personnel to problems in the system so that immediate corrective action may be taken The
power system board indicates the status of breakers and feeders in the system

As alarms are achivated at the plant power office due to a breaker malfunction, an alarm activates
in the Plant Protection Dispatch Center This alarm indicates which substation has a problem, but
does not identify the status of the breakers

Upon loss of normal power from the 515 or 516 substation, the tie breaker between the 13 8-kV
feeders closes in approximately 3 7 second, restoring normal power (through the tie breaker) from
the operational substation to the inoperative side of the system (Interlocking circuitry associated
with the tie breaker prevents the latter from closing when an electnical fault exists, if the closing

would add to the fault current)

The building switch gear (779-1/2) also has disconnects and tie breakers to switch automatically
in the event one power source is lost If the automatic tie breaker fails to close at the 515/516
substation, or if switching rearrangement is required to restore power, plant power personnel
perform the required tasks manually These take approximately 30 to 60 min

If the automatic tie breakers at 779-1/2 or 782-1/2 fail to close, Utilities personnel restore power
manually in about 10 mun If there s a loss of both power sources to the building, the emergency
generators start automatically, after a 5-sec delay Emergency generators reach full speed on
approximately 5 to 15 seconds and connect with the emergency switch gear (480-V
normal/emergency) UPS loads are unaffected by any outages

EFFECTS OF EMERGENCY POWER FAILURE

The emergency generator in Building 727 has a diesel fuel tank which contains approximately a 2-
hr supply of fuel The other emergency generators have diesel fuel tanks with approximate 1-hr
fuel supplies Chapter 7 of the Operational Safety Requirements (OSR), defines the minimum
duration that the emergency generator main fuel oil supply shall provide

If an emergency generator fails to start, utility operators must take action to start it manually If a
major failure of the emergency generators and both sides of the normal power supply occur
simuitaneously, the UPS system can remain in operation for the loads (e g , HVAC
instrumentation) connected to it to effect a safe shutdown of critical systems All loads on
emergency power, (e g, HVAC fans and normal power loads) will not operate

EFFECTS OF A UPS FAILURE

There are two modes in which a UPS could fail (1) an electncal or electronic failure within the
UPS, and (2) exhaustion of UPS battenes when no other power source is available If normal or
emergency AC power Is available during an electncal or electronic faiure of a UPS, the ATS
actuates to supply UPS power through the altemate feed In the second mode of UPS failure, if
normal or emergency AC power is not available, a loss of power to UPS loads will occur In that
case, it is not possible to monitor building conditions or operate any HVAC controls until AC
power Is restored
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WORST-CASE FAILURE

The worst-case failure of the electrical systems could occur if both normal power sources were
lost, the emergency generator would not start, and the UPS systems failed

If all sources of power are lost, including the UPS system, the buuldmgrﬁup ly air dampers will be
closed manually and the building exhaust air dampers will fail closed This failure mode allows the
building to go to a static air condition

Under static air conditions, some release of radioactivity within the building may be possible,
since internal confinement barners depend on negative air pressures within the gloveboxes The
amount of airbome radioactivity 1s not expected to cause any senous problems in restarting
decommissioning operations once power is restored If the exhaust dampers fail closed, minor
releases to the environment may be possible due to evacuation of the building

Upon loss of power, all operations are suspended until power is restored Operating personnel
are evacuated from the building, if the building supenntendent or radiation monitonng personnel
determine 1t Is necessary

Gas and Compressed Air

Inert gas for the Building 779 Cluster 1s supplied from vanous sources outside the Cluster Com-
pressed air is piped to the Cluster for use in pneumatic equipment Inert gas will not be used
dunng decommissioning

Inert Gas Systems

Nitrogen s used for inverting certain gloveboxes and for supplanting compressed air within the
glovebox system Nitrogen is supplied from an outside supply tank located on the east side of
the buillding These gloveboxes are flooded with dry nitrogen dunng operations and the
glovebox ventilation system exhausts the gas Argon was also used in Building 779 to inert
certain operations It is stored in an outside supply tank located on the east side of the buiiding

Natural Gas System

Natural gas enters Building 779 on the west side of the building at the top of the first floor The
natural gas system will not be used dunng decommissioning.

Compressed Air System

Compressed air equipment located in the Building 776 area supples air to Buildings 779 and 782
Building 779 has two compressors that can service the building in an emergency Building 729
maintains its own compressor Compressors are on the emergency power grid and can supply
pressure up to 90 pounds per square inch (pst)

Breathing Air System

The breathing air system provides quality air for supplied air work in the building Breathing air 1s
used by workers in areas with high airborne radioactivity It is supplied to suits that isolate
workers from this environment

The compressor station and air quality control equipment associated with the breathing air system
are located in Buildings 707 and 708 Distnibution piping brings the air into Burlding 779 at 90 pst ,
already filtered, dned, and monitored The monitoring system in Building 707 checks moisture
content, excess flow, pressure, temperature and carbon monoxide and condensate oxygen
levels This station continuously monitors the quality of the breathing air Should the air become
unacceptable, the supply automatically stops and an alarm sounds in the utility control room
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Steam Supply and System

Steam for the Building 779 Cluster i1s supplied by the main heating plant in Building 443 via valve
station C which 1s located north of the Building 776 maintenance shop In valve station C, the
steam is reduced to 125 pst before continuing on to Building 779 Condensate Is piped from
Building 779 to Building 771 then to a large holding tank near Building 443

Water Systems

Treated water 1s supplied by gravity pressure (from an elevated storage tank) from Building 124
through a 10-in loop on the plant site  The loop system allows water supply to flow from the
area of least resistance, and permits isolation of piping sections for maintenance purposes The
water Is used in the fire suppression system, as makeup for the domestic process and cooling
tower water systems Domestic water is provided by a 4 in line from the 10-in plant loop and is
used for the lavatones and as supply to the process water systems Domestic and process
systems have backflow preventers to keep process water that could be contaminated, from
contaminating treated water Fire protection water is discussed in Appendix A, Fire Protection
Nine cooling towers are open cooling water systems using untreated water as the pnmary make-
up source and -domestic water Is used as an alternate source Cooling towers are the final heat
sink of the cooling system Cooling water i1s circulated by electric pumps

The process cooling water s‘\:_‘stem 1s a closed-loop system Pumps circulate water through shell
and tube heat exchangers. Rejected heat is absorbed by tower cooling water passed through
the exchanger tubes

Process Waste System

The areas in which radioactive operations are performed drain into one holding tank in the
basement (Room 001) of Building 779

Sanitary Sewer System

The sanitary sewer system services showers, restrooms, and janitors' closets outside the airlock
system Some sanitary sewer inlets are located in controlled areas The system handles blown
down from the cooling towers, as well as overflow and relief valve effluent. Waste water is
delivered to the waste treatment plant (Building 995) through a vitnfied clay sewer main

Fuel Oil System

Fuel oil for the emergeng' generators is stored in separate, underground and above ground tanks
There is one tank for each generator Pumps bnng the oil from the storage tanks to the diesel fuel
tanks that supply the generators The cluster has a 3,000-gal underground storage tank west of
the building feeding a 90-gal diesel fuel tank at the 500-kW generator inside the building

Off the southeast corner of Building 729, there 1s a 630-gal underground oil storage tank to supply
the 15-gal diesel fuel tank at the 150-kW generator The Building 779 250-kW generator in Room
117 has a 20-gal diesel fuel tank plus an underground 500-gal storage tank, the latter is located
near the truck ramp on the east side of the building A project to replace the underground fuel oil
storage tanks with above ground tanks Is currently being completed The above ground tanks
are expected to be in place before the start of the decommussioning effort Final disposition of the
underground tanks is part of the tank replacement project
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Fire Protection

The exterior walls and roof of Buildings 779 have a 2-hour fire rating Within the building,
laboratory areas are separated from office and service areas by 2-hr rated walls Wall intenor are
finished throughout with fire resistant and noncombustible matenals Major structural components
of gloveboxes and process equipment consist of noncombustible materials

Door openings In fire-resistant walls are equipped with automatic fire doors of a comparable
rating Ducts that penetrate fire-resistant walls have fire dampers to prevent the spread of fire

Windows located on the top of gloveboxes are made of fire-resistant, wire-reinforced glass, while
most others are constructed of safety plate When required, fire resistant doors separate
connected gloveboxes Fire-resistant doors that must remain open have fusible links for
automatic closure in the event of fire

All areas In Buildings 779, 782, and 729 are equipped with overhead sprinklers These are
installed according to code, with alarms reporting to the Plant Protection Dispatch Center and the
Fire Department Each nser 1s equipped with an external flow alarm which sounds an audible
alarm when a sprinkler system s being discharged. Wet standpipe hose reels and portable fire
extinguishers throughout the facility supplement the automatic spnnkler system

The water-supply system is connected through the plant with at least two independent paths
such that water can feed two separate fire water mains There Is a single nser for the spnnklers
in Building 779 Thus water supply system can also feed one niser in Bulldings 729 and 782 Fire
protection water is drawn from the connection by two 6-in lines outside Building 779, one from the
east and one from the west The two 6-in. lines are joined together at a tee connection inside the
building, at which point a single 4-in line is used to supply water to Building 779 sprinkler

system The plant water supply system and redundant building supply allow water to come
from the area of least resistance, and permit isolation of the piping sections for maintenance

Fire protection water for Bullding 782 comes from the 10-in domestic-water supply It enters the
building through a 6-in pipe and after being drawn from this main supply, provides water to the
building spnnklers, deluge systems, and inside hose reels. Domestic water for this buildin

comes from a separate 6-in line -off the 10-in supply Building 729 has one 6-in line off the 10-
in supply for both fire protection and domestic water use The recirculating filter plenum in
Building 779 has redundant feeds from the two 6-in lines, but exhaust filter plenums in Buildings
729 and 782 do not have redundant feeds However, the Building 782 plenums can be manually
connected to the 6-in domestic water line The building sprinkler systems are not cross-
co:mected to other nsers Building 727 has an automatic sprinkier system with an antifreeze
solution

For each major laboratory and equipment area, manual fire-phone alarm stations for each major
laboratory and equipment area are installed in corndors and along exit routes These activate
local and plant wide alarm systems Emergency telephone lines permit instant communication
with the site Fire Department Incoming air temperatures to all exhaust plenums are monitored by
a Temperature Indicating, Recording and Enunciating (TIRA) system If the temperature of airto a
plenum goes above 120-F, the TIRA activates audible and visual alarms and a strip chart
recorder in the utilihes control room in 779, and a local alarm at the affected plenum

In addition to the TIRA system, an automatic fire alarm system activates if air coming to the
plenums reaches 190°F This system sends alarms to the fire department, the utilities control
room main panel, and the plant protection dispatch center The heat detector will also start water
spray upstream of the mist eliminator section of the affected plenum These plenums have an
automatic water spray prior to the mist eiminators, and a manual water deluge system prior the
first stage of HEPA filters, as shown in Figure A-8
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Radiation, Contamination, and Criticality Safeguards
Radiation Control

Gamma and neutron radiation surveys are performed as required to support decommissioning
activites All employees working in a radiation control area wear dosimetry badges containing
thermoluminescent elements to measure exposure to these radiattons Badges are interpreted
according to job and potential for exposure

Physical radiation protection in the form of plexiglas, Benelex®, water walls for neutron shielding,
an;:!\ |I_c;\a@dm\for gamma shielding, has been successful in keeping radiation exposure to employees
at

As reqbulred. the metal sides of the standard gloveboxes are covered with a I/8-in layer of lead
Glovebox windows typically have a 1/4-in thickness of leaded glass outside a layer of safety
glass Removable or hinged lead covers at all glove ports provide shielding when the gloves are
not In use In areas where radiation calculations indicate, additional intemal or extemnal shielding is
provided for gloveboxes

Contamination Control

Personnel safety is enhanced thro&ﬁh administrative and engineenng contamination controls
Selective Alpha Air Monitors (SAAMs) are located in work areas to detect any airborne
contamination Hand monitors (alpha mets) for the detection of alpha particulate contamination
are positioned at gloveboxes and conveyor lines near glove gons Hand and foot monitors
(alpha combos) are placed at work areas and corndor exits For work with greater exposure
potential, additional respiratory equipment, such as full-face masks or supplied air suits may be
required Additional shielding (lead aprons) may also be required

The level of airborne contamination 1s continuously sampled by fixed air sampling heads These
heads are located at each room exhaust port, on the outside of gloveboxes near the glove ports

and bagout stations, and near down draft tables throughout the work areas. Collection media are
counted daily to determine average alpha contamination levels

Self-monitoning for the presence of radioactive matenal on the body or clothing is required of
procr%lsls ec\;vorkers and visitors. Complete monitoning i1s required before leaving the building's
cont area

Any potential Contamination releases are contained within controlled areas through good
housekeeping practices and engineenng controls Equipment or matenals are not permitted to
leave the process areas without a complete survey for radioactive matenal contamination

Penetrations through the walls and the ceiling in Building 779 are sealed to prevent the spread of
contamination Contaminated fire water is controlled by cnitically safe low weirs at exits and at
corndor exits to the outside

In the event of a radioactive matenal release within the building, the HVAC systems contain
arrbome radioactive contamination, permitting no harmful release of particulate radioactive
pollutants to the surrounding environs Before being exhausted to the atmosphere outside the
building, gases from the process gloveboxes pass through four stages of HEPA filters in the final
exhaust plenum Room air from the laboratones is filtered through two stages of HEPA filters

Air emussions discharged through stacks are monitored and samples are measured for long-lived
alpha activity SAAMS constantly monitor the exhaust from each stack for plutonium An alarm
system exists and is activated if out of balance imits are exceeded which results in cessation of

discharge activities
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Criticality Control

Nuclear cnticality safety i1s achieved by both administrative and physical controls Nuclear
matenal safety limits, double-contingency cnteria (where at least two independent conditions
must exist simultaneously before a criticality accident 1s possible), and stnict handling and storage
procedures for fissile matenals are examples of administrative controls that are enforced to
prevent a cnticality accident Physical safeguards are designed to control parameters that
influence cnticality such as geometry, refiection, and interaction Examples of these physical
safeguards are fixed spacing, safe geometry tanks, and neutron absorbers (neutron poisons)
The following conditions apply in the operation of Building 779

J The equipment is made dimensionally safe or contains nuclear poisons to eliminate the
potential for nuclear cnticality

o Most glovebox floors are level to prevent accumulation of liquids and matenals in low
areas Where this Is not practical, dams and cnticality drains are installed as a precaution

. Dams are installed at stair-wells, elevator shafts, corndor entrances, and doorways to
modules to safely control the spread and depth of liquid

] Interaction in storage arrays is controlled by permanently positioned racks, interaction
dunng transfer of matenal is controlled by camer and cart design

. Safeguards such as camer design, cnticality drains, and dams provide cnticality protection
from water used to extinguish a tire, filter plenums have a drainage system to handle the
spray water

Alarm and Communications Systems

A comprehensive system of both audible and visual alarms wams personnel of malfunctions and
hazards Among these systems are fire, radiation, secunty, oxygen level, overflow, cnticality and
pressure alams. These alam systems are connected to the utilities control room and as alarms
are received corrective actions can be implemented

Fire Alarms

The fire alarm system in Building 779 consists of 20 manually operated telephone stations and 9
automatic stations Manual stations are activated by lifting the- telephone (inside the alarm box)
to send a signal directly to the Plant- Protection Dispatch Center (Building 121) and the Fire
Department (Building 331) The system in turn identifies the location and type of transmitting
station The alarm also sounds the building fire bells

Automatic fire alarm stations are activated through storage area contact heat detectors, filter
plenum heat detectors, and spnnkler water flow When the automatic fire alarm stations are
activated, signals are sent to the Plant Protection Dispatch Center and Fire Department In some
instances, alarms also sound locally

Selective Alpha Air Monitors

SAAMs (37 units) are located throughout the facility, supplying continuous monitoring When
arbome radiation counts reach a predetermined level, these monitors activate audible alarms and
waming lights in the affected area and in the radiation monitoning office Alarms can also be
manually activated
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Security Alarms

Secunty alarms in Buildings 779 include door alarms on all outside entrances These alarms are
also transmitted to the Plant Protection Dispatch Center

Communications

Vanous methods of communications are used intemnal and external to Bullding 779 The pnmary
method is the telephone A public address system, connected to the Plant Protection Dispatch
Center, provides both internal and external communications to building personnel Two-way
radios provide communications between the guard posts at the Building 700 Complex, the
dispatch center, and the Fire Department Walkie-talkie radios permit additional communications
between personnel and the dispatch center Emergency fire telephones permit communications
directly with the plant Fire Department In addition, radiation, cnticality, secunty, and fire alarms
offer a passive form of intemal and external communications
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Appendix B

Decontamination Options
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1.0 DECONTAMINATION OPTIONS

The following sections have been extracted from DOE Decommissioning Handbook, (DOE/EM -
0142P) These sections provide descriptions of the most probable methods to be used in this
project The decontamination sections were written to provide guidance on technology which
could be used in different situations The implementation of a specific technology will be through
the use of an IWCP Cautionary statements in this appendix are provided to aid in development
of the implementing procedure or work package The Building 779 Decommussioning Project may
use new technologies Some of the sections which are included discuss new decontamination
technologies Althoug‘h certain decontamination methods which may be used are descnbed
below, additional methods may be required/used

Decontamination is a predominant decommissioning activity that may be used to accomplish
several goals, such as reducing radiological occupational exposure, reducing the potential for the
release and uptake of radioactive maternal, permiting the reuse of a component, and faciitating
waste management The decision to decontaminate will be weighed against the total dose and
cost This section presents both proven and emerging techniques which can be used to
accomplish the goals stated above

1.1 INTRODUCTION

Decontamination 1s defined as the removal of contamination from surfaces of faciliies or equipment
by washing, heating, chemical or electrochemical action, mechanical cleaning, or other techniques
In decommissioning programs, the objectives of decontamination are to

. Reduce radiation exposure,

. Salvage equipment and matenals,

. Reduce the volume of equipment and matenals requinng disposal in licensed bunal
factlities,

. Restore the site and facility, or parts thereof, to an unrestricted-use condition,

. Remove loose radioactive contaminants and fix the remaining contamination in place in

preparation for protective storage or permanent disposal work activities, and

. Reduce the magnitude of the residual radioactive source in a protective storage mode for
public health and safety reasons or reduce the protective storage period

Some form of decontamination Is required in any decommissioning program, regardiess of the form
of the end product At a minimum, the floor, walls, and external structural surfaces within work
areas should be cleaned of loose contamination

it is not envisioned at this point that chemical decontamination methods that concentrate the
contaminant in a fluid medium will be used in this project, however, this may become an option
Presently the additional cost for the disposal of matenals is expected to outweigh the potential for
a decrease In

. Occupational exposure rates,

. The potential for a release, and
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. The uptake of radioactive material and could result in even higher doses than those

received from removing, packaging, and shipping the contaminated system without
extensive decontamination There are two primary categories for decontamination
equipment or techniques mechanical and chemical

Pnmary Choice

Mechanical and manual decontamination are physical techriques Most recently, mechanical
decontamination has included washing, swabbing, foaming agents, and latex-peelable coatings
Mechanical techniques may also include wet or dry abrasive blasting, gnnding of surfaces, and
removal of concrete by scabbling These techniques are most applicable for the decontamination
of structural surfaces

Secondary Choice.

Chemical decontamination uses concentrated or dilute solvents in contact with the contaminated
item to dissolve either the base metal or the contamination film coverning the base metal
Dissolution of the film 1s intended to be nondestructive to the base metal and i1s generally used for
operating facilites Dissolution of the base metal should onlx be considered In a decommissioning
program where reuse of the item will never occur Chemical flushing 1s recommended for remote
decontamination of intact piping systems Chemical decontamination has also proven to be
effective in reducing the radioactivity of large surface areas such as floors and walls as an
alternative to removal

In recent years, many innovative decontamination techniques have been proposed For the most
Fart, these emerging technologies are hybnd technologies compnised of one or more of the
ollowing methods chemical, electrochemical, biological, mechanical, or sonic methodology These
innovative techniques are descnbed in a separate section (Section 1 4) and are subdivided into
categones based on similar charactenstics

1.2 CHEMICAL DECONTAMINATION
1.2.1 Introduction

Only an overview of chemical decontamination methods is provided for reference as no chemical
methods are expected to be used in this project due to the large amount of secondary waste
which would be produced Chemical reagents are very widely used in the commercial nuclear
power industry as decontaminates. The objective of chemical decontamination in the commercial
nuclear power industry Is to remove fixed contamination on surfaces of piping, components,
equipment, and facilities

The advantages of chemical decontamination are that it can be used for inaccessible surfaces, it
requires fewer work hours, it can decontaminate process equipment and plfplng in place, and it can
usually be performed remotely Chemical decontamination also produces few airborne hazards,
uses chemical agents that are readily available, produces wastes that can be handled remotely,
and generally allows the recycling of the wash liquors after further processing The
disadvantages of chemical decontamination are that it 1s not usually effective on porous surfaces,
it can produce large volumes of waste (although volume may be reduced by a radioactive waste
treatment system), it may generate mixed wastes, and it can result in corrosion and safety
problems when misapplied In addition, it requires different reagents for different surfaces, it
requires drainage control, for large jobs, it generally requires the construction of chemical storage
and collecting equipment, and it requires addressing cnticality concems, where applicable

Chemical decontamination involves the use of either concentrated or dilute reagents In general,
both the concentrate and dilute processes fall into one of six chemical classifications
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high - pH oxidation and dissolution,

high - pH oxidation followed by low-pH dissolution,

low - pH oxidation and dissolution,

low - pH oxidation followed by low-pH dissolution,

low - pH dissolution, and

low - pH reduction and dissolution (Munson, Divine and Martin 1983)

An example of the high-pH oxidation and dissolution chemistry is the use of alkaline
permanganate (AP), which dissolves chromium oxide and attacks vanous hard-surface alloys,
organics, and copper The use of AP followed by citric acid or any other acid 1s an example of
high-pH oxidation followed by a low - pH dissolution In this case, there i1s some dissolution in
the first step, but the major purpose of the AP is to condition the corrosion product film, most of the
decontamination occurs with the dilute acid step These techniques are generally applied to
nuclear reactor systems, which operate under reducing conditions It should be noted that a
strong acid can be substituted for a weak acid, if necessary in a decommissioning program where
the equipment will not be reused

A similar use I1s made of low - pH oxidation and dissolution For example, nitric acid can be used
as both oxidant and acid, particularly in the removal of uranium oxide fuel debns A procedure that
1s similar to the high - pH oxidant followed by Citrox or another acid for a low - pH dissolution

step this process Is suitable for the removal of fuel and fission product debns and can be used
for corrosion product removal if ittle or no chromium s present.

Several solutions are available for low - pH dissolution The best known of these are phosphoric
acid and CAN-Decontamination inhibited phosphoric acid was used successfully for many
years in the Hanford N-reactor, a pnmarily carbon steel system CAN-Decontamination, a dilute
solution used on reactor-scale operations in Canada, has also been successful on nuclear reactor
components and with an oxidizing pretreatment Phosphoric acid vaponzed with steam has been
used for vapor-phase cleaning of isolated components

Low - pH solutions that are strongly reducing are not common because reactions with water tend
to make them unstable. One process developed for high-temperature stainless steel is a
reducing decontamination solution that uses hydrazine ?Peach and Skeleton 1988)

1.22 Decontamination Chemistry

Chemical solutions are generally the most effective on nonporous surfaces Possible
decontamination agents are chosen based upon the chemistry of the contaminant, the chemistry
of the substrate, and disposal of the waste that will be generated by its use Because a wide
vanety of possible decontaminating agents is usually available for each case, other factors such
as cost, matenal corrosion, safety, waste, and support services must also be considered

Decontamination factors (DFs) are used to determine the effectiveness of the decontaminating
agent (e g, chemical treatment) DFs are usually increased with contact time, concentration,
temperature, and agitation Contact time between the reagent and the surface can range from a
few minutes to many hours and even days Removal of metal oxide layers usually requires
several hours of contact Increasing temperature accelerates the reaction rates, however, some
chemical constituents break sown at elevated temperatures At times, several applications of the
same reagents are needed, and the surface may need to be flushed upon completion
Consideration should also be given to how long the reagent can be recycled before a fresh
solution is used, because metal hazardous waste ions have a tendency to resettle out of the
solution Chemical decontamination 1s more effective under turbulent conditions produced by
some form of mechanical agitation such as cavitation, hydraulic flow, or scrubbing

Numerous chemical formulations are possible Without specific physical and chemical information
pertaining to the hazardous species present on a particular type of surface, it is not possible to
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descnbe chemical reactions Furthermore, the complete reporting of chemical formulations used
most frequently 1s difficult because some of these are proprietary and sold under a sales
descnptor without complete technical information about the ingredients

Water/Steam

Water i1s a universal decontamination agent that acts by dissolving the chemical species or by
eroding and flushing loose debns from the surface It can be used on all nonporous surfaces, and
its effectiveness can be enhanced by increasing its temperature, adding a wetting agent and
detergent, or using a water jet Steam is effective partially because of its gas velocity impinging
on the surface, and it can be made even more effective with detergents Steam can be used on
any nonporous surface that can withstand the temperature, but it 1s most useful on accessible
surfaces Steam generally provides better DFs than water for flat-coated or polished surfaces
Dry Steam has some application for uncoated concrete

Most 1onic compounds are soluble in water; therefore, water/steam is the first choice for sluicing
bulk salts and solids from tanks For surfaces with grease or oll, it is not effective unless
detergents are added Water 1s most effective when the contaminant has been in contact with the
surface for only a short time

Water itself has little effect in removing long-standing contaminants and those that are chemically
bonded to the substrate it has aimost no effect on hard metal oxide and carbonate or silicate
scales, and 1t reacts violently with metallic sodium or potassium Most transition metal
compounds have imited solubility in water unless the pH i1s lowered The advantages of using
water as a decontaminate are that it is cheap, available, nontoxic, noncorrosive, and compatible
with most radioactive waste and RCRA waste systems In addition water/steam requires few
support services that are not already available Because of its safe nature, it can be used in
large facility and environmental flushing operations Remote operations can be accomplished with
fire hoses, jets, or steam lances Most cleaning operations use a water flush before other agent
are used e advantage of using steam is that the volume of water ts reduced

The disadvantages of water i1s a decontamination are that large volumes are usually required and

contaminants can resettie onto other surfaces In particular, the use of water has the tendency to

spread radioactive contamination, which complicates the control of clean up If fissile matenals are
present, cnticality concems become paramount

13 MECHANICAL DECONTAMINATION

Mechanical Decontamination methods can be classified as either surface cleaning (e.g , sweeping,

wiping, scrubbing) or surface removal (e g , gnt blasting, scanfying, dnil and scabbling)

Mechanical decontamination can be used as an alternative to chemical decontamination, can be

gsed simultaneously with chemical decontamination, or can be used in sequence with chemical
econtamination

In general, mechanical decontamination methods can be used on any surface and achieve
superior decontamination When these methods are used in conjunction with chemical methods,
an even better result may be realized Moreover, when dealing with porous surfaces, mechanical
methods may be the only choice There are two general disadvantages to the mechanical
methods First, the methods require the surface of the work place to be accessible (1 e, the work
piece should generally be free of crevices and corners that the process equipment cannot easily
or effectively access ) Second, many methods produce airborne dusts [f contamination 1s a
concem, containment must be provided to maintain worker health and safety and to prevent the
spread of contamination
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As with chemical decontamination, the selection of the most effective technique depends on many
vanables, such as the contaminants of interest, surface matenal, and cost For example, the
selected treatment may have to be applied several times to respond to site-specific conditions

(1 e, to meet the established clean up cnitena) Because each of these techniques can be
modified to site-specific conditions, the actual effectiveness and implementabihty of each
technique under those conditions will be explored before being implemented Surface-cleaning
techniques are used when contamination is limited to near-surface matenal Some techniques may
remove thin layers of the surface (less than 1/4 in ) to remove the contamination However, these
techniques differ from surface-removal techniques in that the removal of the contaminant from the
surface I1s the goal rather than the removal of the surface itself Certain surface-cleaning
techniques can be used as a secondary treatment following surface removal Because these
techniques are so versatile, it may be advantageous to locate a centralized decontamination
facility on site in which one or more of these techniques may be used Such a facility could then
be used to decontaminate dismantled or segmented components

Surface-removal techniques are used when future land-use scenanos include reuse or when it is
impractical to demolish the huilding (e g, a laboratory within a building) The techniques
descnbed in this chapter remove vanous depths of surface contamination (e g, floors versus
walls) and mag be used to reduce the amount of contaminant to be disposed of For example, if a
contaminated building is demolished, all the debns is considered contaminated and requires
special handling However, by first using a surface-removal technique, the volume o
contaminant s limited to the removed surface matenal The eventual demolition can then be
handled in a more conventional manner In this instance, a cost-benefit analysis should be
pr?fared that considers such potential concemns as packaging, shipping, and bunal costs for a
surface-removal technique versus conventional demolition and disposa

Before any surface-cleaning or removal activity, surface preparation and safety precautions are
required All surfaces to be treated must be free of obstructions (e g, piping and supports should
be dismantied or segmented), and surfaces should be washed down to minimize the release of
airbome contamtnation during the surface-removal technique The wash iquor must be processed
as contaminated waste because it contains matenals from the contaminated surface being
washed In this instance, all combustibles should be neutralized, stabilized, or removed Finally,
the contaminated debnis (i e , the removed portion of surface) must be collected, treated, and/or
disposed of, and any liquids used dunng the removal process, either as part of the process or as
a dust control, must be processed/recycled In cases in which a contaminant has penetrated the
matenal beyond the surface layer, another treatment may be required Most of the surface-
removal techniques usually leave an undesirable surface finish

1.3.1 Flushing Water

Description of Technique

The technique involves flooding a surface with hot water The hot water dissolves the
contaminants, and the resulting wastewater is pushed to a central collection area This technique
1s usually performed after scrubbing, especiaily on floors Squeegees can be used to force the
waste water to the collection area This technique may be used with detergents or other
chemicals that enhance the effectiveness of the technique

The volume of the waste water can be reduced by simply wetting the surface and flushing before
drying occurs The volume of waste water can also be reduced by using a water treatment
system to recycle the flush water (Wood, Irving, and Allen 1992, IAEA 1988; MMES 1993)
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This process can be used for areas that are too large for wiping or scrubbing It is effective on
loosely deposited particles (e g, resins) and readily soluble contaminants, and it can be used as
a first step to prepare a surface for a more aggressive decontamination It i1s not recommended for

fixed, nonsoluble contamination In addition, nuclear cnticality considerations must be addressed
when using water containing SNM

Dusting/Vacuuming/Wiping/Scrubbing
npti I

These techniques refer to physical removal of dust and particles from building and equipment
surfaces by common cleaning techniques If the dust and particles are contaminated, PPE may
be required for workers as a health and safety control

Vacuuming is performed using a commercial or industnal vacuum equipped with a HEPA fitter If a
wet vacuum Is used to pick up liquids, however a replacement filter system will have to be used
because HEPA filters do not function properily with liquids (1 e , they clog)

Surfaces that cannot be reached with a vacuum can be wiped with a damp cloth or wipe (soaked
with water and solvent) to remove dust |f required, the cloth or wipe i1s disposed of as
contaminated waste

Scrubbmg is similar to dusting/wiping except that pressure is applied to assist in removing of
loosely adhernng contamination

Applications

The dusting and vacuuming techniques are applicable to vanious types of contamination,
including lead-based paint chips, PCBs, and asbestos The techniques are applicable to facility
surfaces, although scrubbing should not be used on porous or absorbent matenals because
loosely deposited matenals may be pushed deeper into the surface and should not be used
when contaminants are not soluble in water Wastes are contained in vacuum cleaner bags,
wipe cloths, scrub brushes, or mops and, depending on the nature of contamination, may need to
be oog}tamrefnzed or otherwise treated before disposal All of these techniques are best suited for
smooth surfaces

Several considerations must be addressed before these techniques are applied The wiping
technique can be used to remove dust generated from other operations Fugritive dusts may be
created by the dusting and vacuuming action and spread contamination It 1s important to
remember that if the source of the contaminated particles is extenor to the work area intenor
vacuuming or dust efforts may be ineffective until the extemal source is controlled Thermal
effects need to be considered when collecting fissile matenals (1 e, Pu-238) while using these
techniques (Esposito et al. 1985 Wood, Irving, and Allen 1992, IAEA 1988 )

Fixative/Stabilizer Coatings

Various agents can be used as coatings on contaminated residues to fix or stabilize the

contaminant in place and decrease or eliminate exposure hazards No removal of contaminants s

achieved Potentially useful stabilizing agents include molten and solid waxes, carbon waxes ‘
(polyoxyethylene glycol), organic dyes, epoxg paint films, and polyester resins. The stabilized

contaminants can be left in place or removed by a secondary treatment In some cases, the

stabilizer/fixative coating is applied in place to desensitize a contaminant (e g , an explosive

residue) and prevent reaction or igniion dunng some other phase of dismantling or demolition
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In general, coatings can be applied in one of two ways In a water-based solution or a solvent-
based solution Either solution contains a wetting agent that serves to break the surface tension
between the fine particles (<20 microns) and the water or solvent The ensuing chemical
reactions allow the coating to dry and harden Several applications of solution may be required
depending on site-specific conditions

In practice, hazards posed by solvent flammability and toxicity should be considered Proper
PPE is required dunng application of the coating and will vary with the type of soivent used and
the contaminant(s) of interest

Applications

Coatings as fixatives or stabilizers may be used on PCB, explosive, and radioactive
contamination Stabilizers are used to reduce the potential spread of contamination an ingestion
of radioactive contamination at nuclear facilities In practice, stabilization is achieved using an
agent that 1s complementary to the contaminant(s) of interest and the site-specific work conditions
For example, if the contamination needs to be stabilized and then removed, a wax can be used In
conjunction with a solvent or a reactant to dissolve or decompose the contamination The wax-
beanng treatment is allowed to first work and then harden, creating a contaminant-laden wax that
can be physically removed in a stripping technique The maximum DF achieved by this
technique, as measured by ambient air level, 1s 2-3, depending on the fixative or stabilizer used
In general, expenments to ensure the effectiveness of the stabilizer or fixative need to be
performed before one is selected because the degree of mmobilization or desensitization required
can vary on a site-specific basis

Metal Based Paint Removal

Description of Technique

Metals such as lead, cadmium, chromium, and mercury have been used as ingredients in paints
used to coat the interior surfaces of buildings In some instances these paints, ev?;)ecaally lead,
may still have been to coat piping and other metallic structures or components With age, these
paints can crack and peel, creating a potential health hazard to building occupants or to workers
invoived in demolition activities If decontamination of any such surface 1s required, use of paint
removal techniques may be necessary

Prior to paint removal, a controlled area Is mmallr established that surrounds the areas to be
decontaminated, and a plastic ground cover is place beneath the working area Peeling paintis
then removed from surfaces through a combination of commercial paint removers, and scraping,
water washing, and detergent scrubbing This combination of removal methods shouid allow all
surface areas of a building to be reached and affected Any paint chips accumulate on the plastic
ground covenng When paint removal 1s complete, the plastic s rolled up, securely sealed,
labeled, placed into storage containers, and disposed of properly Contaminated paint containing
metal may be considered a mixed waste and require special handiing

Following decontamination, bullding surfaces may be repainted in a conventional manner,
although repainting does not always take place immediately after removal of the old paint Action
following paint removal depends on the projected future use of the area and the degree of
contamination Resurfacing or further decontamination efforts may be necessary

Because there is the possibility that workers might be exposed to atirborne particulates and/or
chemical vapors dunng the technique application, a training program should be conducted and
safety equipment used For example, respirators may be necessary to protect workers from
organic solvent vapors In another instance, biological monitonng methods that are avaiable for
lead, cadmium, chromium, and mercury contamination may be used
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This technique can be used to remove paints from any surface It 1s most effective when the
contaminated paint layer is the uppermost layer or when the contaminated paint layer is
sandwiched between layers of paint Paint removal and replacement have been used as
cleanup techniques in many commercial, industnal, or residential buildings containing high lead-
based or other metal-based paints, as well as in buildings contaminated with radioactive
residues For example, paint containing lead in excess of 0 oe%g)/ weight can be removed from
building surfaces using commercially available paint removers and/or physical means (e g,
scraping, scrubbing, water washing) The removed paint waste is placed in sealed containers
and disposed of properly Surfaces may then be repainted with new paint having a lead content
of no more than 0 06% by weight Dunng application, federal, state, and/or local regulations
regarding health and safety concems and controls of the waste streams must also be considered

1.3.5 Strippable Coatings

Description of Technique

The use of a stnppable coating involves the application of a polymer mixture to a contaminated
surface As the polymer reacts, the contaminants are stabilized, becoming entrained in the

polymer

In general, the contaminated layer s pulled off, containenzed, and disposed of, although a
polymer can be applied as a fixative or stabilizer or even as a protective coatm? for a clean
surface A self-stnpping coating that Is a nontoxic, water-based copolymer is also available As
the formula polymenzes, it cracks, flakes, and falls off, taking loose surface matenal with it The
resultant waste requires no additional processing before disposal The necessary health and
safety requirements are determined by the hazards associated with the oontammant(s? of interest
as well as with the polymer. To avoid contact with the polymer, protective clothing, gloves, and
eye protection should be used by workers |f the monomer is hazardous (e g., vinyl chlonde),
additional grotectnon such as respirators must be used When removing matenals that generate
heat (1 e , Pu-238) care must be taken to prevent excessive heat generation (e g , separate
matenal into smaller portions)

Applications

Stnppable coatings should be applicable to all contaminants and matenals Different polymer
formulations may be required for varnious bunldmg\ matenals This technique Is best suited for
coated and uncoated floors and walls because these structural components have large surface
areas that are easily accessible Coatings may also be applied as a protective layer for clean
surtf)aloes before those surfaces become contaminated and may be used as fixatives or
stabilizers

Ideally, a strippable coating should remove all the contaminants it contacts, especially on smooth
surfaces (e g, metallic surfaces) There is a potential for the coating not to reach all the
contamination on rough surfaces, however, especially if the surface to be treated has a high
surface tension or If the polymer molecules are too large to fit in the surface pores Moreover,
secondary treatment may be needed, depending on how effective the polymer is in removing the
contaminant and how deeply the contaminant has penetrated the matenal

The polymer may bind not only to the contaminant but also to the surface of the wall or item on
which it 1s applied (strippability depends on its properties and those of the surface) In this
instance, large volumes of wastes may result, and the building or structural surface may be

damaged
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Applications of self-stnpping copolymer, which 1s imited to nonporous surfaces since porous
surfaces will simply absorb the polymer, can be used to remove rust or oxide layers from base
matenals Because oxide layers are quite porous, they tend to absorb contaminants By
removing the oxidized layers, a copolymer can remove a substantial amount of surface
contamination For rust removal and surface preparation, data have shown that two applications
of the copolymer can clean rusted carbon steel surfaces to levels comparable to surfaces cleaned
by thorough commercial biast cleaning When used on oxidized or weathered lead, copper,
aluminum, or galvanized steel, one application has been shown to be sufficient to render a
metallic surface clean and bnght It 1s recommended that this matenal be tested on a small area for
each substrate application to ensure its performance

The polymer-coating technology has been extensively studied and has been widely used in
decommissioning nuclear facilities In practice, a chemical that reacts with the contaminant can be
added to the polymer, detoxifying or eliminating its hazardous properties and thereby
circumventing the need for secondary decontamination (Esposito et al 1985; EPRI 1985, Wood,
Irving and Allen 1992)

1.3.6 Steam Cleaning
Description of Technique

Steam cleaning physically extracts contaminants from building and equipment surfaces The
steam 1s ap%;ed using hand-held wands or automated systems, and condensate i1s collected for
treatment is technique combines the solvent action of water with the kinetic-energy effect of
blasting As a result of the higher relative temperature, the solvent action 1s increased and the
water volume requirements reduced compared to hydroblasting

Applications

Steam cleaning is applicable to a wide vanety of contaminants and structural matenals This
technique 1s recommended for use on complex s and large surfaces to remove surface
contamination or to remove contaminated soil particies from earth-moving and dnling equipment. it
can be used in conjunction with scrubbing, either as a preliminary step or as part of the scrubbing
process

Although a lesser volume of waste Is generated using this technique than by hydroblasting, the
installation of sumps and the use of waste water storage containers may be necessary As in
hydroblasting, existing sumps or water collection systems may be used but must be checked for
leaks to ensure that contamination does not inadvertently migrate to another medium

1.3.7 Sponge Blasting
Description of Technique

Sponge blasting, onginally developed for the pamtln%l‘ndustry as a surface preparation activity,
1S now being used as a decontamination technique is technique cleans by blasting surfaces
with vanious grades of foam-cleaning media (1 e , sponges) The sponges are made of a water-
based urethane Dunng surface contact, the sponges expand and contact, creating a scrubbing
effect Most of the energy of the sponges Is transferred onto the surface being cleaned A typical
system consists of four major components feed unit, sifter unit, wash unit, and evaporator unit
he feed unit 1s pneumatically powered and propels the sponges against the surface being

cleaned at approximately 100 psi Standard blasting equipment (1.6 , hoses and nozzles) is used
to transfer the sponge and air mixture The sifter unit consists of a senes of progressively finer
screens used to remove debns from the sponges Residue from the sifter unit must be properly
disposed of The wash unit is a portable closed-cycle centnfugal unit that launders the sponges,
usually in three to five cycles The evaporator unit reduces the volume of contaminated waste
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water from the wash unit before disposal Because the system cleaning heads are similar to
those of other blasting techniques, this technique is readily adaptable to a robotics system

Applications

Two types of sponges are used a nonaggressive grade that is used for surface cleaning on
sensitive or otherwise cntical surfaces and an aggressive grade that 1s impregnated with
abrasives which can be used to remove tough matenal such as paints, protective coatings, and
rust The aggressive grade can also be used to roughen concrete and metallic surfaces The
sponges are absorptive and can be used etther dry or wetted with a varnety of cleaning agents
and surfactants to capture, absorb, and remove surface contaminants such as corrosion, rust,
olls, greases, lead compounds, paint, chemicals, and low-level radionuciides Using wetted
sponges decreases the amount of dust that may be generated and also provides for dust control
without excess dampening of the surface being cleaned The sponges are nonconductive and
can be used to clean electncal motors and transformers and hydraulic and fuel-oil ines This
system does not use or produce noxious, hazardous, and/or difficult-to-contain substances

The media typically can be recycled eight to ten times Duning the first cycle, the sponge-blasting
unit uses approximately 6-8 ft3 of media per hour at a surface-cleaning rate of about 1 ft2/min

The waste stream produced (the spent sponges and the absorbed contaminants) is
approximately 0 01 ft3 per square foot of surface cleaned The sponges can be collected by
vacuum for proper disposal The wash water sponges are collected, filtered, and reused within
the unit As with any blasting technique, a potential for cross contamination exists because
sponge particles may be sprayed or otherwise transported into the surrounding areas Static
electricity may be generated dunng the blasting process, therefore, the component being cleaned
should be grounded

1.3.8 CO, Blasting

Description of Technique

This technique i1s a vanation of gnt blasting in which C0;, pellets are used as the cleaning medium
Small drx-loe pellets are accelerated through a nozzle using compressed air at 50-250 pst The
pellets shatter when they impact the surface, and the resulting kinetic energy causes them to
penetrate the base matenal and shatter it, blasting fragments laterally and releasing the
contaminant from the base matenal The dry-ice fragments instantly sublimate, which adds a
Ifting force that speeds the removal of the contaminant Removed debns falls to the ground, and
the CO, (now gas) retumns to the atmosphere Because the pellets vaponze, they do not pose a
collection, treatment, or disposal problem, however, collection of the removed debns s required
Use of CO, Is advantageous to remove radioactive contamination because it does not become
radioactive and because no secondary waste is produced The airbome contamination potential
i1s typical of that of other blasting actions

A typical system consists of two major components a pelletizer that converts liquid CO; Into
dry-ice snow and a cleaning station from which the pellets are stored and blasted The cleaning
station is portable and may be used to clean equipment in place, but it may also be used to clean
dismantied equipment that has been transported to a centralized cleaning area where the
pelletizer 1s located

Applications

Blasting with C0, has proven effective with plastics, ceramics, composites, and stainless steel
Wood and some soft plastics could be damaged, and brittle matenals may shatter Hard coatings
that bond very firmly to the base matenal may be removed effectively by this technique
Addttionally, soft contaminants such as grease and oil tend to splatter and may require specialized
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application procedures and collection systems |f the object being cleaned i1s porous, soft
contaminants may be pushed into the base matenal However, this technique Is very effective
for hardened, baked-on grease

Some cooling takes place in the base matenal, but the amount of cooling seldom exceeds 40°F In
some applications, cooling makes a small contnbution to the cleaning, pnncipally with those
contaminants that break up more easily as a result of thermal shock (i1 e , those with high moisture
content or a high freezing point) The likelihood of damage resulting from cooling is remote, but
matenal analysis should be performed before using this technique on components that may
potentially be reused

in general, CO, blasting 1s best applied in a room or booth that is dedicated to that purpose to
contain the loosened debnis and to isolate the noise of blasting, which can range from 75 dB to
125 dB In a normal work space, ventilation is usually sufficient to prevent undue CO, buiidup, in
a confined space, however, ventilation needs to be actively monitored Because CO, is heavier
than air, placement of exhaust vents Is best at or near ground level Static electncity may be
generated dunng the blasting process, therefore the component being cleaned should be
grounded (Alpheus)

1.3.9 Hydroblasting
Description of Technique

In the hydroblasting technique, a high-pressure iseveral thousand pounds per square inch)
water jet 1s used to remove contaminated debns from surfaces The debns and water are then
collected, treated, and disposed of progerly Configurations range from a jet tip, which produces
a narrow stream, to a flat fan shape, which produces flow similar to a paint scraper in form Use
of the correct lance tip 1s critical to producing desired results The treated surface may require
painting or other refinishing methods if the surface Is to be reused Many manufacturers produce
a wide range of hydroblasting systems and high-pressure pumps

Applications

This technique 1s recommended for surfaces that are inaccessible to scrubbing or that are too large
for scrubbing Hydroblasting can be used on contaminated concrete, bnck, metal, and other
matenals It is not applicable to wooden or fiberboard matenals In general, the technique s very
effective, completely removing surface contamination On the average, hydroblasting removes
3/16-3/8 in of concrete surface at the rate of 40 yd2/hr Hydroblasting may not effectively remove
contaminants that have penetrated the surface layer (Esposito et al 1985) However, vanations
such as hot or cold water, abrasives, solvents, surfactants, and various pressures that may
increase the effectiveness of decontamination can easily be incorporated into the technique

Water lances have been successfuily used to decontaminate pump internals, valves, cavity
walls, spent-fuel pool racks, reactor vessel walls and heads, fuel-handling qu:gment, feed water
spargers, floor drains, sumps, intenior surfaces of pipes, and storage tanks s of up to several
hundred have been obtained Expenence at one site indicated that DF's of 2-50 could be
achieved using water only and that DFs of 40-50 could be achieved If a cleaning a?ent, (eg,
Radiac-Wash) was added Personnel at the site recommend an initial treatment at lower
pressures (500 psi) because the lower pressures perform just as well as higher pressures

(3,000-5,000 psi)

To decontaminate pipe runs, a vanation of the water lance -- the pipe mole -- is used In this
method, a high pressure nozzle head is attached to a high-pressure flexible hose and inserted
into pipe runs The nozzle orfices are angled to provide forward thrust of the nozzle so that the

hose can be dragged through the pipe
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Hydroblasting has been used to decontaminate nuclear facilities, remove explosives from
projectiles, and decontaminate military vehicles Hydroblasting also has been employed
commercially to clean bridges, buildings, heavy machinery, highways, ships, metal coatings,
railroad cards, heat exchanger tubes, reactors, piping, etc Given the volume of water generated,
installation of sumps and external waste water storage tanks may be necessary Existing sumps
or water collection systems may be used, although they must be checked for leaks to ensure that
contamination does not inadvertently migrate to another medium

1.3.10 Ultra-High-Pressure Water
Description of Technique

in this technique, water is pressunzed up to 55,000 pst by an ultra high-pressure intensifier

pump The water Is then forced through a small-diameter nozzle that generates a high-velocity
water jet at speeds of up to 3,000 ft/s This is the same technique used in abrasive water-jet
cutting except that for cleaning purposes the nozzle 1s mounted in a cleaning head With the
cleaning head attached to a lance, it can be manually moved about the surface being
decontaminated Surface contaminants are first eroded and then removed by the water jet
Deeper penetration of the surface i1s possible by adding abrasives to the water jet, however,
care should be taken to not damage or cut through the matenal The contaminant and waste water
require a processing system in which the contaminant is separated, containenzed, and disposed
of and the waste water treated and recycled

Applications

Concrete, metaliic components, structural steel, and ceramic tile are just a few of the matenals that
can be decontaminated with uitra high-pressure water Water jets can remove paint, coatings,
and hard-to-remove deposits without damaging the underlying surface They can also remove
galvanized layers from sheet metal The decontamination efficiency of the technique is dependent
on a number of parameters water pressure and flow rate, nozzle/cleaning head configuration,
distance of the cleaning head to the surface, and translation speed These parameters must be
evaluated, along with the geometnc complexities of the substrate, to achieve optimum resuits

Because water jets are omni directional and have very little thrust, they are readily adapted to
robotics or remote operation Moreover, the er unitis basmallgethe same as that used for
water-jet cuting Therefore, with minor modifications, the unit can be used for either technique as
long as the appropniate nozzle i1s used (1 e , a cleaning head or a cutting head) (MMES 1993,
Flow International, K&S Engineenng)

1.3.11 Shot Blasting
Description of Technique

Although the shot blasting technique was ornginally developed and marketed as a surface
preparation technique to enhance coating adhesion, it can be used to remove contaminants from
floors and walls Shot blasting I1s an airless method that strips, cleans, and etches the surface
simultaneously The technique i1s virtually dust free, so the potential for airborne contamination is
very low The surface is left dry and free from chemicals, so additional waste treatment is not

required

Portable shot blasting units move along the surface that 1s being treated as the abrasive is fed
into the center of a completely enclosed centnfugal blast wheel As the wheel spins, the
abrasives are hurled from the blades, blasting the surface The abrasive and removed debns are
bounced back to a separation system that recycles the abrasive and sends the contaminants to
a dust collector Larger shot removes more concrete, and the etch depth can be controlled by
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varying the speed of the unit Units are available that can remove an up to 1/4-in -thick surface in
a single pass Units are also available for vertical surfaces

The contaminated debns and contaminated shot must be treated and disposed of properly The
mobile unit must also be decontaminated

Applications

Shot blasting 1s generally used for concrete surfaces, but it can be applied to metallic components
such as storage tanks Shot blasting effectively cleans surfaces that have been exposed to
acids, caustics, solvents, grease, and oil It can also remove paint, coatings, and rust

1.3.12 Wet Abrasive Cleaning
Description of Technique

A wet abrasive cleaning system is a closed-loop, liquid abrasive (wet gnt blasting)
decontamination technique The system uses a combination of water, abrasive media, and
compressed atr and 1s applied in a self-contained, leak tight, stainless steel enclosure There I1s
no danger of airborne contamination because a self-contained HEPA ventilation system maintains
negative pressure inside the cabinet The radioactive waste i1s mechanically separated from the
cleaning media, resulting in a very low waste volume The water can be recycled and filtered,
eliminating any access to waste water drainage

The system i1s designed based on field expenence and i1s governed by ALARA concerns The
system uses no soluble or hazardous chemicals, only the abrasive media (e g, glass beads,
aluminum oxide, silicon carbide, ceramics) and water

Applications

Wet abrasive cleaning is being used b'y"l many nuclear facilities to remove smearable and fixed
contamination from metal surfaces such as structural steel, scaffolds, components, hand tools, and
machine parts The equipment can be used on close-tolerance parts such as turbine blades or
vaives where the removal of metal is not desired, or it can be adjusted to remove heavy-duty
corrosion and paint by varying the amount of air pressure and media.

A basic 4-ft .x 4-ft x5-ft. or a larger 4-ft x 8-ft x 7-ft system provides enough space in which to
decontaminate small tools or heavy, lafge-scale parts [If a matenal cannot be cut down to a
smaller size (e g, long I-beams), it can be fed through small cabinets Most booths are custom

designed to specific configurations and sizes
1.3.13 Grit Blasting
Description of Technique

The gnt blasting technique, commonly called sand blasting and abrasive setting, has been used
since the late 1800s This technique, which uses abrasive matenals suspended in a medium that
1s projected onto the surface being treated, results in a uniform removal of surface contamination
Compressed air or water or some combination of both can be used to carry the abrasive
Removed surface matenal and abrasive are collected and placed in appropnate contatners for
treatment and/or disposal
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Gnit blasting 1s applicable to most surface matenals except those that might be shattered by the
abrasive, such as glass, transite, or plexu?lass It is most effective on flat surfaces, and because
the abrasive 1s sprayed it is also applicable on hard-to-reach areas such as ceilings or areas
behind equipment Nonetheless, obstructions close to or bolted to walls must be removed before
application, and precautions should be taken to stabilize, neutralize, or remove combustible
contaminants because some abrasives can cause some matenals to detonate Static electric
may be generated dunng the blasting process, therefore, the component being cleaned should be
grounded Remotely operated units are available

Abrasives may be applied under either wet or dry conditions Under dry conditions, dust-control

measures may be needed to control dusts and/or airbome contamination This problem can be

reduced by using filtered vacuum systems in the work area When water 1s used to apply the ‘
abrasive, large volumes of waste are produced that include the waste water, the abrasive, and |
the removed debns These wastes must be properly treated and/or disposed of If the waste

water can be recycled, it may or may not need to be treated before it is reused Depending on

the application, the following vanety of matenals can be used as the abrasive media

plastic pellets, and
natural products (e g, nce hulls or ground nut shells)

. minerals (e g , magnetite or sand),
. steel pellets,
. glass beads/glass fnt,

Silica has aiso been used as an abrasive, however, its use is not recommended because silica I1s
moderately toxic, is a highly intating dust, and is the chief cause of puimonary disease

Prolonged inhalation of dusts contatning free silica may resuit in the development of a dtsabling
pulmonary fibrosis known as silicosis

A gnt-blasting system consists of a blast gun, pressure lines, abrasives, and an air compressor
Several gnt-blasting equipment manufacturers and contractors are available Labor cost could be
high because it is a relatively slow and labor-intensive technique Large amounts of abrasive are
required, so costs are necessanly dependent on the type of abrasive used (Esposito et al 1985,
Wood, irving, and Allen 1992)

1.3.14 Grinding
Description of Technique

The gnnding technique removes thin layers of surface contamination from concrete. In many
cases, the contamination is imited to the paint coating or concrete sealer finish The technique
involves abrading the surface that i1s being treated using coarse-grained abrasives in the form of
water-cooled diamond grinding wheels or multiple tungsten-carbide surfacing discs Machines to
power these abrasives are floor-type grninders who grinding heads rotate in a circular fashion
parallel to the floor Water required for cooling is injected into the center of the gnnding head,
reducing the amount of dust Supplementary contamination control can be accomplished using
HEPA-fiitered vacuum systems and wet vacuums attached to or held near the machine The
surface may be moistened before and dunng grinding to hold down dust levels

Applications

In general, grnnding i1s recommended for use where thin layers of contamination need to be
removed If the contamination is deep, the gnnd wheels or discs are quickly wom down, which
decreases the overall effectiveness of the technique




DECOMMISSIONING OPERATIONS PLAN RF/RMRS-97-085 UN
FOR THE 779 CLUSTER INTERIM MEASURE/ Rev 0, Page B-16 of B-20
INTERIM REMEDIAL ACTION Date Effective 09/25/97

A typical diamond gninding wheel (used on a floor gnnder) 1s capable of removing several
thousand square feet of surface per day to an approximate depth of 1/2 in in smaller areas, the
wheel can remove up to 1 inch of surface per day The machine can be operated by one

operator Floor and hand-held grinding machines have been successfully used at the San Onofre
Unit 1 Nuclear Plant to remove surface contamination

1.3.15 Scarifiers
Description of Technique

Scantfiers physically abrade both coated and uncoated concrete and steel surfaces The
scanfication process removes the top layers of contaminated surfaces down to the depth of
sound, uncontaminated surfaces A decade ago, concrete scanfication was considered a radical
approach to decontamination owing to poor performance of the tools and inability to provide a
uniform surface profile upon removal of the contaminants Today’s refined scanfiers are not only
very reliable tools, but also provide the desired profile for new coating systems in the event the
facility is to be released for unrestricted use For steel surfaces, scanfiers can completely remove
contaminated coating systems, including mill scale, leaving a surface profile to bare metal To
achieve the desired profile and results for contaminated concrete removal, a scabbling scanfication
process Is implemented, for steel decontamination, a needle scaling scanfication process is used

Scabbling

Scabbling Is a scanfication process used to remove concrete surfaces Manufacturers of
scabblers typically incorporate several pneumatically operated piston heads to simuitaneously
strike (1 e , chip) a concrete surface Today's scabblers range from hand-held scabblers to
remotely operated scabblers, with the most common versions incorporating three to five
scabbling pistons mounted on a wheeled chassis Because scabbling can cause a cross-
contamination hazard, vacuum attachments and shrouding configurations have been incorporated
by a few scabbling equipment manufacturers According to one manufacturer's claim, users can
scabble with no detectable increase in airborne exposures above background levels (Pentek)

One of three s of scabbling bits, which are mounted on the piston heads, can be used a 6-
point anvil bit for surface scabbling, a cross anwvil bit for aggressive surface reduction, or a 9-point
bit for aggressive removal, leaving a smooth, finished surtace profile All bits have tungsten-
carbide cutters and range from 1 3/4 to 2 1/2 in in diameter, depending on the manufacturer’s
configuration The bits have an operating life of approximately 80 hr under normal use Before
scabbling, combustibles must be stabilized, neutralized, and/or removed In practice, floor
scabblers can only be moved to within 1/2 in of a wall Other hand-held scabbling tools are
manufactured to remove the last 1/2 iIn of concrete flooring next to a wall, as well as remove
surface concrete on walls and ceillings This technique I1s a dry decontamination method -- no
gatt)er, chemicals, or abrasives are required The waste stream produced is only the removed
ebns

The approximate removal rates for a scabbler vary depending on the type of bit that is used In

general, the removal rate for a 6-point anvil bit s 30-40 ft2/hr based on the removal of a 1/6 inch

deep layer The removal rate for a cross anwvil bit varies inversely to the thickness removed 14-

§4 ft2/hr for a 1/4 inch deep layer, 7-12 ft2/hr for a 1/2 inch deep layer, and 3-6 ft¢/hr for a 1 inch
eep layer

Needle Scaling

Needle scaling 1s a scanfication process used in both concrete and steel surface removai These
tools are usually pneumatically dnven and use uniform sets of 2mm, 3mm, or 4mm needles to
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obtain the desired profile and performance The needle sets use a reciprocating action to chip the
contamination from the surface Some manufacturers have added specialized shrouding and
vacuum attachments to collect the removed dust and debns dunng needle scaling with the result
of no detectable concentrations above background levels

For removing surface contamination from steel surfaces where combustibles were once stored,
copper beryllium needle sets can be used to reduce the nsk of needle sparking Needle scalers
are an exceptional tool in tight, hard-to-access areas, as well as for wall and ceiling surface
decontamination This technique Is a dry decontamination process and does not introduce water,
chemicals, or abrasives into the waste stream Only the removed debnis i1s collected for treatment

and disposal

Production rates vary depending on the desired surface profile to be achieved Nominal
production rates range from 20 to 30 fte/hr

Applications

Scabblers are best suited for removing of thin layers (up to 1 in thick) of contaminated concrete
(including concrete block) and cement It Is recommended for instances where (1) no airborne
contamination can occur, (2) the concrete surface I1s to be reused after decontamination, or (3) for
instances in which the demolished matenal 1s to be cleaned before disposal The scabbled
surface 1s generally level, although coarsely finished, depending on the bit used If necessary,
after release, the surface can be finished with a concrete cap and an epoxy, polymer, or similar
finish This technique Is suitable for both large open areas and smalil areas

Needle scaling is best suited for removing of surface contamination and coatings from steel
surfaces, piping, and conduit Needle scalers with vacuum attachments and shrouding are ideal
for clean room surface removal operations, dustiess decontamination operations, and in the
reduction of containment structures and ventilation schemes They an also remove surface
contamination from concrete surfaces (up to 1/2 inch thick) Needle scaling is generally more
versatile than scabbling and is highly effective on concrete walls and ceilings. (Esposito et al
1985, Pentek, MacDonald Air Tool)

A propnetary ns%ystem integrates scabblers and scanfiers into a family of remotely and manually
operated scantication equipment for dustless decontamination of concrete and steel. The system
incorporates a high-performance vacuum/waste packaging unit in conjunction with pneumatically
operated scabblers and needle scalers to safety remove contaminated matenal. Dust and debns
are captured at the cutting-tool surface, which minimizes cross contamination The HEPA filtration
design incorporates a patented fill-seal drum changeout method that allows the operator to fill,
seal, remove, and replace the waste under controlled vacuum conditions The unit can
accommodate 55- and 23-gal drums It can also simultaneously support several drum sizes,
including up to three scabbler/needle scalers from a 100-ft distance The remotely operated floor
scabbler has an on-board vacuum packaging unit The smaller scabbler and needle scaler have
vacuum ports that can be attached to the vacuum waste packaging unit Although the equipment
1s designed to work as an integrated system, the individual components can also be operated as
stand-alone units that can be used with conventional air supplies and vacuum systems

1.3.16 Milling
Description of Technique

There are two milling techniques, one used for shaving metals and one for shaving concrete

Metal milling Is the technique by which a machine shaves off a layer of matenal (up to 1/8 in ) from
a surface using rotating cutters The most commonly used method involves feeding the work
piece past stationary cutters that are perpendicular to the cutter's axis Other lys:es of millin
machines (1 e , where the work piece Is stationary and the cutter or cutters move) are available
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Waste consists of the machined-off chips and any cooling/lubncating fluids (which can be
recycled if necessary)

Concrete milling 1s similar to concrete scabbling or scanfying, except that it may be applied to a
much larger surface area Large, paving-type equipment is generally used to shave the concrete
surface Approximately 2 1/2-10 in can be removed in this manner

Applications

Because of the setup time for configuration (1/2-3/4 hr), metal milling is most effective when there
1s a large number of similarly shaped items to be decontaminated After the equipment is set up
and loaded, about 2 1/2 ft2/hr can be milled Concrete milling 1s most effective when used on
large, open, honzontal surfaces No documentation on its use as a decontamination technique
has been found, however, metal milling has been used at the Oak Ridge K-25 Site to
decontaminate individual metal tems (MMES 1993)

1.3.17 Drill And Spall
Description Of Technique

The dnil-and-spall technique was developed to remove contaminated concrete surfaces without
demolishing the entire structure All potential obstructions to the dnll or s?-ﬁ" ng shouid be
removed and combustible sources stabilized, neutralized, or removed The technique involves
dnling 1-1 1/2 -in -diameter holes approximately 3 in deep into which a hydraulically operated
spallmg tool i1s iInserted The spalling tool bit 1s an expandable tube of the same diameter as the
hole A tapered mandrel i1s hydraulically forced into the hole to spread the fingers and spall off the
concrete The holes are dniled on approximately 12-in. centers so that the spalled area from each
hole overiaps the next. The removed concrete is collected, treated, and/or disposed of If the
contamination is deeper than that which can be removed Iin one pass, a second pass may need
to be performed

Applications

The dnll-and-spall technique Is applicable to concrete only (not concrete block) and is
recommended for removing surface contamination that penetrates 1-2 in into the surface
Removal of the near-surface contamination in this manner decreases the amount of contaminated
matenal that needs to be disposed of prior to demolition. This technique is effective for Iar_?:-
scale, obstruction-free applications, the only imit being the interior building configuration. The
treated surface may require a concrete cap if a smooth surface is desired because any rebar is
exposed and the surface is generally left in an overall rough condition.

A concrete spaller was used at Pacific Northwest Laboratones (PNL) to remove 1 in of
contaminated concrete from the surface of air lock cover blocks The concrete spaller was first set
up and tested on nonradioactive concrete to allow hands-on training of personnel Duning these
equipment tests, it was found that if the surface was first painted with a latex paint, it acted to
keep the spalled aggregates together, somewhat in the same manner as a fixatve A nominal 8-
in spacing between drilled holes was found to be satisfactory The interface between the push
rod and bit was lubnicated between each spalling operation rather than every four operations as
recommended This lubrication sequence may have helped prevent wear or galling-type failures
One spalling bit was replaced when the wedge portion broke away from one of the expanding
prongs Durnng operation, workers were required to wear respirators
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1.3.18 Paving Breaker And Chipping Hammer

Although paving breakers and chipping hammers are pnmanly used in demolition activities, they
can be used to remove surface contamination up to 6 in thick The surface is left very rough and
resurfacing is required

Expansive Grout

Although expansive tgrout is pnmanly used as a demolition technique, it can also be used as a
decontamination method to remove a thick layer of contaminated concrete

14 EMERGING TECHNOLOGIES

In the last decade, many decontamination development activities have been intiated in
anticipation of the extensive program activities scheduled to begin in the next 10 year Most of
these technologies have not yet been field tested Regardless, a fraction of these development
activities appears to be more effective in special situations than the established chemical and
mechanical methodology currently being used

A literature review indicates some of these technologies may be more well developed than others
Because these technologies have not been fieid tested, there I1s no way to determine their
effectiveness at this ime DOE has provided funding in thus project to demonstrate such
teét:hnologles The purpose of this section is to develop an awareness of these ongoing
activities

1.4.1 Light Ablation
Description of Technique

Light ablation uses the absorption of light energy and its conversion to heat (photopyrolysis) to
selectively remove surface coating or contaminants For a given frequency of ight, some surtaces
reflect the beam, some (such as glass) transmit the beam, and others absorb the light energy and
convert it to heat. There are three candidate light sources for use in light ablation applications,
laser, xenon flash, and pinch plasma lamps first two of these are currently commercially
available, and the third is under development

If the properties of a specific contaminant/substrate combination are known, a proper light
frequency can be selected for use If the light intensity is high enough, the surtace film can be
heated to 1,000-2,000°C in microseconds or less, while the substrate is virtually unaffected With
each light pulse, some of the surface contaminant is transformed from a solid into a plasma, which
erupts from the surface The high-temperature gas or plasma produces a bnlliant flash of ight and
a loud audible report (up to 90 dB) from the plasma’s supersonic shockwave. Photochemical and
thermochemical reactions, such as organic destruction occur within the plasma, but there I1s no
flame because the shock wave pushes ambient oxygen away from the gas plasma

This technique has the ability to operate at a distance by transportm%;he liight through
periscopes or fiber optics up to 450 ft long. The small laser heads, fiber orﬂc cables, or compact
flash blast heads can easily be adapted for manipulator use These small components can be
designed into a robotics viewing, aiming, and handling system to gain access to and
decontaminate otherwise inaccessible areas (Flesher, 1992)
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Applications

Surface coatings that have been removed by the high-energy light technique range from epoxy

paints, adhesives, and corrosion products to centunies of accumulated airborne pollutants and

1/4-in layers of concrete Surfaces contaminated with several different compounds or particles

may require multiple passes, changing the frequency and/or intensity to match a particular

contaminant and remove it with each pass Research in this area of decommissioning purposes

5 being t;‘)/erformed by Westinghouse Hanford Company and Ames Laboratory at lowa State
niversi

Because no chemicals or abrasives are used, there Is no increase in secondary waste volume
In some cases, a light water spray may be used, however, no liquid runoff or dissolution is
required In most applications, the volume of waste should be equal to or less than the actual
volume of the coating removed The high-energy light and plasma generated are frequently
accompanied by photoreaction, which reduces organic molecules to their basic gaseous
constituents, to reduce the overall solid waste volume

This technique minimizes the potential for exposures that result from contact with contaminated
surfaces because the end effectors for both the xenon flash (at 1/2-1 1n.) and the laser (at 50 ft or
more) are at a distance from the contaminated surface These end effectors are small (under 10
Ib) and are attached to their power supplies and controls by cables or fiber optics up to 450 ft
long Therefore, operators are not required to make contact with the surface, and the equipment
Is easily adaptable to remote operations

142 Microwave Scabbling

A new method for surface removal of concrete has been developed at the Oak Ridge Y-12 plant
This technique directs microwave energy at contaminated concrete surfaces and heats the
moisture present in the concrete matnx Continued heating produces steam-pressure-induced
internal mechanical stresses and thermal stresses. When combined, these two stresses burst
the surface layer of concrete into small chips The chips are small enough to be collected by a
HEPA-filtered vacuum srstem that is connected at the tailing end of the mobile unit Less than
1% of the debns is small enough to pose an arrbome contamination hazard. Larger debns can be
manually vacuumed The concrete removed can be controlied by choosing the frequency and
power of the microwave system Higher frequencies concentrate more of their energy near the
surface and remove a thinner layer of matenal A thicker layer can be removed by using lower
frequencies, which are absorbed deeper in the concrete.

This technique 1s applicable to concrete surfaces only because metallic surfaces negatnveeg/
impact the performance of the technique Steam was observed escaping from the outer edges of
a support bolt dunng laboratory-scale tests The eftect of steel-reinforcing bars, however, does
not seem to pose any problems because they are usually far below the surface A layer of paint
had negligible impact on performance dunng testing Cracks in the surface allow steam to escape
and have a negative effect on performance This technique generates little dust and does not
require the concrete surface to be wet, which eliiminates the cost of disposal/treatment (with the
exception of the removed debns) The mobile test unit collected approximately 95% of the
removed debns It Is expected that a larger vacuum system can collect 98% or more of the
debrnis Currently, the test unit is applicable only to floors; however, future phases of
development are expected for wall and ceiling applications No information has been given on
the amount of microwave energy that may be transferred (1 e , leaks) from the surface being
treated and the applicator If the amount of leakage is above the Amencan National Standards
Institute sANSI) standard of 5 mW/cmz2, then appropnate measures must be taken to ellminate this
leakage for safety purposes (White, 1992, DiDonato, 1993)
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Characterization Survey And Hazard Summary Matrix
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Room/ Square
Area Deecription Foot Contamination Asbestos Berylliom Work DescriptionRemarks
001 Basement sumps 728 - Moderate levels of loose and fixed surface m_oo:i-!oo...wd matenals 1Possibly present on sump
contamination Radioactive contaminated |and piping insulation, possible |suriaces and siudge " oandard Work Steps (Section 32 3) wil be used
rocess waste water with hazardous ACM* To be charactenzed. - Con Space Entry may be require:!
P nd lead. Aggressive decontaminational techniques are
chromium al jexpected o be used
Room 001 Total Gramse 0
100 |Main Entry Vestibule] 48 None - No loose surface contammnation on foom Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible isolated spots of fixed low-leve! ACM® To be characterized
contamination
Room 100 Total Grams 0
101 Hallway & Stairs 510 None Floor/Wall/Celling materials None - Standard Work Practice (Section 3 2 3) will be used
Eﬂﬂa_“ﬂ-o surface contamination on room and piping insulation possible
- Possible isolated spots of fixed low-level  |ACM" To be characterized.
contamination
Room 101 Total Grams 0
101A | Room in Hall [ 70 None 1
Room 101A Total Grame 0
103 | Men's Locker Room 660 None No loose surface contamination on room Floor/Wall/Ceilling matenals None Standard Work Practice (Section 3 2 3) will he used
surfaces and piping insulation possible
- Possible isolated spots of fixed low-level ACM® To be characterized.
contamination
Room 103 Total Grame 0
103A | Men's Locker Room | 120 None - No loose suriace contammation on room Floor/Wal/Ceiling matenals None - Standard Work Practice {Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed low-level  |ACM" To be characterized
contamination
Room 103A Tota! Grams 0
1038 | Men's Locker Room| 180 None - No loose sutface contamination on room | 1007/WaliCeling matenals None - Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible isolated spots of fixed low-lavel  [ACM" To be characterized.
conlamination
Room 1038 Total Grams 0
104 Elevator 100 None No loose surface contamation on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will he used
surfaces and piping nsulation possible
Possible 1solated spots of fixed low-level  |ACM" To be charactenzed
contamination
Room 104 Total Grame 0

* ACM = Asbestos Containing Material




DECOMMISSIONING OPERATIONS PLAN

FOR THE 779 CLUSTER IMARA

RF/RMRS 97 085 UN
Rev 0,PageC301C 23
Date Effective 9/25/97

Roomv/ Square PU Holdup
Area Description Foet {grames) Radiclogical Contamination Asbestos Beryliom Work Description/Remarks
108 Janitors Closet 45 None No loose surface contamination on room Floor/Wal/Celing matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed low-level  |ACM" To be charactenzed
contamination
Room 105 Total Grame 0
106 Office 182 None - No loose surface contamination on room Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible 1sotated spots of fixed low-ievei ACM® To be characterized.
contamination
Room 106 Total Grams 0
107 Otfice 182 None R Floor/Wal/Ceiting materials None Standard Work Practice (Section 3 2 3) will be used
!u.ﬂa.ﬂﬂg surface contamination on room and piping msulation. possible
- Possible isolated spots of fixed low-level  |[ACM' To be characterized.
contamination
Room 107 Total Grams 0
108 Oftice 1170 None No loose surface contamination on room Floor/Walt/Ceiing matenals None Standard Work Practice {Section 3 2 3) wih be used
surfaces and piping insulation, possible
- Possible isolated spots of fixed low-level ACM" To be charactenzed.
contamination
Room 108 Total Grame 0
109 Office 192 None Floor/Wall/Cedling matenals None Standard Work Practice (Section 3 2 3) will be used
- rt
Eﬂ” o.”ﬂ.o surface contamination on room and piping insulation, possible
- Possible isolated spots of fixed low-level ACM® To be characterized.
contamination
Aoom 108 Total Grame [
110 Office 145 None « No loose surface contamination on room Floor/Wall/Celing matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed lowdevel  [ACM" To be characterized
contamination
Room 110 Total Grams 0
110A Office 148 None No 008e surface contamination on room Floor/Walt/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible 1solated spots of ixed low-level  |ACM® To be characterized
contamination
Room 110A Total Grame 0
11 Otfice 156 None - No loose surface contamination on room Floor/WalVCeilling matenals None Standard Work Practice (Section 3 2 3) will be used
surlaces and mﬁ_:n insulation possible
Possible 1solated spots ot fixed low level ACM® To be charactenzed
contamination
Room 111 Total Grame 0

* ACM = Asbestos Containing Matenal
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Room/ Square PU Holdup
Area Deecription Foot {grame) Radiological Contamination Asbestos BeryWium Work Deecription/Remarks
113 Machine Shop 400 None * No loose surface contamnalion on room Floor/Wal/Celing matenals None Standard Work Practice {Section 3 2 3) will be used
surfaces and piping insulation possible Possibly present in equipment ol fo be sampled
Possible isolated spots of fixed low-ievel ACM® To be charactenzed
contamination
Room 113 Totsl Grame 0
114 Storage 1070 None Floor/Wall/Ceiling materials |- Potenhally present Standard Work Practice (Section 3 2 3) will he used
Eﬂﬂo.nﬂuo surlace contammation on room and piping insulation possible | Additional charactenization | Sateiite Accumulation Area
- Possible 1solated spots of hixed low-level ACM® To be charactenzed  io be perormed
contamination
Room 114 Total Grame 0
115 Otfice/Storage 925 None FlootMNaW/Celling materials None Standard Work Practice {Section 3 2 3) will be used
i
Eﬂ“ o_nﬂ-o surface contamination on room and insulation possible
Possible isolated spots of fixed low-level |ACM" To be charactenzed
contamination
Room 115 Total Grame []
115A Electronics Labs 240 None No loose surface contamination on roofm Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surlaces and piping insulation possible
Possible isolated spots of fixed low-level ACM® To be characterized
contaminaton
Room 115A Total Grame 0
118 Hallway 487 None No loose surface contamination on room Floor/Wall/Cailing materials None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed low-evel  |ACM’ To be characterized.
contamination
Room 116 Total Grame 0
116A Office 108 None . No loose surface contamination on room Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will he used
surfaces and piping insulation possible
Possible 1sclated spots of fixed low-level |ACM' To be charactenzed.
contamination
Room 116A Total Grame 0
1168 Office None No loose surface contamination on room Floor/Wal/Cailing matenals None Standard Work Practice (Section 3 2 3) will he used
surfaces and piping insulation possible
ACM* To be characterized
Possible isolated spots of fixed iow-level
contaminalion
Room 1168 Total Grame 0
117 Emergency 600 None . Floor/WallCalling matenals None Standard Work Practice (Section3 2 3) will be used
Generator n.u.ﬂ._hﬂﬂuo surface contamination on room and piping nsulation possible Possibly present in electncal equipmest 1 be
Possible 1solated spots of fixed low level ACM® To be characterzed sampied
contamination
Room 117 Total Grams ]

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Area Deecription Feet _Ba.o~ Et Contamination Asbestos Berylium Work Description/Remarks
118 Hallway 147 None No loose surface contamination on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) wilt be used
surfaces and piping insulaton, possible
- Passible isalated spots of fixed low-level  |ACM™ To be charactenzed
contamination
Room 118 Total Grame 0
119 E & W Hafiway 1826 None - No loose surface contamnation on room Floor/WalVCeiing matenals None Standard Work Practice (Section 3 2 3) will be used
suriaces and piping insulation possibie
Possible 1s0lated spots of fixed low-level  |ACM® To be characterized.
contamination
Room 119 Total Grame 0
121 Machine Shop 1100 None - No loose surface contamination on room Floor/Wal/Ceiling matenais Possibie present in Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation, possible Jequipment
- Possible isolated spots of fixed low-level ACM* To be characterized. Additional charactenzation
contamination fo be performed
Room 121 Total Grams 0
121A | Electncian Ofiice 150 None No loose surface contamination on room Floor/Wal/Ceiling materials None Standard Work Practice (Section 3 2 3) will be used
suriaces and piping insulation, possible
- Possible 1solated spots of fixed low-level  |ACM" To be characterized
contamination
Room 121A Total Grame 0
1218 Secunty Access 418 None Floor/Wak/Ceiling matenals None Standard Work Practice {Section 3 2 3) will be used
- No |
a::ﬂ o”.o surface contamination on room and piging insulation, possible
- Possible 1solated spots of fixed low-levei  [ACM" To be charactenzed
contamination
Room 121D Total Grame 0
122 Control Room 462 None . Floor/Wall/Ceding matenals None Standard Work Practice (Section 3 2 3) will be used
Eﬂﬂ ._“N.o surface contamination on room and piping insulation possible
- Possible 1s0lated spots of fixed low-level ~ {ACM" To be charactenzed.
contamination
Room 122 Total Grame 0
123 Store Room 60 None - No loose surlace contamination on room Floor/Wall/Celing matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed low-evel  |ACM® To be characterized
contamination
Room 123 Total Grame 0
124 Otlice 173 None - No loose surface contamnation on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3} will bw used
surlaces and piping insulation possible
ACM* To be characterized
Possible 1solated spots of fixed low-level
conlamination
Room 124 Total Grame 0

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Area Description Foot _{grame) Radiological Contemination Asbestos Boryllium Work Description/Remarks
12§ Office 236 None No loose surface contamination on room Floor/Wal/Ceiling matenals None - Standard Work Practice (Section 3 2 3) will be used
surlaces and piping insulation, possible
ACM® To be characterized.
Possible isolated spots of fixed low-levet
contamination
Room 126 Totsl Grame 0
126 Utikbhes Room 1730 |Lg Duct 179 | mine Floor/Wak/Ceiling matenals None Standard Work Practice (Section 3 2 3) wilt be used
GB 126 © 1 !”w-o_”ao surface conta tion on room and piping insulation possible Passibly present in electrical squipment 1o be
All Others < LLD | Possible isolated spots of fixed low-level ACM* To be characterized. sampled
contamination. 3
Room 126 Total Grame 0
127 Utilities Room 6915 None tarmi Floor/Wal/Ceiling materials Potentially present - Standard Work Practice (Section 3 2 3) will be used
!Z:ono-_ﬁpo surlace con tlon on room and piping insulation possible |- Additional characterization
Possible isolated spots of fixed low-level |\CM" To be characlerized 1o be perlormed
contamination
Room 127 Total Grame 0
128 Instrument Repar 96 None Floor/Wal/Celling matenals None Standard Work Practice (Section 3 2 3) will be used
Facilty !ﬂﬂo.”uo surface contamination on room and piping msulation possible
ACM* To be characterized.
Possible isolated spots of tixed low-level
contamination
Room 128 Total Grams 0
130 Chemical Storage 50 None Little o no loose surface contarmination Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
on room surfaces and piping insulation possible
Known areas of fixed contamination on ACM® To be charactenzed
floors
High contarmination leveis inside
gloveboxes
Room 130 Total Grame 0
131 Aqueous Lab 548 [Lg Duct 118 High contamination levels insides Floor/Wall/Ceiling matenals None Standard Work Practice {Section 3 2 3) will be used
GB 961 118 gloveboxes and piping insulation possible
All others < LLD | Little or no loose surtace contamination on |ACM* To be charactenzed.
room surfaces
- Possible isolated spots of low-level fixed Known matenals used in room Plutorvim il
contamnation on floor/wall surfaces contaminated solvents hydrochloric Acrt «ui Calcium
- Internally contaminated pumps Chioride
RCRA Permtted Area GB 131ABD E
Room 131 Total Grams 118
132 Oftice 234 None No loose surface contamination on room Floor/Wall/Ceting matenals None Standard Work Practice (Section 3 2 3) will be used
surface and piping insulation possible
8 ACM* To be charactenized
Possible 1solated spots of jow-level fixed
contamination
Room 132 Total Grame 0

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Area Deecription Feot _(grams) Radisiogical Contamination Ashestos Becytium Work Description/Remarks
133 | R& D Pyrochemical| 820 - Little or no loose surface contamination on ﬂ_ooq\in__\oo....d matenals Standard Work Practice (Section 3 2 3) will be used
Lab Lg Duct 308  |r00m surfaces on majority of room surfaces  |and piping insulation possible
GB-954 1% High contamination levels under GB-957  JACM® To be characterized
GB 956 §7
GB-957 48
GB-959 110
GB-954 39
GB-955 38 7
All others < LLD Known areas of fixed contamination on Known materials used in room Plutonium
fioors Amencium Tantalum Oils Solvents Caicum Calcium
- High contamination levels nside gloveboxes Chionde Magnesiwum Gathumn Zinc Tin Aluminum
Dicesium Hexachloro-plutonate
Room 133 Total Grame 413 8
134 Flammable Liquid 130 None Floor/Wak/Ceding matenals Potentially present Standard Work Practice (Section 3 2 3) will be used
-No t
Storage E:n_MM”o surface contamination on room and piping insulation possible |- Addiional characterization | Satelite Accumulation Area
- Possible isolated spots of low-level fixed ACM® To be characterized fo be performed
contamination
Room 134 Total Grams ]
135 RCT Storage Area 130 None No loose surface contamination on room {Floor/Walk/Cetling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation, possible
ACM® To be charactenzed
- Possible isolated spots of low-level fixed
contamination
Room 136 Total Grams 0
136 Chem Tech Office 120 None -No fooss surface contamination on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
suriaces and piping insulation possible
ACM* To be characterized
- Possible isolated spots of low-level fixed
contamination
Room 138 Total Grame [
137 | Aqueous R 8D Lab 533 Lg Duct 31 Little or no loose surface contamination on |[Floor/Wall/Ceiling matenals Potentially present due to | Standard Work Practice (Section 3 2 3) will be used
GB-106-6 85 room surfaces and piping insulation, possible [research/machining RCRA Permitied GB 106-3 45
GB-106-2 19 ACM® To be characterized |operatons
GB-106 1 2¢
GB-106-5 47 - Known Areas of fixed contamination on Additional charactenzation ] Known matenals used n Room Pu Americiim
GB 1063 127 floors o be performed Tantalum Oils Solvents Aluminum Zinc Pot assium
GB 106 4 88 High contamination levels inside gloveboxes Cadmium Hydrochlornic Acid Nitric Acid  Phosphonc
Alt Others LLD Acid Calcium Chionde Acid Ammonum Hydroxide
Room 137 Total Grame 392
138 Excess Chemical 72 None -No looss surface contamination on room Floor/Wall/Ceiing matenals None Standard Work Practice (Section 3 2 3) wili be used
Storage suraces and piping insulatilon possible
Possible isolated spots of low level fixed ACM® To be charactenzed
contamination
[+]

Room 138 Total Grame

* ACM = Asbestos Containing Matenal
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Room/ Square PU Holdup
Area Description Feot EJ E Contamingtion Asbestos Beryllium Work DescriptionRemarks
139 Sod Analysis Lab 413 |- Small quantty |-Little or no contamination present on room m_ooaia!o&ﬁn matatials  {- Patentally present due to | Standard Work Practice {Section 3 2 3) will be used
{present in surfaces. and piping insulation, possible |chemical research actwities |- Known Matenals Used in Room. Plutonum Amencium
ventilation duct |- Possible isolated locations of fixed ACM* To be characterized ]-Additional characterization |Uranium Sodwum Hydroxide
Lg Duct 39 contamination 10 be performed.
All others < LLD
- Hoods &B-Boxes have moderate levels of
contamination.
- Room contains a shieided Americium sourcs
Room 138 Total Grame 3 S
140 Metal Preparation 223 None - Little or no loose comamination present on [Floor/Wal/Celling materials None - Standard Work Practice (Secton 3 2 3) will be used
Lab room surfaces and piping insulation, possible Known maternials used in room Depleted ! rainium
- Possible isolated iocations ot fixed ACM* To be characterized, Beryllum
contamination
- B-Boxes contaminated with Uranium and
Berylium.
Room 140 Total Grams (]
140A mnmnh_v_.ﬂq%. W_Mao._.saz a8 None .-nw_ _._MM “o aurlace contamination on room M..ﬂi&p!ﬂﬂ.sﬂ _c.“.“ﬂh_nu_.uw N None Standard Work Practice (Section 3 2 3) will be used
Possible isolated spots of low-level fixed ACM" To be characterized.
contamination
Aoom 140A Total Grame 0
1408 | Scanning Electron 85 None No loose surface contamination on room Floor/Wail/Celling materials None Standard Work Practice (Section 3 2 3) will be used
Microscope (SEM) surfaces and piping insulation possible
Possible isolated spots of low-level fixed ACM* To be characterized.
contarmnaton
- SEM kkely non-contaminated.
Room 1408 Total Grame 0
141 Electron 209 None - No loose surface contamination on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will he used
Spectroscopy for surfaces and piping insulation, possible
Chermcal Analysis - Posmble 1s0lated spots of low-level fixed ACM* To be charactenized
contamination
ESCA likely non-contaminated
Room 141 Total Grams 0
141A Microprobe 130 None No loose surface contamination on room |Floor/Wall/Ceding matenals None Standard Work Practice {Section 3 2 3) will he ysed
surtaces and piping insulation possible
Possible 1solated spots of low-level fixed |ACM® To be characterized
contamination
- Microprobe s internally contaminated
Room 141A Total Grame 0

* ACM = Asbestos Containing Matenal
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Roonmv/ Square PU Holdup
, Area i% Feot \ﬁ!& %o!sl-; Asbestos Berylium Work Description/Remarks
Scanni lectron
1418 o ng e 130 None .-:z_._ ...-”Muo surface contamination on ”q.”x\i-!ﬂﬂn ..c::..-”%-nhﬂ N None Standard Work Practice {Section 3 2 3) will be used
- Possible isolated spots of low-level fixsd  |ACM" To be characlerized
contamination
SEM hkely non-contaminated
Room 1418 Total Grame 0
141C O,“ﬂ._.n_gvron:ﬁ_ “. 90 None - No loose surlace contamination on room Mngﬂohﬁc aoﬂ»ﬂuuno_.w N -vﬁg_ﬂﬂ“ﬁﬁ;g._oa - Standard Work Practice (Section 3 2 3) will he used
surfaces. X
Equipment - Possible isolated spots of low-level fixed ACM® To be characterized. [to be performed
contamination
Room 141C Total Grame 0
142 Utdities Room 4579 None R om Floor/Wal/Ceiling materials  |-Potentally present - Standard Work Practice (Section 3 2 3) will be used
h_.o?_“”o surtace contamination on and piping insulation, possible |- Additional characterization |- Sateliile Accumulation Area
- Possible isolated spots of low-leve! fixed ACM" To be characterized. 10 be performed
contamination
Room 142 Total Grame 0
145 |Office Under None
Starmwell
Aoom 142 Total Grame 0
146 — Office 196 None Floor/Wall/Ceiling matenais None Standard Work Practice (Section 3 2 3) will be used
-No loose surface contamination on room
Possible isolated spots of low-leve! fixed © be characterized.
contamination
Room 148 Total Grams 0
147 Otfice/Storage 176 None -No loose surface contamination on room ”“x.\i-\o!.t..-o aoﬁ-.o:-_-!o None Standard Work Practice (Section 3 2 3) will be used
surlaces AW T be characiorized
- Possible isolated spots of low-levet fixed © be characte
conlamination
Room 147 Total Grame 0
149 Haliway 1288 None -No loose surface contamination on room MHN”HMH.:%U&W%M.W N None Standard Work Practice (Section 3 2 3} will be used
surfaces
- Possible 1solated spots of low-level fixed ACM® To be characterized
contamination
Room 149 Total Grame 0

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Area Deecription Feet _{grame) % Contamination Ashestos Berylium Work Deecription/Remarks
150 [Metal Joining Faciiity] 1720 - No loose surface contamination on room | FloorWaN/Cefling materials - Standard Work Practice (Section 3 2 3) will be used
surfaces.
and piping insulation
Lg Duct 74 - Possible isolated spots of low-leve! fixed possible ACM* To be Known matenals used in room Pu Hydrochionc Acid
GB-W HOOD 6 | contamination characterized. Nitnic Acd Hydrofluonc Acid Oxahc Acid Sulturic
All Others <LLD | - Possible internal contamination in weiding | Addional samping 1o be |- 0tentally present in  Lyci " iore” Ehanol Copper Sulfate. arnd Alcohol
equipment performed |electron No&: weiding Possible Elecincal transformers 1o be sampled
- Additional characterization
fo be performed.
Room 150 Total Grame s
151 Oftfice 112 None Floor/Wal/Ceiling materials None Standard Work Practice (Section 3 2 3) will be used
No loose surface contamination on room
surlaces. and piping insulation possible
- Possible isolated spots of fixed low-evel  [ACM" To be characterized.
contamination
Room 151 Total Grame ] -
182 |Experimental Casting] 644 R Floor/Wal/Ceiting materials [None suspected - Standard Work Practice {Section 3 2 3) will be used
Lab Lg Duct §.2 u:r._ﬂ_nom._ no loose contamination on room and piping insulation, possible Possiblly present in electrical aquipment 1o be
GB-208 28 - Fixed contamination on floors/walls ACM® To be charactenzed. sampled
GB-211 ¢7 - High contamination levels in gloveboxes
- Vault on north end of room requires turther
radiological charactenization Room pasted as Awrborne
Radiation Area
90 Day Area
Room 152 Total Grame 92
1563 | Drum Staging Room 168 None - Little or no loose contamenation Floor/Wal/Cetling matenals [None suspected - Standard Work Practice {Section 3 2 3) will be used
- Fixed contarmination on floors and piping insulation poassible - The Satelliite Accumulation Area will be deleted
ACM* To be charactenzed. dunng decommussioning
Room 153 Total Grame 0
153A Compact Room 78 None - Little or no loose contamination on room Floor/Wall/Ceiling matenals Possibly present Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible | Additional sampling to be Room previously handled tntum contaninated waste
Isolated locations of fixed contarmination  JACM* To be characterized  Jperformed
possible
- High contamination levels in gloveboxes
Room 153A Total Grame 0
1538 Downdraft Room 49 |Lg Ducto e t Floor/WalVCeiling matenals Possibly present Standard Work Practice {Section 3 2 3) will be ysed
EVMM“M Gonlamination present on room and piping insulation possible | Additional sampiing to be
Respiratory protection required for entry ACM' To be characterized |performed
Fixed contamination on floors
Room 1538 Total Grams 0

* ACM = Asbestos Containing Material
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Roomv/ Square PU Holdup
Area Deecription Foet _{grame) % Contamination Ashestos Beryllium Work Deecription/Remarks
154 v_:.ozr:m_ uﬁ!&ao 594 Loose contamination likely present in Floor/Wal/Calling matenals |- Potentially present due to |- Standard Work Practice (Section 3 2 3) will be used
al overhead and piping insulation possible |be processing activites .
- Fixed contamination on floors/walis ACM® To be characterized. Additional characienzation -:Jﬂolath “ﬂd.ﬁhm.oh n_v.... v.ﬂw.“u“nav_%”“__“ﬁ: and
Lg Duct 28 - High contammnation present under GB to be perlormed other heavy metals
GB-1363 62¢ | 1384
GB-1364 682 | - 300 000 dpm/100cm sq
GB-1365 134
GB-7248 128 |- High contamination levels in glovebox.
GB-4933 ¢7 - Contammnated oil in two vacuum pumps
GB-283 ¢
All Others < LLD
Room 164 Total Grame 1714 _ .
155 | Plutonium Sample - | 460 ha Duct 04 - Loose contamination likely in overhead - Floor/WalVCeiling materials None - Standard Work Practice (Secton 3 2 3) will be used
Mounting Lab mnm.» 18 1§ areas and piping insulation, possible - Acids residue inside hoods and glovebuxes
GB-219 7 Fixed contamination on fioors/walls ACM* To be charactenzed. - The satellite accumulation area will be deleted during
GB-222 42 High contamination levels in glovebox Transite Line Hood. deactivation
All Others < LLD
Room 155 Total Grame s4
158 Calorimeter Room 176 None - Little or no loose contamination on room Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Fixed contamination possible on floors ACM® To be charactenized
Room 158 Total Grams 0
157 | Tensile TestingLab| 690 Present in - Little or no loose contamination on Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
gloveboxes and  [floorsiwalls and piping insulation, possible
ventilation duct |- Fixed contamsination on fioors ACM* To be charactenzed
Lg Duct 37 - contamination present inside gloveboxes
All others < LLD
Room 157 Total Grame 0
159 Waste Packaging 399 Some holdup |- No loose surface contamination on room Floor/Wal/Ceiling materials None Standard Work Practice {Section 3 2 3) will be used
present in surfaces and piping insulation possible Satellite Accumulation Area
ventilation - lIsclated locations of lixed contamination on|JACM* To be characterized.
ducting floors/walls
Lg Duct 348
Room 159 Total Grame o

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Ares Description Feot (grame) E Contamination Asbestos Beryltium Work Deecription/Remarks
g Du - Widespread fixed contamination Floor/Wal/Ceiling matenals None - Standard Work Practice (Section 3 2 3) will be used
9 L 1722 | Ay elecirical boxes posted internal and piping insulation possible
-862 498 contamination ACM® To be characterized
aB8-860 121 - High Contamination levels inside
GB-885 210 | ohoiag
Pyrochemical GB-859 78
160 |Development Facility] 1650 |All Others < LLD
Areas of loose surface contamination Known matenals used Calcium oxide ity esium
oxide magnesium chloride sodium chloride snd
caicium chlonde
- RCRA Permitted Area GB 860
- Possibly present in electrical transtormer e«juipment
10 be sampled
Room 160 Totsl Grame 907
160A | Material Storage 176 None R Floor/Wal/Ceiling materials None Standard Work Practice (Section 3 2 3) will be used
(Vault) ..ﬂ,g.unﬂ.. surface contamination on room | cing insulation, possible
- Possible 1solated spots of fixed ACM® To be characterized.
contammation
Room 160A Total Grame 0 _
181 Janitor Closet 145 None - No loose surface contamination on room | 100f/Wal/Ceiling materials None - Standard Work Practice (Section 3 2 3) will be used
surlaces. and piping insulation possible
- Possible isolated spots of fixed ACM® To be characterized.
contamination
Room 181 Totsl Grams 0
162 Machining Lab 984 None No history of radioactive contamination Floor/Wal/Ceiling matenals |Possibly present - Standard Work Practice (Section 3 2 3) will be used
and piping insulation possible |- Additional sampling - Possibly present in electncal transtormer requires
ACM* To be characterized |required additional samphng
Room 162 Total Grams 0
163 [Empty Drum Storage] 88 None No loose surface contamination on room Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible isolated spots of fixed ACM® To be characterized.
conlamination
Room 163 Total Grame [
163A Office None No loose surface contammation on room Floor/WalVCeiling matenals Noné Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed ACM® To be characterized
contamination
Room 163A Total Grams 0

* ACM = Asbestos Containing Matenal
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Room/ Square PU Holdup
Area Deecription Foot ‘B.’o_ IE-_ Contamination Ashestos Beryliium Work Description/Remarks
164 Hallway (Aidock) 56 None - No loose surface contamnation on room foor/Wal/Ceiling matenals None - Standard Work Practice (Section 3 2 3) will be used
surfaces and piping nsulation, possible
Possible isolated spots of fixed ACM® To be charactenzed.
contamination
Room 164 Total Grams 0
168 Entry Way 120 None - No loose surface contamination on room Floor/Wak/Celing matenals None - Standard Work Practice (Section 3 2 3) will he used
surfaces and piping insulation, possible
- Possible isolated spots of fixed ACM" To be characterized.
contamination
Room 168 Total Grame 0 _
167 Women's Locker 585 None 3 Floor/Wal/Ceiling matenals None - Standard Work Practice (Section 3 2 3) will be used
4 Sd.o- ..h”oa surface contamination on room and insulation, possible
- Possible isolated spots of fixed ACM® To be characterized.
contarunation
Room 167 Total Grame 0
167A Women's Locker 100 None R Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
e o.u.ﬂ o.ﬂﬂ-o surface contamination on room and piping msulation, possible
- Possible isolated spots of fixed ACM® To be charactenzed.
contamination
Room 167A Total Grame 0
170 Dumb Waiter 16 None Floor/Wall/Ceding materials None Standard Work Practice (Section 3 2 3) will be used
ocz:on”ﬂuo surface contarmination on room and piping insulation, possible Possibly present in electncal transforms requires
Possible 1solated spots of fixed ACM® To be characterized. additional sampiing
contamination
Room 170 Total Grame 0
171 Matenial Storage 1102 None - No loose surface contamination on room Floor/Wal/Ceiling matenals Potentially present due to | Standard Work Practice (Section 3 2 3) will e used
(Vault) surfaces and piping insulation possible |storage of Berylium parts
- Possible isolated spots of fixed ACM* To be charactenzed Additional characterization
contarmination to be performed
Room 171 Total Grams 0
172 | Matenal Storage No None No loose surface contamination on room Floor/Walt/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
Access surfaces and piping insulation possible
Posasible 1solated spots of fixed ACM® To be characterized
contamination
Room 172 Totsl Grame 0
173 Utiity Area 380 None No foose surface contamnation on room Floor/Wal/Ceding matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible 1solated spots of fixed ACM® To be characterized
contamimnation
Room 173 Total Grams 0

* ACM = Asbestos Containing Matenal
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Room/ Square PU Holdup
Area Deecription Foot _ﬂuatw IIES_ Contamination Asbestos Berylium Work Dedcription/Remarks
201 Office 273 None - No loose surface contamination on room Floor/WalVCeiting materials None - Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation, possible
- Possible isolated spots of fixed ACM® To be characterized.
contamination
RAoom 201 Total Grame 0
201A Office 294 None - No loose surface contamination on room Floor/Wal/Ceding matenals None - Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation, possible
- Possible isolated spots of fixed ACM® To be charactenzed
contaminaton
Room 201A Total Grame 0
202 Office 130 None ﬂ_ooa\i-!ﬂ._l.:o materials Potentially present - Standard Work Practice (Section 3 2 3) will be used
- No loo i aminal
anooou.- e surlace cont tion on room and piping insulation possible | Additional charactenzation
Possible isolated spots of fixed ACM* To be characterized. [to be performed
contamination
Room 202 Total Grame 0
202A Office 260 None Floor/Wall/Celing matenals Potentially present Standard Work Practice (Section 3 2 3) will he used
- No loo: rf minati
-::o-oo--o suriace conta, on on reom and piping insulation, possible |- Additional characterization
- Possible 1solated spots of fixed ACM* To be characterized. |to be performed
contamination
Rom 202A Total Grame 0
203 Office 143 None amina Floor/Wal/Celing matenals Potentally present Standard Work Practice (Section 3 2 3) will be used
Eﬂﬂ.."”oo surface cont fion on room and piping insulation possible | Additional characterization
Possible Isolated spots of fixed ACM® To be characterized |io be performed
contamination
Room 203 Total Grame 0
204 Office 143 None . Floor/Wal/Ceiling matenals Potentially present - Standard Work Practice {Section 3 2 3) will be used
Sﬂﬂn_u”-o surface contamination on room and piping insulation possible | Additional characterization
- Possible isolated spots of fixed ACM®* To be charactenzed. [to be performed
contamnation
Room 204 Total Grame 0
204A Office 104 None No loose surface contamination on room Floor/Wal/Ceiling materals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping msulation possible
Possible isolated spots of fixed ACM® To be characterized
contamination
Room 204A Total Grame 0
2048 Office 260 None No loose surtace contamination on foom Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surlaces and piping insulation possible
Possible isolated spots of fixed ACM® To be charactenzed
contarmination
Room 204 Total Grame 0

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Area Description Foet Igrame) ’p&o.o‘nn_ Contamination Asbestos Berylium Work Deecription/Remarks
205 Conf Room 840 None Fioor/Wal/Celing matenals None Standard Work Practice (Section 3 2 3) will be used
No loose surface contamination on room
surlaces and piping insulation possible
- Possible isolated spots of fixed ACM® To be characterized
contamnation
Room 206 Total Grame 0
208 Office 400 None FloorWal/Ceiling matenals None Standard Work Practice {Section 3 2 3) will b used
!ﬂcn .."M”-c surface contamination on room and piping insulation possible
- Possible isolated spots of fixed ACM® To be characterized
contamination
Room 208 Total Grame 0
207 Office 130 None R Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
!n_ou ._“”.oo surface contamination on room and insulation possible
Possible isolated spots of fixed ACM® To be characterized
contamination
Room 207 Total Grame 0
207A Office 120 None - No loose surface contamination on reom Floor/Wal/Celing matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping nsulation possible
Possible isolated spots of fixed ACM® To be characterized.
coniamination
Room 207A Total Grame 0
2078 Office 132 None Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
Eﬂﬂ ._“M-o surface contaminalion on room and piping insulation, possible
- Possible isolated spots of fixed ACM® To be characterized.
confarmination
Room 2078 Total Grame []
207C Office 143 None - No loose surface contamination on room | F10or/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible 1solated spots of fixed ACM® To be characterized
contamination
Room 207C Total Grame 0
208 Oftice 740 None No loose surface confamination on room Floor/Wal/Ceilling matenals Potentially present Standard Work Practice (Section 3 2 3) wilf be used
surfaces and piping insulation possible | Additional characterization
- Possible isolated spots of fixed ACM* To be characterized to be pertormed
contamination
Room 208 Total Grams (]
[
209 Office 400 None No looss surface contamination on room Floor/Wal/Ceding matenals None Standard Work Practice {Section 3 2 3) will be ysed
surfaces and piping msulation possible
- Possible isolated spota of fixed ACM® To be charactenzed
contamination
Room 209 Total Grams 0

* ACM = Asbestos Containing Material
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Roomv Square PU Holdup
Area Deecription Feet _(grame) Radiological Contamination Ashestos Berylium Work Deecription/Remarks
210 Vestibule To 16 None - No loose surface contamination on room Floor/Wal/Ceding matenals None Standard Work Practice (Section 3 2 3) will be used
Restroom surlaces and piping insulation possible
Possible isolated spots of fixed ACM® To be characterized
contamination
Room 210 Total Grams 0
210A Restroom 120 None No loose surface contamination on foomm Floor/Wall/Ceiling matenals None - Standard Work Practice (Section 3 2 3} will be used
surfaces and piping insulation possible
- Possible isolated spots of fixed ACM" To be characterized.
contarmination
Room 210A Totsl Grams 0
211 Janitors Closet 40 None No loose surface contamination on room Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed ACM" To be characterized
contamination
Room 211 Total Grame 40 0
212 Office :1:] None - No loose surface contammnation on room Floor/Wal/Ceiling matenals None Standard Work Practice {Section 3 2 3) will be used
surfaces and piping nsulation possible
- Possible 1solated spots of fixed ACM® To be charactenzed.
contamination
Room 212 Total Grame 0
212A Office 72 None Floor/Wal/Celing matenals None - Standard Work Practice (Section 3 2 3) will he used
!uﬂ “_"”-o surface contamination on room and insulation, possible
Possible isolated spots of fixed ACM® To be characterized.
contamination
Room 212A Total Grame 0
213 Office 400 None No loose surface contaminahon on room |Floor/Wal/Ceiling matenais None Standard Work Practice ( Section 3 2 3) will be used
surlaces and piping insulation possible Known materials used in room  Trichluroethane
Fixed contaminations possible at 1solated |ACM® To be charactenzed Freon Ethanot and Methanol
locations
Vacuum pump ol radicactively
contaminated
Room 213 Total Gramse 0
214 Office 400 None No loose surface contamination on room Floor/Wall/Celling matenals None Standard Work Practice (Section 3 2 3) will he used
surlaces and piping insulation possibie
- Possible 1solated spots of fixed low-level |ACM’ To be characterized
contamination
Room 214 Total Grame 0
215 Haliway (Aifock) 56 None No loose surface contamination on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will he used
surfaces and piping insulation possibie
Fixed contaminations possible at isolated ACM® To be charactenzed
locations
Room 215 Total Grams 0

* ACM = Asbestos Containing Maternal
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Roomy/ Square PU Holdup
Area Deecription Feet {grame) Radiological Contamination - Asbestos Beryllium Work Description/Remarks
216 E & W Haliway 1971 None No loose surface contamination on room Floor/Wal/Celing matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated spots of fixed low-leve! ACM* To be characterized.
contamination
Room 216 Tolsl Grams 0
217 | Gas -ﬂ.wu“ _.Soao 627 - Vacuum pump, ol - radioactively None Standard Work Practice (Section 3 2 3) will be used
contaminated
- Little or no loose contamination on
floors/walls
Lg Duct 38 - High conamination levels inside gloveboxes |Floor/Wall/Celling matenals Deleted Uranium Storage Area
an.wuo-wq 14 and surface analysis and piping insulation possible Known matenals used in room  tnchlorosth ane
GB-963 8 - Fixed contamination present on floors ACM® To be characterized freon ethanol and methanol
GB-984 17
GB-HOODE 1
Room 217 Total Grame 30
218 | Gas-sohdkinetic | 779 |Lg Duct 24 - Little or no loose contamination on Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will he used
studies GB-218S 1 floorswalls and piping insulation, possible - Room contains CO-60 shuelded source Known
GB 970 1 - High contamination levels inside ACM® To be characterized materials used in room oils solvents
GB-971 26 gloveboxes trichloroethane methanol freon and ethanot
Fixed contaminations present on CO 60 source (21 632 Cunes) housexi i the
floors/walis Gamma cell
Room 218 Total Grame 37
219 Gas sohd kinetic 124 None No loose surface contamination on room Floor/Wal/Ceding matenals None Standard Work Practice {Section 3 2 3) will be used
studies surfaces and piping insulation possible
Possible 1solated spots of fixed low-level ACM* To be characterized
contamination
Room 219 Total Grame 0
220 Gas sohd kinetic 820 (Lg Duct 109 Little or no loose surface contamination on |Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
studies GB-463 97 room surfaces and piping insulation possible
GB-462 70 - Fixed contamination at isolated spots up to |ACM® To be characterized
GB-874 82 5000 dpmvcm sq
All Others < LLD |. High contamination leveis inside glovebox.
Room 220 Total Grame 249
221 Otfice/storage 285 None No loose surface contamination on room Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
ACM* To be characterized
Possible 1solated spots of fixed low level
contamination
Room 221 Total Grame []

* ACM = Asbestos Containing Materal
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Roonv Square PU Holdup
Area Deecription Foet (grame) Radielogical Centamination Asbestos Beryllium Work Description/Remarks
221A Storage 88 None No loose surface contamination on room Floor/Wal/Cetling matenals None Standard Work Practice (Section 3 2 3} will be used
surfaces and piping insulation, possible
Possible isolated spots of fixed low-fevel ACM" To be characterized.
contamination
Room 221A Total Grame 0
221B Office/Storage 110 None - No loose surface contamination on room Floor/Wal/Celling matenals Norne Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Know locations of fixed contamination ACM® To be characterized.
Room 2218 Total Grame 0
221C Office/Storage 49 None - No loose surface contamination room Floor/Wal/Ceiling materials None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping msulation possible
- Know locations of fixed contamination ACM* To be characterized.
Room 221C Totsi Grame 0
222 | Gas- solid kinetic | 2040 - Littie or no surface contamnation on Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
studies surfaces and piping insulation possible Known matenals used in room Plutorwum 1iranum
Lg Duct 373 - Spots of fixed contamination labeled on  [ACM®  Transite inside hood Oils Solvent Inks Tnchioroethane Methianiol Freon
GB-105 35 fioor up to 2000 dpb/100cm sq and Ethanol
GB-976 17 - High contamination level inside
GB 989 14 ﬁ_osgxbu
GB 992 1
GB 975 €2
All Others < LLD
Room 222 Total Grame 149
222A Storage room 54 None - No loose surface contarmination on room Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
ACM* To be charactenzed
Possible isolated spots of fixed low-level
contamination
Room 222A Total Grams 0
223 Coating studies 348 Little or no surface contamination on room
surfaces
Present in Isolated locations of fixed surface Floor/Wall/Celling matenals Potentially present due to | Standard Work Practice (Section 3 2 3) will be used
gloveboxes and  |contarminations and piping insulation possible |vapor deposition studies Known matenals used in room  Plutorium | iramum
ventilation duct Contamination present in hoods and ACM* To be characterized Additional characterization |Oils Solvent inks Trchloroethane Meltliatil Freon
vacuum systems to be performed and Ethanol
Room 223 Total Grame 0
224 Decon Room 80 None - No loose surface contamination on Foom Floor/Walt/Celing matenals None Standard Work Practice (Section 3 2 3) will he used
surfaces and piping insulation possible
ACM* To be characterized
Possible 1solated spots of fixed low-level
contarmination
Room 224 Total Grame [}

* ACM = Asbestos Containing Matenal




DECOMMISSIONING OPERATIONS PLAN

RF/RMRS 97 085 UN
FOR THE 779 CLUSTER IMARA

Rev 0 Page C 19 of C-23
Date Effective 9/25/97

Roonv Square PU Holdup
Area Deecription Feet |  (grame) Radiological Contamination Asbestos Berylium Work Description/Remarks
225 Coatings Lab 192 -Fixed contamnations on floots
None Littie or no loose surface contamination on |Floor/Wal/Ceiling matenals Potentially present due to | Standard Work Practice (Section 3 2 3) will b used
ng
room surfaces and piping insulation possible |past operations Known materials used in room Urantum berylhum
- Uranum contamination present in welding |[ACM* To be characterized. |- Additional characterization |minc acid and ethyl aicohol
and vacuum equipment to be performed
Room 226 Total Grame ]
226 Stairway 190 None Floor/Wal/Ceiling matenals None Standard Work Practice {Section 3 2 3) will be used
- rt i
o:ﬂo-”ﬂno surface contamination on room and piping insulation possible
- Possible isolated spots of fixed ACM® To be characterized
contarninations
Room 226 Total Grams [
228 zﬁ—w_—:qs Lab 1840 Little or no loose surface contamination on Standard Work Practice AWOO:O_J 32 3) wilt he used
room surfaces
Lg Duct 375 |- Isolated spots of fixed suriace Floor/WallCeding matenals Potentially present Known materials used in room Plutorsuin | franium
GB-199 47¢ contamination marked on the floor and piping insulation possible | Additional charactenzation {Oils Organic Solvents Isopropanol Diamotd Paste and
pwing
GB-192 18 - High contamination levels in gloveboxes and JACM* To be characterized  }to be performed Freon
GB-203 31 ventilated system
GB-468 11
Alt Others < LLD
Room 228 Total Grame 537
229 Oftlice 120 None - No loose surface contamination on room Floor/Wal/Ceiling matenais None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping mnsulation possible
Possible isolated locations of low-level fixed |ACM” To be characterized.
contamination
Room 229 Total Grame []
230 Office 128 None - No loose surface contamination on room Floor/Wal/Celing materials None Standard Work Practice {Sechon 3 2 3) will be used
suraces and piping insulation possible
Possible solated locations of low-level fixed [ACM" To be charactenzed.
contamination
Room 230 Total Grame 0
231 Office 120 None No loose surface contamination on room Floor/WalV/Ceiding matenais None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated locations of low-level fixed [ACM" To be characterized
contamination
Room 231 Total Grame 0
232 Office 108 None No loose surface contammnation on foom Floor/Wall/Cetling matenals None Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
Possible isolated locations of low-lavel fixed ACM" To be characterized
conlamination
Room 232 Total Grame ]

* ACM = Asbestos Containing Matenal
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Roomw/ Square PU Holdup
Area Deecription Feet \‘33& éﬂ% Asbostos Berylium Work Deecription/Remarks
233 Office 120 None No loose surface contamination on room Floor/Wal/Ceilling matenals None - Standard Work Practice (Section 3 2 3) will be used
surfaces and piping insulation possible
- Possible isolated locations of low-level fixed |[ACM® To be characterized
contamination
Room 233 Total Grams [)
234 Metallurgy Lab 341 - Little or no loose surface contamination on - Standard Work Practice (Section 3 2 3) will be used
room surfaces
- Isolated spots of fixed surface Floor/Wall/Ceiling matenals Potentially present - Known materials used in room Plutonium Oils
contamination on floor and piping insulation possible | Additional charactenzation |Organic Solvent Isopropanol Nitnc Acid Hydrofiuoric
tg Duct 38 - Contamination present in metallography and |[ACM® To be charactenzed. |to be pertormed Acid Carbon Tetrachloride and Freon
GB-205 42 gloveboxes Satellite Accumulation Area
GB 205A 21
GB-2058 18
GB-205C 40
All Others < LLD
Room 234 Totel Grame 119
234A Met Lab 100 None - Little or no loose surface contamination on |Floor/Wal/Ceting matenals Potentially present - Standard Work Practice (Section 3 2 3) will be used
room surfaces and piping insulation possible | Additonal characterization
- Known spots of fixed contamination on ACM* To be charactenzed |10 be performed
fioor
- Internal surfaces of gloveboxes
contaminated
Room 234A Total Grame 0
234B Dark Room 210 None - Little or no loose surface contamination on [Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
room surfaces and piping insulation possible Photo processing chemicals
No known locations of fixed contamnation JACM* To be characterized
Room 2348 Total Gram ]
235 [ Electron Microscope] 120 None - Little or no loose surface cortamination Floor/Wall/Celing matenals Potentially present inside | Standard Work Praciice (Section 3 2 3) will be used
on room surfaces and piping insulation possible |EM and storage cabinets
No known locations of hixed ACM* To be characterized Additional characterization
contamination to be performed
- Internal surfaces of electron microscope
contaminated
Room 235 Total Grame 0
270 Poly Solid Studies 982 Little or no loose surace contamination on Standard Work Practice (Section 3 2 3) will be used
Lg Duct 80 room surfaces Floor/Wall/Ceiling matenals Potentially present Known Materials used in the room  Plutomum
All Others < LLD | No know locations of fixed contammation  |and piping insulation possible | Additional charactenzation |Uramum Oils Solvents Inks Trichloroeth e
on floors ACM® To be charactenzed fo be performed Methanol Freon TF and Ethanol
Contaminated glovebox internals
Room 270 Total Grame 0

* ACM = Asbestos Containing Maternal
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Area Deecription Foot | (qrame) Radiological Contamination Asbestos Beryliom Work Description/Remarks
271 Vestibule Entry 367 None Littie or no loase surface contamination on J.UQE-EO!.:G an.onn_nu o Standard Work Practice (Sechon 3 2 3) will be used
room surfaces ”OZm.v.ﬁo n..”-:._.“._.o: vou«a.“ Potentially present
Isolated locations of hixed contamination © ba characterize Addiional characterization
ssible to be performed
Room 271 Total Grame 0
272 |]Gas Testing Electron| 342 None Little or no loose surface contamination on |Floor"Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
Microscope room surfaces and piping insulation possible
No know locations of fixed cantamination |ACM® To be characterized
possible
Contaminated giovebox internals
Room 272 Total Grame 0
273 Office/Storage 110 Little or no loose surlace contamination on
room suriaces
None No known locations of fixed contamination Floot/Walt/Ceiling matenals None Standard Work Praclice {Section 3 2 3) will be used
and piping insulation possible
possitle ACM* To be characterzed
fixed contamination on box of electrical 0 be characterize
connections
Room 273 Total Grame Q
274 Office Storage 110 None Little or no loose surface contamination on Floor/WalVCeiling matenals None Standard Work Practice (Section 3 2 3) will be used
ro0 and piping insulation possible
m surlaces ACM* To be characterized
1solated locations of fixed contamination 0 be characlerize
possible
Room 274 Totsl Grame ]
2758 Otfice Storage 104 None Little o no loose surlace contamination on Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 1) witt be used
100 and piping insulation possible
m surfaces ACM® To be ch \ d
isolated focations of fixed contamination 0 be characterize
possible -
RAoom 275 Total Grame 0
277 | Office Storage/Hall 158 None Litle or no kooss surface contamination on Floor/Wall/Celling matenals None Standard Work Prachice (Section 3 2 3) will be used
" and pipng insulation possible
oom surfaces ACM® To be ch " d
Isolated locations of hixed contamination 0 be characterize
possible
Room 277 Total Grame 0
Building Filter Plenum 2376 |All Others < LLD | Possible high levels inside hiter Floor/Wall/Celing matenals  |Possibility presant inside Temporary Vennlation will be required
729 Plenum and piping insulation possible |plenum to be confirmed Standard Work Practice (section ) will t e et
ACM’ To be characterized
The tilter plenum will remain tn operat s unil all
areas served have been cleaned up
Bidg 729 Total Grame 0

* ACM = Asbestos Containing Material
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Room/ Square PU Holdup
Area |  Description Foet (grams) Radiological Contamination Asbestos Berylium Work DeecriptionRemarks
Building| Emergency Diesel 384 None - No Suspected Contarmnation m—oo..\i-!oo...:c matenals None Standard Work Practice (section 3 2 3) will be used
727 Generator and piping nsulation possible - Possibly present in elecirical transtormer equuipment
ACM* To be characterized. To be confirmed
Bidg 727 Total Grame ]
780 Storage Facdity 128 None - No Suspected Contamination Floor/Wal/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
and piping insulation possible
ACM® To be characterized
Bidg 780 Total Grame 0 _
780A Metal Storage 96 None « No Suspected Contamination Floor/Wal/Celling matenals None Standard Work Practice (Section 3 2 3) will be used
Facility and piping insulation possible
ACM* To be characterized.
Bidg 700A Total Grame 0 _
7808 | Gas Bottle Storage None No Suspected Contamination Floor/Wall/Ceiling matenals None Standard Work Practice (Section 3 2 3) will be used
Facility and piping insulation, possible
ACM* To be charactenized
Bidg 7008 Total Grams 0
782 Filter plenum 6600 PL401-13 - No loose surface contammation on room Floor/Wal/Ceiling matenals |Possibility present inside Standard Work Practice (Section 3 2 3) will be used
PL402-27 surfaces and piping insulation possible [fiter bank To be The tifter plenum will remain i operatinn until all
Possible isolated locations of iow level ACM* To be characterized confirmed areas served have been cleansd up
fixed contamnation
Possible high levels nside filter bank.
Bidg 782 Total Grame 40
783 | Cookng Tower Pump| 480 None No Suspected Contamination Floor/Walt/Celling matenals None Standard Work Practice (Section 3 2 3) will be used
House and piping insulation possible
ACM* To be characterized
Bidg 763 Total Grame 0
784 | Cooling Tower Pump None - No Suspected Contamination Floor/WaW/Ceiling matenals None Standard Work Practice (Section 3 2 3} will be used
House and piping insulation possible
ACM* To be characterized
Bidg 784 Total Grams 0
785 | Cooling Tower Pump None No Suspected Contamination Floor/WalVCeiling maltenals None Standard Work Practice (Section 3 2 3} will be used
House and piping insulation possible
ACM® To be characterized
Bidg 766 Totsl Grame [

* ACM = Asbestos Containing Matenal
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Room/

Square PU Holdup

Arca | _ Description Feat (grame) | _Raediclogical Contemination Asbestos Serytium Work Description/Remarks
786 | Cooling Tower and None - No Suspected Contamination m_oo..\iu.ﬂoosg matenals None - Standard Work Practice (Section 3 2 3) will be used
West Chiller and piping insulation, possible
ACM* To be characterized.
Bidg. 708 Total Grams 0 _
787 | Cooling Tower and None - No Suspected Contamination FloorWali/Ceiling materials None - Standard Work Practice (Section 3 2 3) will be used
East Chiller and piping insulation, possible
ACM* To be characterized.
Bldg. 787 Total Grame o —
East Dock None - No Suspected Contamination Floor/Wal/Ceiling materials None - Standard Work Practice (section 3 2 3) will be used
Dock and piping insulation, possible
ACM* To be characterized.
Room Eaet Dock Total
Grams 1965 0

¢ ACM = Asbestos Containing Matenal
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FACILITY DISPOSITION WORKING GROUP
NOTE
(Sept. 26, 1997)

The Sept., 1997 draft of the Decommussioning Operations Plan (DOP) for the 779 Cluster
Removal project is attached for your review and comment. Please use the Review
Comment Sheets included with the DOP for comments. Comments should be specific with
suggested written changes and not 1n the form of questions.

This draft DOP 1s a rewnte of the April 1997 draft document and incorporates the
comments received form that draft and previous drafts as best as possible. In order to meet
proposed milestones for project imtiation, comments are required by Oct. 6, 1997. Since
this 1s one of several reviews already conducted on the document this ime frame should not
be unreasonable

Please provide your comments direct 0 Mark Hickmary. If you have any questions please
contact Mark on 966-7145 or John Whi 92. Thank you for your support in
getting this important project imtiated. \
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